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<UNNECESSARY PARTS OMITTED>
[bookmark: _Toc5271930]5.2.2.9	Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:
1>	apply the configuration included in the radioResourceConfigCommon;
1>	if in RRC_INACTIVE:
2>	apply the shortest of the ran-PagingCycle (if configured), the (UE specific) paging cycle (if indicated by upper layers), and the defaultPagingCycle included in the radioResourceConfigCommon;
1>	else if upper layers indicate that a (UE specific) paging cycle is configured:
2>	apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;
1>	if the mbsfn-SubframeConfigList is included:
2>	consider that DL assignments may occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList under the conditions specified in TS 36.213 [23], clause 7.1;
1>	apply the specified PCCH configuration defined in 9.1.1.3;
1>	not apply the timeAlignmentTimerCommon;
1>	if in RRC_CONNECTED and UE is configured with RLF timers and constants values received within rlf-TimersAndConstants:
2>	not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;
1>	if in RRC_CONNECTED while T311 is not running; and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators or multipleNS-Pmax:
2>	disregard the additionalSpectrumEmission and ul-CarrierFreq, if received, while in RRC_CONNECTED;
1>	if attachWithoutPDN-Connectivity is received for the selected PLMN:
2>	forward attachWithoutPDN-Connectivity to upper layers;
1>	else:
2>	indicate to upper layers that attachWithoutPDN-Connectivity is not present;
1>	if cp-CIoT-EPS-Optimisation is received for the selected PLMN:
2>	forward cp-CIoT-EPS-Optimisation to upper layers;
1>	else:
2>	indicate to upper layers that cp-CIoT-EPS-Optimisation is not present;
1>	if up-CIoT-EPS-Optimisation is received for the selected PLMN:
2>	forward up-CIoT-EPS-Optimisation to upper layers;
1>	else:
2>	indicate to upper layers that up-CIoT-EPS-Optimisation is not present;
1>	to upper layers either forward upperLayerIndication, if present for the selected PLMN, or otherwise indicate absence of this field;
NOTE:	upperLayerIndication is an indication to upper layers that the UE has entered a coverage area that offers 5G capabilities.

Upon receiving SystemInformationBlockType2-NB, the UE shall:
1>	apply the configuration included in the radioResourceConfigCommon;
1>	apply the defaultPagingCycle included in the radioResourceConfigCommon;
1>	if SystemInformationBlockType22-NB is scheduled:
2>	read and act on information sent in SystemInformationBlockType22-NB;
1>	apply the specified PCCH configuration defined in 9.1.1.3.
1>	if in RRC_CONNECTED and UE is configured with RLF timers and constants values received within rlf-TimersAndConstants:
2>	not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;
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