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	Reason for change:
	To introduce a new UE capability to indicate the UE supports releasing uplink or supplementary uplink via explicit RRC signaling.


	
	

	Summary of change:
	Add UE capability definition for releasing uplinkConfig or supplementaryUplink with explicit RRC signaling.

Impact analysis
Impacted 5G architecture options:
EN-DC and SA

Impacted functionality:
Supplementary uplink 

Inter-operability:
If the UE implements this change but the network does not, there will be no inter-operability issue.
If the network implements this change, but the UE does not, there will be no inter-operability issue.

	
	

	Consequences if not approved:
	The network is not able to know whether the UE supports releasing uplink or supplementary uplink using explicit RRC signaling.
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----------------------------------------------------------CHANGE START----------------------------------------------------------
[bookmark: _Toc5883505]4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_inactive as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	overheatingInd
Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path
Indicates whether the UE supports UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340 [7].
	UE
	No
	Yes
	No

	splitDRB-withUL-Both-MCG-SCG
Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7].
	UE
	Yes
	Yes
	No

	srb3
Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7].
	UE
	Yes
	Yes
	No

	v2x-EUTRA
Indicates whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in [x], independent of the configured EN-DC band combination.
	UE
	No
	No
	No

	UplinkRelease
Indicates whether the UE supports releasing uplink or supplementary uplink via explicit signaling.
	UE
	No
	No
	No




