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1. Overall Description:

SA2 discussed support of the following features for Rel-16 UEs:

1.
Support for Emergency services in CAG cells.

2.
RAN sharing between PLMNs and Non-Public Networks, including both Standalone NPNs (SNPNs) and Public Network Integrated Non-Public Networks (PNI-NPNs).

Regarding Emergency service in CAG cells:

E1:
SA2 concluded that the UE should be allowed to camp for Emergency services for the case where UE supports the CAG feature, but is not authorized for any of the advertised CAG IDs.

E2:
SA2 could not conclude whether Rel-16 UEs not supporting the CAG feature should be allowed to camp in a CAG cell in limited service state. There is no SA2 consensus to support this scenario.
Regarding RAN sharing:

RS1:
SA2 concluded that the system architecture should support RAN sharing between a PLMN and an SNPN. This feature should be applicable to Rel-16 UEs that do not support the SNPN feature.

RS2:
SA2 discussed support for RAN sharing between a PNI-NPN (with CAG) and an SNPN. This feature would be applicable to Rel-16 UEs that support either PNI-NPN with CAG or SNPN or both. However, concerns were raised about the additional complexity in the access stratum to support this scenario. 
RS3:
SA2 could not conclude whether the system architecture should support RAN sharing between a PLMN and a PNI-NPN with CAG i.e. RAN sharing in a cell that acts as a CAG cell for PLMN1 and as a non-CAG cell for PLMN2. There is no SA2 consensus to support this scenario.

SA2 respectfully seeks feedback from RAN2 and RAN3 whether they see any issue to support scenarios E1 and RS1 for Rel-16 UEs. SA2 would like to bring to the attention of RAN2 and RAN3 that according to TS 23.501 clause 5.30.3.2 the CAG identifiers are broadcasted on per-PLMN basis.

2. Actions:

To RAN2 and RAN3 groups.

ACTION:
SA2 respectfully seeks feedback from RAN2 and RAN3 whether they see any issue to support scenarios E1 and RS1 for Rel-16 UEs.
ACTION:
SA2 respectfully seeks feedback from RAN2 and RAN3 whether they have any preference with respect to supporting scenarios E2, RS2 and RS3 from the point of view of any additional protocol functionality in the access stratum to support these scenarios.
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