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[bookmark: _Toc510431862]<Start of modification>
ReportConfigNR
The IE ReportConfigNR specifies criteria for triggering of an NR measurement reporting event. Measurement reporting events are based on cell measurement results, which can either be derived based on SS/PBCH block or CSI-RS. These events are labelled AN with N equal to 1, 2 and so on.
Event A1:	Serving becomes better than absolute threshold;
Event A2:	Serving becomes worse than absolute threshold;
Event A3:	Neighbour becomes amount of offset better than PCell/PSCell;
Event A4:	Neighbour becomes better than absolute threshold;
Event A5:	PCell/PSCell becomes worse than absolute threshold1 AND Neighbour/SCell becomes better than another absolute threshold2.
Event A6:	Neighbour becomes amount of offset better than SCell.
ReportConfigNR information element
-- ASN1START
-- TAG-REPORT-CONFIG-START

ReportConfigNR ::=                          SEQUENCE {
    reportType                                  CHOICE {
        periodical                                  PeriodicalReportConfig,
        eventTriggered                              EventTriggerConfig,
        ...,
        reportCGI                                   ReportCGI
    }
}

ReportCGI ::=                     SEQUENCE {
    cellForWhichToReportCGI          PhysCellId,
        ...
}

EventTriggerConfig::=                       SEQUENCE {
    eventId                                     CHOICE {
        eventA1                                     SEQUENCE {
            a1-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA2                                     SEQUENCE {
            a2-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA3                                     SEQUENCE {
            a3-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        eventA4                                     SEQUENCE {
            a4-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        eventA5                                     SEQUENCE {
            a5-Threshold1                               MeasTriggerQuantity,
            a5-Threshold2                               MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        eventA6                                     SEQUENCE {
            a6-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        ...
    },

    rsType                                      NR-RS-Type,

    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),

    reportQuantityRsIndexes                     MeasReportQuantity                                                OPTIONAL,   -- Need R
    maxNrofRSIndexesToReport                    INTEGER (1..maxNrofIndexesToReport)                               OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    reportAddNeighMeas                          ENUMERATED {setup}                                                OPTIONAL,   -- Need R
    ...
}

PeriodicalReportConfig ::=                  SEQUENCE {
    rsType                                      NR-RS-Type,

    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),

    reportQuantityRsIndexes                     MeasReportQuantity                                                OPTIONAL,   -- Need R
    maxNrofRsIndexesToReport                    INTEGER (1..maxNrofIndexesToReport)                               OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    useWhiteCellList                            BOOLEAN,
    ...
}

NR-RS-Type ::=                              ENUMERATED {ssb, csi-rs}

MeasTriggerQuantity ::=                     CHOICE {
    rsrp                                        RSRP-Range,
    rsrq                                        RSRQ-Range,
    sinr                                        SINR-Range,
	co											CO-range
}

MeasTriggerQuantityOffset ::=               CHOICE {
    rsrp                                        INTEGER (-30..30),
    rsrq                                        INTEGER (-30..30),
    sinr                                        INTEGER (-30..30),
    co											INTEGER (-30..30)
}


MeasReportQuantity ::=                      SEQUENCE {
    rsrp                                        BOOLEAN,
    rsrq                                        BOOLEAN,
    sinr                                        BOOLEAN,
[bookmark: _GoBack]	co											BOOLEAN
}

<End of modification>
