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	Reason for change:
	In current spec, if a UE is configured with both overheating indication and delay budget report, the UE compares the the latest UEAssistanceInformation to transmit a new overheating indication (or delay budget report) regardless of whether overheatingAssistance (or delayBudgetReport) is carried in the latest UEAssistanceInformation. Therefore, UE can transmit a new overheatingAssistance (or delayBudgetReport) when compares with the absent IE in the latest UEAssistanceInformation even when the overheatingAssistance (or delayBudgetReport) value is the same as last reported overheatingAssistance (or delayBudgetReport) value.

This does not comply with original design and results on redundant report.



	
	

	Summary of change:
	Revise the condition of triggering a new overheating indication (or delay budget report) is to have a different value compare to the last overheatingAssistance (or delayBudgetReport) of a UEAssistanceInformation.

Impact Analysis:
Impacted 5G architecture options: Standalone

Impacted functionality:

UE Assistance Information
Interoperability issue:

No interoperability issue.


	
	

	Consequences if not approved:
	Whe a UE is configured with both overheating indication and delay budget report, UE triggers redundant report due to wrong comparison, which might prevent network to configure both report at the same time.
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5.7.4
UE Assistance Information

<Omitted>
5.7.4.2
Initiation

A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.

Upon initiating the procedure, the UE shall:

1>
if configured to provide delay budget report:

2>
if the UE did not transmit a UEAssistanceInformation message with delayBudgetReport since it was configured to provide delay budget report; or

2>
if the current delay budget is different from the one indicated in the last transmission of the UEAssistanceInformation message with delayBudgetReport and timer T342 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3;

1>
if configured to provide overheating assistance information:

2>
if the overheating condition has been detected and T345 is not running; or

2>
if the current overheating assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message with overheatingAssistance and timer T345 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3;

