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Discussion and Decision
1
Introduction
At RAN#84, a new WI SON and MDT for NR was approved [1]. According to the WI, the following features will be discussed:
- SON

- MDT

- L2 measurements

- Mobility history information

This paper is to provide an overview on how to capture these features into stage-2 specifications.
2
Discussion
In the WID, the impacted specifications are listed. Among all specifications, we think at least the following two specifications are for stage-2 descriptions from RAN2 point of view.
	TS/TR No.
	Description of change 
	Target completion plenary#
	Remarks

	38.300
	Support of SON features for NR
	RAN#87
	Core part

	37.320
	Support of MDT for NR
	RAN#87
	Core part


Observation 1: According to the WI SON and MDT for NR, stage-2 of SON should be captured in 38.300, and stage-2 of MDT should be captured in 37.320.
For 37.320, the title is now specific to UTRA and E-UTRA, and the details are shown as below. It may need to change the title if RAN2 is to use it to capture NR MDT feature.
3rd Generation Partnership Project;

Technical Specification Group Radio Access Network;

Universal Terrestrial Radio Access (UTRA) and 

Evolved Universal Terrestrial Radio Access (E-UTRA);

Radio measurement collection for 

Minimization of Drive Tests (MDT); Overall description; 

Stage 2 

(Release 15)

Proposal 1: It is proposed to add NR into the title of TS 37.320.
For L2 measurements, there is no stage-2 text for LTE, so we can follow the same principle, i.e. do not define stage-2 descriptions for NR L2 measurements. In addition, the current WID has listed TS 38.314 to capture definitions of NR L2 measurements.
Proposal 2: No need to have stage-2 text for L2 measurements.
In the WID [1], the feature mobility history information is mentioned. For this feature, there is no stage-2 text for LTE. One one hand, we could follow the same principle; on the other hand, it may make the feature more clearer if there is stage-2 of the feature. We do not have strong opinion as this feature seems not so complicated.

Proposal 3: It is proposed RAN2 to discuss whether to have stage-2 description for the feature mobility history information.

Currently there are no LTE RAN2 specs listed in the WID [1]. It is expected that MR-DC will be considered for some features (e.g. MDT, SON), so it may be FFS whether there are some impacts to LTE RAN2 specs. If so, it may need more discussions.
Observation 2: For the features defined in the WI SON and MDT for NR, it may be FFS whether there are some impacts to LTE RAN2 specs.
3
Conclusions
Regarding stage-2 work for 5G SON and MDT, we have two observations:
Observation 1: According to the WI SON and MDT for NR, stage-2 of SON should be captured in 38.300, and stage-2 of MDT should be captured in 37.320.
Observation 2: For the features defined in the WI SON and MDT for NR, it may be FFS whether there are some impacts to LTE RAN2 specs.
And we also have the following proposals:
Proposal 1: It is proposed to add NR into the title of TS 37.320.

Proposal 2: No need to have stage-2 text for L2 measurements.
Proposal 3: It is proposed RAN2 to discuss whether to have stage-2 description for the feature mobility history information.
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