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1
Introduction
At RAN#84, a new WI SON and MDT for NR was approved [1]. One objective is about L2 measurements.
It is expected that NR L2 measurements will be captured in RAN2, so this paper is to discuss the potential new TS.
2
Discussion
In LTE, TS 36.314 is defined, and here is some information.
	Aspect
	Content

	TS
	36.314

	Title
	E-UTRA
Layer 2 - Measurements

	RAT
	LTE, also including MR-DC (for LTE links)

	Scope
	The present document contains the description and definition of the measurements performed by E-UTRAN or the UE that are transferred over the standardised interfaces in order to support E-UTRA radio link operations, radio resource management (RRM), network operations and maintenance (OAM), minimization of drive tests (MDT) and self-organising networks (SON).

	Structure
	Section 4: Layer 2 measurements
- 4.1 E-UTRAN measurements performed by the eNB

- 4.2 E-UTRAN measurements performed by the UE


In TS 28.552, L2 measurements are mainly defined in section 5.1, and here is some information. In TR 37.816 [2], only measuremnts from 5.1.1 and 5.1.3 have been checked by RAN2 and RAN3, while there are no measurements in 5.1.2.
	Aspect
	Content

	Structure
	Section 5.1: Performance measurements for gNB

- 5.1.1 Performance measurements valid for all gNB deployment scenarios

- 5.1.2 Performance measurements valid only for non-split gNB deployment scenario
- 5.1.3 Performance measurements valid for split gNB deployment scenario



In the current WID, a new TS 38.314 is listed and it is to capture L2 measurements for NR. Regarding the structure of the new TS, as shown in the above two tables, there may be some differences between TS 36.314 and TS 28.552. As a compromise, we suggest to consider the following structure for the new TS:

- section 1: measurements performed by the gNB



Section 1.1: for all gNB deployment scenarios



Section 1.2: for split gNB deployment scenarios

- section 2: measurements performed by the UE



Section 2.1: for all gNB deployment scenarios



Section 2.2: for split gNB deployment scenarios

Proposal 1: It is proposed to use the following structure as a baseline (with considering both TS 36.314 and TS 28.552):

- section 1: measurements performed by the gNB



Section 1.1: for al gNB deployment scenarios



Section 1.2: for split gNB deployment scenarios

- section 2: measurements performed by the UE



Section 2.1: for al gNB deployment scenarios



Section 2.2: for split gNB deployment scenarios

3
Conclusions
In this paper, we discuss the new TS for NR L2 measurements, and we propose:
Proposal 1: It is proposed to use the following structure as a baseline (with considering both TS 36.314 and TS 28.552):

- section 1: measurements performed by the gNB



Section 1.1: for al gNB deployment scenarios



Section 1.2: for split gNB deployment scenarios

- section 2: measurements performed by the UE



Section 2.1: for al gNB deployment scenarios



Section 2.2: for split gNB deployment scenarios
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