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1	Introduction
In RAN2#106, an LS was sent to SA2 asking for UE based positioning method, RAN2 would like to know whether the core network has authorisation for UE-based positioning. SA2 has replied. In this paper we discuss the response SA2 has sent and further discuss the reply LS to SA2.
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The response LS from SA2 confirms that for broadcast solution it is possible to perform the authorization. 
“In the case of broadcasting of assistance data, a “list of Assistance Data Types” stored in the UDM can be used for the network to ensure only the UE who is subscribed to the ciphering key can decipher the broadcast assistance data required for UE-based positioning.” 
They further ask for RAN2 input if all our requirements are met or if anything is missing.
“SA2 would like to invite RAN2 to check if the UE subscription data and enforcement mechanism in the attached CR are sufficient to authorise UE for UE-based positioning. If RAN2 identifies requirements on separate authorization data and enforcement mechanism for UE-based positioning, SA2 will assess if any mechanism for such authorization need to be defined.”
[bookmark: _Hlk16360996]From RAN2 perspective, broadcast is one solution and alternatively it is possible to provide assistance data by means of unicast solution. RAN2 would like to know from SA2 if the UE subscription data and enforcement mechanism are applicable for unicast solution. From operator’s perspective and deployment option, it is required to provide authorization for unicast solution similar to broadcast solution.
Page 4
Draft prETS 300 ???: Month YYYY
[bookmark: _Toc16360292]RAN2 to send as LS to SA2 asking the core network authorization for unicast solution.
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4	Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	RAN2 to send as LS to SA2 asking the core network authorization for unicast solution.
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