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X.Y.Z.1	 Mean number of stored inactive UE contexts
The objective of the measurement is to measure mean number of stored inactive UE contexts for OAM performance observability. It is intended to be part of indication about the memory consumption in a RAN node.
The measurement is obtained by sampling at a pre-defined interval, the number of inactive UE contexts for each NR cell and then taking the arithmetic mean over pre-defined time duration.
	Definition
	Number of inactive UE contexts.

Detailed Definition:
,where
explanations can be found in the table X.Y.Z.1-1 below.



Table X.Y.Z.1-1 
	
	
Mean number of Inactive UE contexts, averaged during time period . Unit: Integer.

	
	
Number of inactive UE contexts stored in the cell at sampling occasion.

	

	

Sampling occasion during time period. A sampling occasion shall occur once every  seconds.

	

	Sampling period length. Unit: second. The sampling period shall be at most 0.1 s.

	

	
Total number of sampling occasions during time period . 

	

	Time Period during which the measurement is performed, Unit: second.



X.Y.Z.2	 Max number of stored inactive UE contexts
The objective of the measurement is to measure maximum number of stored inactive UE contexts for OAM performance observability. It is intended to be part of indication about the memory consumption in a RAN node.
The measurement is obtained by sampling at a pre-defined interval, the number of inactive UE contexts for each NR cell and then taking the maximum value over pre-defined time duration.
	Definition
	Maximum number of inactive UE contexts.

Detailed Definition:
,where
explanations can be found in the table X.Y.Z.2-1 below.



Table X.Y.Z.2-1 
	
	
Maximum number of Inactive UE contexts sampled during time period . Unit: Integer.

	
	
Number of inactive UE contexts stored in the cell at sampling occasion.

	

	

Sampling occasion during time period. A sampling occasion shall occur once every  seconds.

	

	Sampling period length. Unit: second. The sampling period shall be at most 0.1 s.

	

	Time Period during which the measurement is performed, Unit: second.
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