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CHANGE START
5.3.10.11
SCG dedicated resource configuration

The UE shall:

1>
if the received radioResourceConfigDedicatedSCG includes the srb-ToReleaseListSCG:

2>
for each srb-Identity value included in the srb-ToReleaseListSCG perform the SCG RLC bearer release as specified in 5.3.10.17;

1>
if the received radioResourceConfigDedicatedSCG includes the srb-ToAddModListSCG:




2>
for each srb-Identity value included in the srb-ToAddModListSCG perform the SCG RLC bearer addition or reconfiguration as specified in 5.3.10.1a;

1>
if the received radioResourceConfigDedicatedSCG includes drb-ToReleaseListSCG:

2>
perform the DRB release as specified in 5.3.10.2;

1>
if the received radioResourceConfigDedicatedSCG includes the drb-ToAddModListSCG:
2>
if the UE is configured with NE-DC:

3>
for each drb-Identity value included in the drb-ToAddModListSCG perform the SCG RLC bearer addition or reconfiguration for DRBs in NE-DC as specified in 5.3.10.3a4;

2>
else:
3>for each drb-Identity value included in the drb-ToAddModListSCG perform the DC specific DRB addition or reconfiguration as specified in 5.3.10.3a1;

1>
if the received radioResourceConfigDedicatedSCG includes the mac-MainConfigSCG:

2>
perform the SCG MAC main reconfiguration as specified in 5.3.10.4;

1>
if the received radioResourceConfigDedicatedSCG includes the rlf-TimersAndConstantsSCG:

2>
reconfigure the values of timers and constants as specified in 5.3.10.7;
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