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	Reason for change:
	In TS37.340, the agreements on the CA duplication in MR-DC are captured:

In NGEN-DC, CA duplication can only be configured for SCG bearer. In NE-DC, CA duplication can only be configured for MCG bearer. In NR-DC, CA duplication can be configured for both MCG and SCG bearers.

It means for SCG bearer, the CA duplication is not feasible. This is because that the LTE MAC CE is not agreed to activate/deactivate the NR PDCP duplication. Based on this understanding, in EUTRA/5GC, the NR PDCP duplication is not supported and therefore, there will be no FailureInformation message triggered for EUTRA SCG in NE-DC.

	
	

	Summary of change:
	Remove the FailureInformation message from the ULInformationTransferMRDC message for NE-DC.
Impact analysis

5G impacted architectures: NE-DC
Impacted funtionality

ULInformationTransferMRDC
Interoperability

If the MgNB implements the change but not the UE, or vice-versa, the consquences if not approved remain.
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CHANGE START
5.7.2a.3
Actions related to transmission of ULInformationTransferMRDC message

The UE shall set the contents of the ULInformationTransferMRDC message as follows:

1>
if there is a need to transfer MR-DC dedicated information related to NR:

2>
set the ul-DCCH-MessageNR to include the NR MR-DC dedicated information to be transferred (e.g., NR RRC MeasurementReport and FailureInformation message);

1>
else if there is a need to tranfer MR-DC dedicated information related to E-UTRA:

2>
set the ul-DCCH-MessageEUTRA to include the E-UTRA MR-DC dedicated information to be transferred (e.g., E-UTRA RRC MeasurementReport message);

1>
submit the ULInformationTransferMRDC message to lower layers for transmission, upon which the procedure ends;

CHANGE END
CHANGE START
–
ULInformationTransferMRDC
The ULInformationTransferMRDC message is used for the uplink transfer of MR-DC dedicated information  (e.g. for transferring the NR or E-UTRA RRC MeasurementReport message or the FailureInformation message).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to Network

ULInformationTransferMRDC message
-- ASN1START

-- TAG-ULINFORMATIONTRANSFERMRDC-START

ULInformationTransferMRDC ::=               SEQUENCE {

    criticalExtensions                          CHOICE {

        c1                                          CHOICE {

            ulInformationTransferMRDC                   ULInformationTransferMRDC-IEs,

            spare3 NULL, spare2 NULL, spare1 NULL

        },

        criticalExtensionsFuture            SEQUENCE {}

    }

}

ULInformationTransferMRDC-IEs::=           SEQUENCE {

    ul-DCCH-MessageNR                           OCTET STRING                    OPTIONAL,

    ul-DCCH-MessageEUTRA                        OCTET STRING                    OPTIONAL,

    lateNonCriticalExtension                    OCTET STRING                    OPTIONAL,

    nonCriticalExtension                        SEQUENCE {}                     OPTIONAL

}

-- TAG-ULINFORMATIONTRANSFERMRDC-STOP

-- ASN1STOP
	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR

Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport and FailureInformation messages.

	ul-DCCH-MessageEUTRA

Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the E-UTRA RRC MeasurementReport messages.
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