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UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

NOTE 0:
For (UE capability specific) guidelines on the use of keyword OPTIONAL, see Annex A.3.5.

UE-EUTRA-Capability information element

-- ASN1START

-- skipped parts------------------------------------------------------------------------------
UE-EUTRA-Capability-v1560-IEs ::= SEQUENCE {


pdcp-ParametersNR-v1560



PDCP-ParametersNR-v1560,


irat-ParametersNR-v1560



IRAT-ParametersNR-v1560,


appliedCapabilityFilterCommon-r15

OCTET STRING






OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1560
UE-EUTRA-CapabilityAddXDD-Mode-v1560,


tdd-Add-UE-EUTRA-Capabilities-v1560
UE-EUTRA-CapabilityAddXDD-Mode-v1560,


nonCriticalExtension




UE-EUTRA-Capability-v16-IEs







OPTIONAL

}

UE-EUTRA-Capability-v16-IEs ::= SEQUENCE {

   MCG-SCell-Configuration-Resume
ENUMERATED {supported}                 OPTIONAL,

       nonCriticalExtension




SEQUENCE {}





   OPTIONAL
}
	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	MCG-SCell-Configuration-Resume
Indicate whether the UE supports not deleting MCG SCell(s) when resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE and (re)configuration of MCG SCell(s) in the RRCConnectionResume message.
	-


