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1 Introduction
In RAN#84 meeting, the WID for power saving is updated based on the results of RAN2 study, and the following is the objective for the WI [1].

	4) Specify, if agreed, the mechanism to provide UE assistance information [RAN2, RAN1]:

· Study and select among the following UE assistance information for RAN2 by RAN#85:

power preferred information (baseline LTE PPI in a well-defined manner) and UE's preference on C-DRX, BWP and SCell configuration [RAN2].

NOTE: additional UE assistance information for RAN1-specific power saving techniques to indicate what setting of parameters related to this Work Item will lead to power savings for the UE can be included if agreed in RAN1.  


In this contribution we would like to analyse whether any additional issue RAN2 needs to discuss in order to support UE power saving in MR-DC scenarios, and discuss the UE assistance information in MR-DC particularly.
2 Discussion
According to the WID, the objective is to study UE power saving framework in NR network. In Rel-15, there could be three types of network deployment where NR is involved, i.e. NR SA, MR-DC with NR as MN (i.e., NE-DC and NR-DC) and MR-DC with NR as SN only (i.e. EN-DC and NG EN-DC). In our understanding, the justification for UE power saving in NR network as stated in the SID should be applicable no matter whether the NR is standalone or the NR is as MN or SN in MR-DC. If it is the common understanding among companies, it is better that RAN2 could confirm this understanding.
Proposal 1: RAN2 to confirm that the UE power saving in NR network in MR-DC scenarios are within the scope of the WID.

The UE assistance information reporting procedure for NR SA would not be the same as for MR-DC with NR as SN. In NR SA, the UE assistance information message is conveyed via the NR SRB1, however, in MR-DC with NR as SN, there is no such NR SRB1. So for this case, RAN2 needs to discuss how to transfer the UE assistance information for power saving to NR which is configured as SN. 
In the current specification, the transfer of UL NR RRC messages such as MeasurementReport and FailureInforamtion in EN-DC is either via NR SRB3 or is included as a container in the LTE message ULInformationTransferMRDC, which way to go would depend on whehter the UE is configured with SRB3[2][3]. We think such mechanism can be applied for the transfer of UE assistance information for power saving. In other word, in MR-DC with NR as SN, the UE assistance information for power saving is either conveyed via the NR SRB3 or included as a container in the LTE message ULInformationTransferMRDC.
Proposal 2: For the MR-DC with NR as SN, to enable the transfer of UE assistance information for power saving to NR SN, the UE assistance information for power saving is either conveyed via the NR SRB3 or included as a container in the LTE message ULInformationTransferMRDC.
3 Conclusion

In this paper we discuss UE assistance information in MR-DC scenarios, and have the following proposals:
Proposal 1: RAN2 to confirm that the UE power saving in NR network in MR-DC scenarios are within the scope of the WID.

Proposal 2: For the MR-DC with NR as SN, to enable the transfer of UE assistance information for power saving to NR SN, the UE assistance information for power saving is either conveyed via the NR SRB3 or included as a container in the LTE message ULInformationTransferMRDC.
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