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	Reason for change:
	In SA2 LS R2-1908649, it is mentioned that EPS fallback for voice for LTE-5GC is not supported in Rel-15, and it will be supported from Rel-16. However, the current TS 36.300 is not aligned with the SA2 LS.


	
	

	Summary of change:
	[bookmark: _GoBack]For EPS fallback for LTE-5GC, the detailed cases are replaced with a general description and it is referring to TS 23.501.

Impact analysis

Impacted functionality:
EPS fallback for LTE-5GC

Inter-operability:
If the UE is implemented according to the CR and the network is not, there is no inter-operability issue as the network is not able to trigger the fallback.
If the network is implemented according to the CR and the UE is not, when the network triggers the fallback, the UE may fail to perform the fallback because it does not support the fallback.


	
	

	Consequences if not approved:
	There may be misalignments between the UE and the network on EPS fallback for LTE-5GC, so it may lead to failure on UE side.
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[bookmark: _Toc535275466]24.5	Mobility
Intra-EUTRA inter-system Handover (i.e., handover between E-UTRA connected to 5GC and E-UTRA connected to EPC) is described in clause 10.2.2c and in TS 23.502 [83].
The inter-RAT intra-5GC Handover (i.e., handover between E-UTRA connected to 5GC and NR connected to 5GC) is described in clause 9.3.1.2 of TS 38.300 [79].
Inter-RAT handover to/from GERAN/UTRAN/CDMA2000 and cell change order to GERAN with NACC are not supported, and CS fallback described in subclause 10.2.5 is not applied except for the functionality of release with redirection to GERAN/UTRAN.
The following mobility procedures are supported:
-	RRC Connection Release with Redirection to GERAN/UTRAN/CDMA2000/EUTRAN;
-	Cell Change Order to GERAN without NACC.
When the UE is connected to E-UTRA/5GC, inter system fallback towards E-UTRAN is performed when 5GC does not support some services, see TS 23.501 [82]emergency services, voice services, for load balancing etc. Depending on factors such as CN interface availability, network configuration and radio conditions, the fallback procedure results in either CONNECTED state mobility (handover procedure) or IDLE state mobility (redirection) - see TS 23.501 [82] and TS 36.331 [16].
In the N2 signalling procedure, the AMF based on support for emergency services, voice service, any other services or for load balancing etc, may indicate the target CN type as EPC or 5GC to the ng-eNB node. When the target CN type is received by ng-eNB, the target CN type is also conveyed to the UE in RRC Connection Release Message.
The mobility in RRC_INACTIVE is described in clause 10.1.9.
For E-UTRA connected to 5GC, in RRC_IDLE the UE monitors the PCCH for CN-initiated paging information, in RRC_INACTIVE the UE monitors the PCCH for RAN-initiated and CN-initiated paging information. The RAN-initiated and CN-initiated paging occasions overlap and the same paging mechanism is used for both. The extended DRX (eDRX) is not used for E-UTRA connected to 5GC.




