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	Reason for change:
	In the LS coming from RAN4 (R4-1905486), RAN4 has discussed the applicable carrier leakage frequency and has consensus that value 3301 which indicates “Undetermined position within the carrier”, causes ambiguity in RAN4, either from test point of view or BS demodulation point of view. Therefore RAN2 is requested to change the value 3301 of the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE to be reserved and then it will be ignored by UE to remove this ambiguity. 
The following is described in the LS to elaborate the reason for the change: 
“”


	
	

	Summary of change:
	Update the value 3301 of the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE is not used in this version of specification.
 
Impact analysis
Impacted 5G architecture options:
Standalone, NE-DC, NR-DC

Impacted functionality:
Tx Direct current

Inter-operability:
1.	   If the network is implemented according to the CR and the UE is not, there is inter-operability issue as the UE will still report the value and therefore the ambiguity still exists. 
2.	   If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	Will cause ambiguity in RAN4, either from test point of view or demodulation point of view
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[bookmark: _Toc12718020]6.3.2 Radio resource control information elements
[bookmark: _Toc12718431]–	UplinkTxDirectCurrentList
The IE UplinkTxDirectCurrentList indicates the Tx Direct Current locations per serving cell for each configured UL BWP in the serving cell, based on the BWP numerology and the associated carrier bandwidth.
UplinkTxDirectCurrentList information element
-- ASN1START
-- TAG-UPLINKTXDIRECTCURRENTLIST-START

UplinkTxDirectCurrentList ::=           SEQUENCE (SIZE (1..maxNrofServingCells)) OF UplinkTxDirectCurrentCell

UplinkTxDirectCurrentCell ::=           SEQUENCE {
    servCellIndex                           ServCellIndex,
    uplinkDirectCurrentBWP                  SEQUENCE (SIZE (1..maxNrofBWPs)) OF UplinkTxDirectCurrentBWP,    ...,
    [[
    uplinkDirectCurrentBWP-SUL              SEQUENCE (SIZE (1..maxNrofBWPs)) OF UplinkTxDirectCurrentBWP               OPTIONAL
    ]]
}

UplinkTxDirectCurrentBWP ::=            SEQUENCE {
    bwp-Id                                  BWP-Id,
    shift7dot5kHz                           BOOLEAN,
    txDirectCurrentLocation                 INTEGER (0..3301)
}

-- TAG-UPLINKTXDIRECTCURRENTLIST-STOP
-- ASN1STOP

	UplinkTxDirectCurrentBWP field descriptions

	bwp-Id
The BWP-Id of the corresponding uplink BWP.

	shift7dot5kHz
Indicates whether there is 7.5 kHz shift or not. 7.5 kHz shift is applied if the field is set to true. Otherwise 7.5 kHz shift is not applied.

	txDirectCurrentLocation
The uplink Tx Direct Current location for the carrier. Only values in the value range of this field between 0 and 3299, which indicate the subcarrier index within the carrier corresponding to the numerology of the corresponding uplink BWP and value 3300, which indicates "Outside the carrier" is used in this version of the specification. and vValue 3301, which indicates " Undetermined position within the carrier" areis not used in this version of the specification.
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	UplinkTxDirectCurrentCell field descriptions

	servCellIndex
The serving cell ID of the serving cell corresponding to the uplinkDirectCurrentBWP.

	uplinkDirectCurrentBWP
The Tx Direct Current locations for all the uplink BWPs configured at the corresponding serving cell.

	uplinkDirectCurrentBWP-SUL
The Tx Direct Current locations for all the supplementary uplink BWPs configured at the corresponding serving cell.
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