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Start of change

–
PUSCH-ServingCellConfig
The IE PUSCH-ServingCellConfig is used to configure UE specific PUSCH parameters that are common across the UE's BWPs of one serving cell.

PUSCH-ServingCellConfig information element

-- ASN1START

-- TAG-PUSCH-SERVINGCELLCONFIG-START

PUSCH-ServingCellConfig ::=             SEQUENCE {

    codeBlockGroupTransmission              SetupRelease { PUSCH-CodeBlockGroupTransmission }       OPTIONAL,   -- Need M

    rateMatching                            ENUMERATED {limitedBufferRM}                            OPTIONAL,   -- Need S

    xOverhead                               ENUMERATED {xoh6, xoh12, xoh18}                         OPTIONAL,   -- Need S

    ...,

    [[

    maxMIMO-Layers                          INTEGER (1..4)                                          OPTIONAL,   -- Need M

    processingType2Enabled                  BOOLEAN                                                 OPTIONAL    -- Need M

    ]]

}

PUSCH-CodeBlockGroupTransmission ::=    SEQUENCE {

    maxCodeBlockGroupsPerTransportBlock     ENUMERATED {n2, n4, n6, n8},

    ...

}

-- TAG-PUSCH-SERVINGCELLCONFIG-STOP

-- ASN1STOP

	PUSCH-ServingCellConfig field descriptions

	codeBlockGroupTransmission
Enables and configures code-block-group (CBG) based transmission (see TS 38.214 [19], clause 5.1.5).

	maxMIMO-Layers

Indicates the maximum MIMO layer to be used for PUSCH in all BWPs of this serving cell (see TS 38.212 [17], clause 5.4.2.1). If present, the network sets maxRank to the same value. 

	processingType2Enabled

Enables configuration of advanced processing time capability 2 for PUSCH (see 38.214 [19], clause 6.4).

	rateMatching
Enables LBRM (Limited buffer rate-matching). When the field is absent the UE applies FBRM (Full buffer rate-matchingLBRM) (see TS 38.212 [17], clause 5.4.2).

	xOverhead
If the field is absent, the UE applies the value 'xoh0' (see TS 38.214 [19], clause 5.1.3.2).


End of change
