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Introduction
SMTC setting for HO (stage 2 and stage 3 CRs)
R2-1909963 Clarification about setting the SMTC in NSA    Nokia, Nokia Shanghai Bell   discussion       Rel-15 37.340 NR_newRAT-Core
-     Huawei think the stage 3 proposals are about UE field descriptions and it is strange that the MN/SN coordination relies on the UE field descriptions.
-     Samsung think that MN is always involved in the case of SN change.
=>  Noted

R2-1909962 Clarification about setting the SMTC in NSA    Nokia, Nokia Shanghai Bell   CR       Rel-15 37.340 15.6.0  0143    -           F          NR_newRAT-Core
-     Nokia clarify this is independent to the SMTC issue.
-     ZTE would be ok with the change but the coversheet needs to be re-written.
=>  Coversheet need to be revised. Detail wording also needs to be revised.
· =>  Revised in R2-1911659 (Offline discussion 09)

R2-1911659 Clarification about setting the SMTC in NSA    Nokia, Nokia Shanghai Bell   CR       Rel-15 37.340 15.6.0  0143    1          F          NR_newRAT-Core

R2-1909964 Clarification about setting the SMTC in NSA    Nokia, Nokia Shanghai Bell   CR       Rel-15 38.331 15.6.0  1171    -           F          NR_newRAT-Core
Moved from 10.4.1.3.1 to 10.2.2
-     Vivo think the PSCell change includes both cases and so we don’t need to differentiate.
-     Qualcomm have a similar understanding and UE can't differentiate which case. So nothing to capture. MediaTek have a similar view and think the UE can only see PSCell change.
-     Ericsson think we don’t need to add any details in stage 3.
-     Nokia think the setting to the UE is confusing if this is not clear. Nokia explain that SMTRC could be provided by both MN and SN. With this change then SMTC will only be provided in one place.
-     ZTE think the SMTC cannot be provided by both MN and SN. In case of SN change it will always be provided by MN only, and intra SN PCell change it will only be provided by SN.
-     Huawei think if a network would provide the UE STMC via both and they are correct then the UE can use either and it will work.
-     OPPO think SMTC can't be provided by both MN and SN. Qualcomm have same view as ZTE and OPPO.
=>  RAN2 understand that in the case of (NG)EN-DC and NR-DC, the SMTC of the target PSCell cannot be provided by both MN and SN  
· =>  Offline discussion whether this should be captured in the specifications and if so whether to capture in stage 2 or 3 (Offline discussion 10, Nokia)

R2-1909973 Clarification about setting the SMTC in NSA    Nokia, Nokia Shanghai Bell   CR       Rel-15 36.331 15.6.0  4057    -           F          NR_newRAT-Core
Moved from 10.4.2 to 10.2.2
Discussion
Based on the above RAN2 understanding it is clear that in the case of (NG)EN-DC and NR-DC and inter-SN change case, the SMTC of the target PSCell is configured by MN for MN initiated SN change and the SMTC of the target PSCell is configured by SN for SN initiated SN change.
Q1: Do companies think the above understanding needs to be captured to the specification? Please answer YES with preference of Stage 2 or Stage 3 or NO: if nothing is needed to be captured.
	Company
	Comments (YES/NO)

	Nokia
	Yes, Stage-3 is preferred.

	Ericsson
	Yes, Stage-3 is preferred. Exact wording may be discussed separately.

	
	

	
	

	
	



Conclusion
[bookmark: _GoBack]Proposal 1: RAN2 understanding it is clear that in the case of (NG)EN-DC and NR-DC and inter-SN change case, the SMTC of the target PSCell is configured by MN for MN initiated SN change and the SMTC of the target PSCell is configured by SN for SN initiated SN change.
Proposal 2: Email discussion to discuss Stage-3 impact for October meeting.
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