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1	Introduction
Overheating indication
[bookmark: _GoBack]R2-1908991	Correction on redundant reporting of overheating indication and delay budget report	MediaTek Inc.	CR	Rel-15	38.331	15.6.0	1130	-	F	NR_newRAT-Core
-	LG think the observation is correct but the situation only occurs when both types of reporting are configured and are being reported at the same time. So could live without this change.
-	Intel think the text is clear. There is no need to link the 2 features
-	Ericsson think it is also clear and the same as LTE.
-	Huawei think the clarification is useful as we can’t exclude a UE to report both together.
-	Samsung think it is not essential but helps to clarify.
-	Samsung think it is intended that the UE repeats delay budget content if the overheating is indicated, and vice versa. SO every message contains the current status of the UE.
=>	Offline discussion to conclude if any CR is required (Offline discussion 26, MediaTek)

2	Discussion
1.	Once UEAssistanceInformation is initiated, UE can include all “configured” indication in UEAssistanceInformation.
2.	Such “network configuration” condition is missing for overheating indication. The consequence is UE might include overheating indication initiated by delay budget report without network configuration. 
3.	The same problem is found in 38.331 and 36.331.

Proposal:	Add “network configuration” condition to overheating assistance indication in LTE and NR.

[bookmark: _Toc12718152]5.7.4.3	Actions related to transmission of UEAssistanceInformation message
The UE shall set the contents of the UEAssistanceInformation message for delay budget report as follows:
1>	if configured to provide delay budget report:
2>	if the UE prefers an adjustment in the connected mode DRX cycle length:
3>	set delayBudgetReport to type1 according to a desired value;
2>	start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer.
The UE shall set the contents of the UEAssistanceInformation message for overheating assistance indication:
1>	if the UE experiences internal overheating:
<…omitted…>
1>	else (if the UE no longer experiences an overheating condition):
<…omitted…>
