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5.6.10.3
Actions related to transmission of UEAssistanceInformation message
The UE shall set the contents of the UEAssistanceInformation message for power preference indications:

1>
if configured to provide power preference indication and if the UE prefers a configuration primarily optimised for power saving:

2>
set powerPrefIndication to lowPowerConsumption;

1>
else if configured to provide power preference indication:

2>
start or restart timer T340 with the timer value set to the powerPrefIndicationTimer;

2>
set powerPrefIndication to normal;

The UE shall set the contents of the UEAssistanceInformation message for SPS assistance information:

1>
if configured to provide SPS assistance information:

2>
if there is any traffic for V2X sidelink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListSL in the UEAssistanceInformation message;
2>
if there is any traffic for uplink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListUL in the UEAssistanceInformation message;
The UE shall set the contents of the UEAssistanceInformation message for bandwidth preference indications:

1>
start timer T341 with the timer value set to the bw-PreferenceIndicationTimer;

1>
set bw-Preference to its preferred configuration;

The UE shall set the contents of the UEAssistanceInformation message for delay budget report:

1>
if configured to provide delay budget report:
2>
if the UE prefers an adjustment in the connected mode DRX cycle length:
3>
set delayBudgetReport to type1 according to a desired value;

2>
else if the UE prefers coverage enhancement configuration change:

3>
set delayBudgetReport to type2 according to a desired value;
2>
start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer;
The UE shall set the contents of the UEAssistanceInformation message for the RLM report:

1>
if configured to provide RLM report:
2>
if T314 has expired:

3>
set rlm-event to earlyOutOfSync;

3>
start timer T343 with the timer value set to the rlmReportTimer:

2>
if T315 has expired:

3>
set rlm-event to earlyInSync;

3>
start timer T344 with the timer value set to the rlmReportTimer:

3>
if configured to report rlmReportRep-MPDCCH:

4>
set excessRep-MPDCCH to the value indicated by lower layers;

The UE shall set the contents of the UEAssistanceInformation message for overheating assistance indication:

1>
if configured to provide overheating assistance indication:
2>
if the UE experiences internal overheating:

3>
if the UE prefers to temporarily reduce its DL category and UL category:

4>
include reducedUE-Category in the OverheatingAssistance IE;

4>
set reducedUE-CategoryDL to the number to which the UE prefers to temporarily reduce its DL category;

4>
set reducedUE-CategoryUL to the number to which the UE prefers to temporarily reduce its UL category;

3>
if the UE prefers to temporarily reduce the number of maximum secondary component carriers:

4>
include reducedMaxCCs in the OverheatingAssistance IE;

4>
set reducedCCsDL to the number of maximum SCells the UE prefers to be temporarily configured in downlink;

4>
set reducedCCsUL to the number of maximum SCells the UE prefers to be temporarily configured in uplink;

3>
start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;

2>
else (if the UE no longer experiences an overheating condition):

3>
do not include reducedUE-Category and reducedMaxCCs in OverheatingAssistance IE;

3>
start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;

The UE shall submit the UEAssistanceInformation message to lower layers for transmission.

NOTE 1:
It is up to UE implementation when and how to trigger SPS assistance information.

NOTE 2:
It is up to UE implementation to set the content of trafficPatternInfoListSL and trafficPatternInfoListUL.

NOTE 3:
Traffic patterns for different Destination Layer 2 IDs are provided in different entries in trafficPatternInfoListSL.
