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1. Overall Description:

RAN3 has achieved the following agreement for the authorization of IAB node operating in SA mode:
· The AMF includes the “IAB Authorized” IE in the NGAP INITIAL CONTEXT SETUP REQUEST message, and UE CONTEXT MODIFICATION REQUEST message.

and for authorization of IAB node operating in EN-DC mode:

· The MME includes the “IAB Authorized” IE in the S1AP INITIAL CONTEXT SETUP REQUEST message, and UE CONTEXT MODIFICATION REQUEST message.
RAN3 presently assumes that the RAN receives an IAB-indication from the IAB-node in RRC message 5 (RRC SETUP COMPLETE). Based on this indication, the RAN selects an AMF/MME supporting IAB. 
RAN3 further assumes that the RAN inserts an explicit IAB-indication in the INITIAL UE MESSAGE so that the AMF/MME can know the UE is an IAB-node and perform IAB authorization.
For parent node selection, RAN3 agreed option 3 that IAB-node or IAB-donor-DU broadcast an indication over the air interface, so the IAB-node MT can select an IAB-node or IAB-donor-DU as its parent node.

2. Actions:

ACTION TO RAN2: 
RAN3 kindly asks RAN2 to support over the air indication for parent node selection. RAN3 also kindly asks RAN2 to confirm the assumption that RRC message 5 includes an IAB-indication so that RAN can select an AMF/MME supporting IAB. 
ACTION TO SA2: 
RAN3 kindly asks SA2 to confirm the assumption that the IAB-indication needs to be included in INITIAL UE MESSAGE so that AMF/MME can know the UE is an IAB-node.
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