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1. Introduction

In RAN1 #98 meeting, TEI proposal for “Aperiodic CSI-RS Triggering for UE reporting beamSwitchTiming values of 224 and 336” has been discussed, and agreed:

· 48 is used as the beam switching threshold for UEs reporting 224 or 336
· When using the higher values of the feature (sym224 and sym336), beamSwitchTiming indicates the minimum number of OFDM symbols between the DCI triggering of aperiodic CSI-RS and aperiodic CSI-RS transmission in a CSI-RS resource configured with repetition ‘ON’ to apply TCI indication in CSI-RS triggering DCI.

An LS [1] was sent to RAN#85 and CC to RAN2. 

In this contribution, we propose to add the corresponding description of beamSwitchTiming of value (sym224 or sym336). 
2. Discussion
2.1. Capability reporting
According to above RAN1 agreements, the corresponding description for UE capability on the beamSwitchTiming of value (sym224 or sym336) should be added. Otherwise, network does not know which threshold should be used for the beam switching for UEs reporting 224 or 336. 
Proposal 1: The corresponding description for UE capability on the beamSwitchTiming of value (sym224 or sym336) should be added in 38.306.
2.2. Text proposal on 38.306
Start of Text proposal
4.2.7.2
BandNR parameters
	Definitions for parameters
	Per
	M
	FDD-TDD

DIFF
	FR1-FR2

DIFF

	beamSwitchTiming

Indicates the minimum number of OFDM symbols between the DCI triggering of aperiodic CSI-RS and aperiodic CSI-RS transmission. The number of OFDM symbols is measured from the last symbol containing the indication to the first symbol of CSI-RS. The UE includes this field for each supported sub-carrier spacing. 

beamSwitchTiming of value (sym224 or sym336) indicates the minimum number of required OFDM symbols between the DCI triggering aperiodic CSI-RS and the corresponding aperiodic CSI-RS transmission in a CSI-RS resource set configured with repetition ‘ON’.
	Band
	No
	No
	FR2 only


End of Text proposal
Proposal 2: RAN2 to consider the above text proposal about beamSwtichTiming value of 224 and 336. 
3. Conclusion

In this contribution, we discuss the LS about beamSwitchTiming value of 224 and 336, we have the following proposals:

Proposal 1: The corresponding description for UE capability on the beamSwitchTiming of value (sym224 or sym336) should be added in 38.306.
Proposal 2: RAN2 to consider the above text proposal about beamSwtichTiming value of 224 and 336. 
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