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1. Overall Description:

At RAN2#107b meeting, RAN2 has checked the new measurements between TS 28.552 v16.0.0 and v16.2.0, and RAN2 agreed on the feasibility of these measurements in the following table.
	Section
	Title
	Use case description
	Views from RAN2 and RAN3

	5.1.1
	Performance measurements valid for all gNB deployment scenarios
	
	Measurements in this section of TS 28.552 refer to the NRCellCU or NRCellDU Measurement Object Classes, while RAN3 has not defined gNB-CU and gNB-DU for non-split gNB deployment scenario.

	[partially omitted]
	
	
	

	5.1.1.8
	PDU session modifications
	Measurements related to PDU session modifications
	This section is now void in TS 28.552 v16.2.0

	5.1.1.9
	PDU session releases
	Measurements related to PDU session releases
	This section is now void in TS 28.552 v16.2.0

	[partially omitted]
	
	
	

	5.1.1.11
	RF measurements
	Wideband CQI distribution
	Feasible from RAN2 point of view

	5.1.1.12
	RF measurements
	MCS Distribtuion in PDSCH
MCS Distribution in PUSCH
	Feasible from RAN2 point of view

	5.1.1.13
	QoS flow related measurements
	QoS flow release

QoS flow activity
	Suggest RAN3 to check the feasibility

	5.1.1.14
	QoS flow related measurements
	QoS flow setup

QoS flow release
	Suggest RAN3 to check the feasibility

	5.1.1.15
	RRC connection establishment related measurements
	Attempted RRC connection establishments

Successful RRC connection establishments
	Feasible from RAN2 point of view

	5.1.1.16
	UE-associated logical NG-connection related measurements
	Attempted UE-associated logical NG-connection establishment from gNB to AMF
Successful UE-associated logical NG-connection establishment from gNB to AMF
	Suggest RAN3 to check the feasibility

	5.1.1.17
	RRC Connection Re-establishment
	Number of RRC connection re-establishment attempts
Successful RRC connection re-establishment with UE context

Successful RRC connection re-establishment without UE context
	Feasible from RAN2 point of view

	5.1.1.18
	RRC Connection Resuming
	Number of RRC connection resuming attempts

Successful RRC connection resuming

Successful RRC connection resuming with fallback
	Feasible from RAN2 point of view

	5.1.2
	Measurements related to end-to-end 5G network and network slicing
	
	

	5.1.2.1
	PDCP Data Volume
	DL PDCP Data Volume Measurements

UL PDCP Data Volume Measurements
	Feasible from RAN2 point of view

	5.1.3
	Performance measurements valid for split gNB deployment scenario
	
	

	5.1.3.7
	Handover measurements
	Intra-gNB handovers:

- Number of requested handover preparations

- Number of successful handover preparations
	Suggest RAN3 to check the feasibility


It is noted that some measurements may need RAN3 check so that RAN3 could further provide opininons to SA5.

2. Actions:

To SA5:
RAN2 kindly asks SA5 to take the above information into account.

To RAN3:
RAN2 kindly asks RAN3 to check the feasibility of RAN3 related measurements, and provide feedbacks to SA5.
3. Date of Next RAN2 Meetings:
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