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1. Overall Description: 
RAN2 has discussed RRC procedure upon expiry of DataInactivityTimer in RRC_CONNECTED mode where the UE moves to RRC_IDLE and provides the release cause “RRC Connection failure” to upper layers. 
RAN2 understanding is that this will cause the NAS layer to send a REGISTRATION REQUEST message with Uplink data status PDU IE which will cause the network to re-establish the DRBs. However, this is not desirable since the UE has moved to RRC_IDLE due to expiry of the DataInactivityTimer and thus has no data to send. 
To solve this problem, RAN2 has agreed to the attached CR (R2-1913578) where a new cause value is provided to NAS when the UE moves to RRC_IDLE upon expiry of DataInactivityTimer.
RAN2 respectfully asks CT1 to take the above RAN2 agreement and agreed CR into account and make the necessary changes in their specifications if necessary.

2. Actions:
To CT1
ACTION: 	.
RAN2 respectfully asks CT1 to take the above RAN2 agreement and agreed CR into account and make the necessary changes in their specifications if necessary.

3. Date of Next TSG-RAN WG2 Meetings:
TSG RAN WG2 Meeting #108			18-22 November 2019	Reno, NV, USA
TSG RAN WG2 Meeting #109			24-28 February 2020	Athens, Greece
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