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1. Overall Description:
RAN2 has discussed the case that the network sends RRCConnectionSetup in Msg4 for the connected mode transition during MT EDT procedure. After discussion, RAN2 working assumption is to receive DL data after the UE transits to the connected mode as presented in Option 2 in Figure 1.  
.


<Figure 1. MT EDT data delivery>

RAN2 would like to ask SA2 if it is feasible that the UE receives DL data after Msg5 for a control plane service request procedure. 
.

2. Actions:
To SA2.
ACTION: 	
RAN2 kindly requests SA2 to consider the above issue and provide feedback.

3. Date of Next RAN2 Meetings:
3GPP TSG RAN2#108	 	18th – 22th November 2019 US
3GPP TSG RAN2#109   		24th – 28th February 2020 Greece
image1.emf
UE

eNB

Paging

MME

S1 Paging

(MT EDT Indication)

(MT EDT indication)

Preamble

(EDT preamble)

S1 Connection

DL data

RAR

Msg3

(Control Plane Service Request)

Msg4 

(for transition to CONNECTED)

Msg5

(Option 1)

DL data is included in Msg4

(Option 2)

DL data is transmitted in 

CONNECTED

DL data

DL data delivery is 

delayed in Option 2


Microsoft_Visio____.vsdx
UE
eNB
Paging
MME
S1 Paging
(MT EDT Indication)
(MT EDT indication)
Preamble
(EDT preamble)
S1 Connection
DL data
RAR
Msg3
(Control Plane Service Request)
Msg4 
(for transition to CONNECTED)
Msg5
(Option 1)
DL data is included in Msg4
(Option 2)
DL data is transmitted in CONNECTED
DL data
DL data delivery is delayed in Option 2



