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	Reason for change:
	1) According to TS 38.213, a UE does not monitor paging channel when it is not provided pagingSearchSpace. This applies to a UE in RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED. Nevertheless, the TS 38.331 only specifies the RRC_CONNECTED case. 
If a UE is not provided pagingSearchSpace for Type2-PDCCH CSS set, the UE does not monitor PDCCH for Type2-PDCCH CSS set on the DL BWP. The CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level for Type2-PDCCH CSS set are given in Table 10.1-1.
2) According to TS 38.213, a UE monitors other SIs when it is provided searchSpaceOtherSystemInformation. This is missing in 5.2.2.4.2.
From TS 38.213 v 15.7.0
For a DL BWP, if the UE is not provided searchSpaceOtherSystemInformation for Type0A-PDCCH CSS set, the UE does not monitor PDCCH for Type0A-PDCCH CSS set on the DL BWP. The CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level for Type0A-PDCCH CSS set are given in Table 10.1-1.

	
	

	Summary of change:
	1) In 5.2.2.2.2, specify a UE in RRC_IDLE and RRC_INACTIVE monitors paging only when it is provieded pagingSearchSpace.
2) In section 5.2.2.4.2, specify the UE only monitor PDCCH for other SIBs when it is porvieded searchSpaceOtherSystemInformation.

Impact analysis
Impacted 5G architecture options: 
Standalone

Impacted functionality: 
Paging and system inforamtion functionalities

Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability. However, the UE monitors the PDCCH for paging and other SIs when it is not provided with the corresponding common search spaces. The UE may waste power to monitor PDCCH occasions. 
If the UE is implemented according to this CR while the network is not, there is no inter-operability.


	
	

	Consequences if not approved:
	1) A UE in RRC_IDLE or RRC_INACTIVE tries to monitor paging even it is not porvied with common search spaces to monitor paging.
2) A UE tries to acquire other SIs even it is not porvied with common search spaces to acquire other SIs.
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[bookmark: _Toc12717951][bookmark: _Hlk535345358]First change
5.2.2.2.2	SI change indication and PWS notification
A modification period is used, i.e. updated SI (other than for ETWS and CMAS) is broadcasted in the modification period following the one where SI change indication is transmitted. The modification period boundaries are defined by SFN values for which SFN mod m = 0, where m is the number of radio frames comprising the modification period. The modification period is configured by system information. The UE receives indications about SI modifications and/or PWS notifications using Short Message transmitted with P-RNTI over DCI (see clause 6.5). Repetitions of SI change indication may occur within preceding modification period.
UEs in RRC_IDLE or in RRC_INACTIVE shall monitor for SI change indication in its own paging occasion every DRX cycle if the UE is provided with common search space on the initial BWP to monitor paging, as specified in TS 38.213 [13], clause 13. UEs in RRC_CONNECTED shall monitor for SI change indication in any paging occasion at least once per modification period if the UE is provided with common search space on the active BWP to monitor paging, as specified in TS 38.213 [13], clause 13.
ETWS or CMAS capable UEs in RRC_IDLE or in RRC_INACTIVE shall monitor for indications about PWS notification in its own paging occasion every DRX cycle if the UE is provided with common search space on the initial BWP to monitor paging. ETWS or CMAS capable UEs in RRC_CONNECTED shall monitor for indication about PWS notification in any paging occasion at least once every defaultPagingCycle if the UE is provided with common search space on the active BWP to monitor paging.
For Short Message reception in a paging occasion, the UE monitors the PDCCH monitoring occasion(s) for paging as specified in TS 38.304 [20] and TS 38.213 [13].
If the UE receives a Short Message, the UE shall:
1>	if the UE is ETWS capable or CMAS capable, the etwsAndCmasIndication bit of Short Message is set, and the UE is provided with searchSpaceOtherSystemInformation on the active BWP or the initial BWP:
2> immediately re-acquire the SIB1;
2>	if the UE is ETWS capable and si-SchedulingInfo includes scheduling information for SIB6:
3>	acquire SIB6, as specified in sub-clause 5.2.2.3.2, immediately;
2>	if the UE is ETWS capable and si-SchedulingInfo includes scheduling information for SIB7:
3>	acquire SIB7, as specified in sub-clause 5.2.2.3.2, immediately;
2>	if the UE is CMAS capable and si-SchedulingInfo includes scheduling information for SIB8:
3>	acquire SIB8, as specified in sub-clause 5.2.2.3.2, immediately;
1> if the systemInfoModification bit of Short Message is set:
2>	apply the SI acquisition procedure as defined in sub-clause 5.2.2.3 from the start of the next modification period.

Second change
[bookmark: _Toc12717959]5.2.2.4.2	Actions upon reception of the SIB1
Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
1>	if in RRC_CONNECTED while T311 is not running:
2>	disregard the frequencyBandList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers;
2>	apply the configuration included in the servingCellConfigCommon;
1>	else:
2>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList for downlink, and one or more of the frequency bands indicated in the frequencyBandList for uplink for FDD, and they are not downlink only bands, and
2>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported band in the downlink and a supported band in uplink for FDD, and
[bookmark: _Hlk18502117]2>	if the UE supports the bandwidth of the initial uplink BWP and of the initial downlink BWP indicated in the locationAndBandwidth fields in uplinkConfigCommon and downlinkConfigCommon, respectively, and
2>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in uplinkConfigCommon for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP, and
2>	if the UE supports a downlink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in downlinkConfigCommon for the SCS of the initial downlink BWP), and which
-	is wider than or equal to the bandwidth of the initial downlink BWP:
3>	apply a supported uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in uplinkConfigCommon for the SCS of the initial uplink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the uplink;
3>	apply a supported downlink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in downlinkConfigCommon for the SCS of the initial downlink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the downlink;
3>	select the first frequency band in the frequencyBandList which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
3>	forward the cellIdentity to upper layers;
3>	if trackingAreaCode is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	if intraFreqReselection is set to notAllowed:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [20];
4>	else:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [20];
3>	else:
4>	forward the trackingAreaCode to upper layers;
3>	forward the PLMN identity to upper layers;
3>	if in RRC_INACTIVE and the forwarded information does not trigger message transmission by upper layers:
4>	if the serving cell does not belong to the configured ran-NotificationAreaInfo:
5>	initiate an RNA update as specified in 5.3.13.8;
3>	forward the ims-EmergencySupport to upper layers, if present;
3>	forward the uac-AccessCategory1-SelectionAssistanceInfo to upper layers, if present;
3>	apply the configuration included in the servingCellConfigCommon;
3>	apply the specified PCCH configuration defined in 9.1.1.3;
3>	if the UE has a stored valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with sub-clause 5.2.2.1:
4>	use the stored version of the required SIB;
3>	if the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:
4> if the UE is provided with searchSpaceOtherSystemInformation, as specified in TS 38.213 [13]; and
4>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
5>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
4>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
5>	trigger a request to acquire the SI message(s) as defined in sub-clause 5.2.2.3.3;
3>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList in uplinkConfigCommon;
3>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
4>	apply the additionalPmax in uplinkConfigCommon for UL;
3>	else:
4>	apply the p-Max in uplinkConfigCommon for UL;
3>	if supplementaryUplink is present in servingCellConfigCommon; and
3>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList of supplementary uplink; and
3>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported supplementary uplink band; and
3>	if the UE supports the bandwidth of the initial uplink BWP indicated in the locationAndBandwidth fields of supplementary uplink, and
3>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwith configuration (see0 TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP of the SUL:
4>	consider supplementary uplink as configured in the serving cell;
4>	select the first frequency band in the frequencyBandList of supplementary uplink which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
4>	apply a supported supplementary uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained withn the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial BWP of the SUL;
4>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList for the supplementaryUplink;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList for the supplementaryUplink:
5>	apply the additionalPmax in supplementaryUplink for SUL;
4>	else:
5>	apply the p-Max in supplementaryUplink for SUL;
2>	else:
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection is set to notAllowed;

