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1. Overall Description:

RAN2 discussed the solutions for F1AP signaling via LTE for an IAB-MT operating in EN-DC mode. RAN2 discussed among five solutions and converged the solution to go with Solution 1a.

	· Solution Set 1: Based on MT’s control plane

· Solution 1a: F1AP interface transported over MT’s RRC

· Solution 1b: F1AP interface transported directly in X2-C container

· Solution 1c: F1AP interface transported using split SRB3

· Solution Set 2: Based on MT’s user plane

· Solution 2a: F1AP interface transported via E1 and over MT’s SN-terminated bearer

· Solution 2b: F1AP interface transported over-the-top via local PDN gateway at CU-CP




In RAN2 discussion, solution 1a has some RAN3 work, specifically X2AP specifications (TS 36.423) impact, possibly new IE in RRC TRANSFER message if usage of existing RRC Container related IEs cannot be extended to carry the required NR RRC message. And RAN2 decided the following proposal3 to initiate RAN3 discussion to finalize the related work.

	Proposal 2: If proposal 1 is agreed, RAN2 should send LS to RAN3 to finalize details of X2AP changes. 


For further information on RAN2 discussion, R2-1913557 Report for [107#51][NR IAB] F1 over LTE (AT&T) can be referred.
2. Actions:

RAN2 kindly requests RAN3 to finalize the necessary work on X2AP specifications (TS 36.423) which enables F1AP signaling via LTE for an IAB-MT operating in EN-DC mode.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #108
18 - 22 November 2019 
Reno, NV, USA
TSG-RAN WG2 Meeting #109
24-28 February 2020

Athens, Greece
