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Discussion and decision
1
Introduction
At RAN2#107bis meeting, the following contribution is discussed, and RAN2 have the following agreement and FFS.

R2-1913718
Discussion on UDC reconfiguration for RRC connection reestablishment case
Huawei, HiSilicon
discussion
Rel-16
TEI16

Proposal 1: E-UTRAN can configure uplinkDataCompression via the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure.

Proposal 2: A new UE capability is introduced to indicate whether the UE can be reconfigured with UDC via the first reconfiguration message after RRC connection re-establishment procedure.

Discussion

· CATT supports the enhancements bit is not sure capability is needed. Thinks all Rel-16 UEs supporting UDC could support this.

· Huawei thinks capability bit was seen necessary last time. 

· Samsung thinks this is just about overhead. This is already possible via handover. Huawei thinks HO increases overhead.

· Qualcomm supports and thinks no need for capability. LGE also supports. Samsung also thinks capability is not needed.

· Nokia sees this as beneficial. Thinks clarification to capability is needed even if we do not introduce new capability bits. Intel thinks capability bit depends.

· Agree to introduce this enhancement as TEI16. CRs can be submitted to next meeting.

· Offline discussion 103 (CB): Whether this feature can be mandatory in Rel-16 UEs supporting UDC (Huawei, 3988).

This offline discussion is aiming to discuss whether the enhancement in Rel-16 is mandatory or not.
2
Discussion
During the online discussion, companies agreed that UDC can be reconfigured via the first RRC reconfiguration message after the successful completion of the RRC connection re-establishment procedure. Now, the question is whether this enhancement is mandatary or not, if this enhancement is mandatary in Rel-16, then it seems no need to introduce a new UE capability, otherwise, a new UE capability is needed. Companies are invited to provide their views on whether this enhancement is mandatary or not.
 Question: Do you think the enhancement of UDC in Rel-16 is mandatary or not?

-
Option 1: Mandatary, and no need to introduce new capability.

-
Option 2: Optional, and need to introduce a new capability.
	Company
	Preferred option
	Comments (if any)

	Qualcomm
	Option-1
	It can be supported as part of the default behavior for Rel.16

	
	
	

	CATT
	1
	The enhancement is very simple and almost a clarification. Even without any clarification, the Rel-15 UDC capable UE also can handle the UDC config received during re-establishment procedure, i.e. there is no extra capability requirement to UE. So there is no need to introduce a new capability bit, i.e. it is mandatory for UDC capable Rel-16 UE.

	LG
	Option 1
	Same view as CATT.

	Samsung
	Option 1
	Same view as other companies.

	Huawei
	Option 1
	Similar as header compression, this can be mandatary in Rel-16.


3
Conclusion
5 companies participated this offline discussion, and all of them think this enhancement should be mandatary in Rel-16, and there is no need to introduce new UE capability. Therefore, the rapporteur would like to suggest to define this enhancement as mandatary.
Proposal 
The enhancement on UDC is mandatary in Rel-16, and there is no corresponding new UE capability.
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