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[bookmark: _Toc12524348][bookmark: _Toc12524354]
START OF CHANGES
[bookmark: _Toc525641398]5.3	QoS flow to DRB mapping
[bookmark: _Toc525641399]5.3.1	Configuration
When RRC (3GPP TS 38.331 [3]) configures an UL QoS flow to DRB mapping rule for a QoS flow, the SDAP entity shall:
-	if daps-Config is configured for any DRB:
-	perform the remainder of this procedure after uplink data switching is indicated from lower layer;
-	if the SDAP entity has already been established and there is no stored QoS flow to DRB mapping rule for the QoS flow and a default DRB is configured:
-	construct an end-marker control PDU, as specified in the subclause 6.2.3, for the QoS flow;
-	map the end-marker control PDU to the default DRB;
-	submit the end-marker control PDU to the lower layers.
-	if the stored UL QoS flow to DRB mapping rule is different from the configured QoS flow to DRB mapping rule for the QoS flow and the DRB according to the stored QoS flow to DRB mapping rule is configured by RRC (3GPP TS 38.331 [3]) with the presence of UL SDAP header:
-	construct an end-marker control PDU, as specified in the subclause 6.2.3, for the QoS flow;
-	map the end-marker control PDU to the DRB according to the stored QoS flow to DRB mapping rule;
-	submit the end-marker control PDU to the lower layers.
-	store the configured UL QoS flow to DRB mapping rule for the QoS flow.
When RRC (3GPP TS 38.331 [3]) releases an UL QoS flow to DRB mapping rule for a QoS flow, the SDAP entity shall:
-	remove the UL QoS flow to DRB mapping rule for the QoS flow.
END OF CHANGES


