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	Reason for change:
	This service operation is used by an NF to subscribe for AMF Status Change, especially in the case when several AMFs form an AMF set in some regions. The status change service operation of the AMF within the AMF set and/or the region is an effective optional information to the NFs, e.g. NEF, NWDAF and NRF to make decisions on cooperative AMF service provision in vertical application scenarios.

	
	

	Summary of change:
	AMF set ID and AMF region are included in the 5.2.2.2.14 at the input optional in the service operation of Namf_Communication_ AMFStatusChangeSubscribe.

	
	

	Consequences if not approved:
	Cooperative AMF service provision within an AMF set or a region is not explictly included.

	
	

	Clauses affected:
	5.2.2.2.14

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	








The  revised 5.2.2.2.14 is as follows:

[bookmark: _Toc20204413]  5.2.2.2.14	Namf_Communication_AMFStatusChangeSubscribe service operation
Service operation name: Namf_Communication_AMFStatusChangeSubscribe
Description: This service operation is used by an NF to subscribe for AMF Status Change notification.
Input, Required: GUAMI(s).
Input, Optional:   AMF set ID, AMF region.
Output, Required: None.
Output, Optional: None.
See clause 5.21.2.2, TS 23.501 [2] for the example usage of this service operation. The GUAMI(s), AMF set ID and AMF region is used to identify the AMF.


References
[1] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2] 3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3] 3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services; Stage 2".
[4] 3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[5] 3GPP TS 28.500: “Management concept, architecture and requirements for mobile networks that include virtualized network functions”.
[6] 3GPP TS 28.533: “Management concept, architecture and requirements for mobile networks that include virtualized network functions”.
[7] 3GPP TS 38.410:” NG-RAN; NG general aspects and principles (Rel-15).”
