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[bookmark: _Toc12745736]6.2.2	Message definitions
<Partially omitted>
[bookmark: _Toc12745756]–	Paging
The Paging message is used for the notification of one or more UEs.
Signalling radio bearer: N/A
RLC-SAP: TM
Logical channel: PCCH
Direction: E‑UTRAN to UE
Paging message
-- ASN1START

Paging ::=					SEQUENCE {
	pagingRecordList				PagingRecordList					OPTIONAL,	-- Need ON
	systemInfoModification			ENUMERATED {true}					OPTIONAL,	-- Need ON
	etws-Indication					ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v890-IEs						OPTIONAL
}

Paging-v890-IEs ::=			SEQUENCE {
	lateNonCriticalExtension		OCTET STRING						OPTIONAL,
	nonCriticalExtension			Paging-v920-IEs						OPTIONAL
}

Paging-v920-IEs ::=			SEQUENCE {
	cmas-Indication-r9				ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1130-IEs					OPTIONAL
}

Paging-v1130-IEs ::=			SEQUENCE {
	eab-ParamModification-r11		ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1310-IEs					OPTIONAL
}

Paging-v1310-IEs ::=			SEQUENCE {
	redistributionIndication-r13	ENUMERATED {true}					OPTIONAL,	-- Need ON
	systemInfoModification-eDRX-r13	ENUMERATED {true}					OPTIONAL,	-- Need ON
	nonCriticalExtension			Paging-v1530-IEs					OPTIONAL
}

Paging-v1530-IEs ::=			SEQUENCE {
	accessType						ENUMERATED {non3GPP}				OPTIONAL,	-- Need ON
	nonCriticalExtension			SEQUENCE {}							OPTIONAL
}

PagingRecordList ::=				SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecord ::=					SEQUENCE {
	ue-Identity							PagingUE-Identity,
	cn-Domain							ENUMERATED	{ps, cs},
	...,
	accessType-r16						ENUMERATED {non3GPP}				OPTIONAL	-- Need ON
}

PagingUE-Identity ::=				CHOICE {
	s-TMSI								S-TMSI,
	imsi								IMSI,
	...,
	ng-5G-S-TMSI-r15					NG-5G-S-TMSI-r15,
	fullI-RNTI-r15						I-RNTI-r15
}

IMSI ::=							SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit ::=						INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	accessType
It indicates whether Paging is originated due to the PDU sessions from the non-3GPP access when E-UTRA is connected to 5GC.
The network should not include both accessType and accessType-r16 in one paging message. A Rel-16 and onward UE is required to receive accessType and accessType-r16 if present.

	cmas-Indication
If present: indication of a CMAS notification.

	cn-Domain
Indicates the origin of paging.

	eab-ParamModification
If present: indication of an EAB parameters (SIB14) modification.

	etws-Indication
If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	imsi
The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.

	redistributionIndication
If present: indication to trigger E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 [4], clause 5.2.4.10.

	systemInfoModification
If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication does not apply to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX
If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period.

	ue-Identity
Provides the NAS identity of the UE that is being paged. The IMSI is not applicable for E-UTRA/5GC.



<Next modification>

10.2.2	Message definitions
<Partly omitted>
[bookmark: _Toc20487728]–	UERadioPagingInformation
This message is used to transfer radio paging information, covering both upload to and download from the EPC/5GC.
Direction: eNB to/ from EPC/5GC
UERadioPagingInformation message
-- ASN1START

UERadioPagingInformation ::= SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE{
			ueRadioPagingInformation-r12			UERadioPagingInformation-r12-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

UERadioPagingInformation-r12-IEs ::= SEQUENCE {
	ue-RadioPagingInfo-r12				OCTET STRING (CONTAINING UE-RadioPagingInfo-r12),
	nonCriticalExtension				UERadioPagingInformation-v1310-IEs			OPTIONAL
}

UERadioPagingInformation-v1310-IEs ::= SEQUENCE {
	supportedBandListEUTRAForPaging-r13		SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicator-r11 OPTIONAL,
	nonCriticalExtension					UERadioPagingInformation-v16xy-IEsSEQUENCE {}								OPTIONAL

}

UERadioPagingInformation-v16xy-IEs ::= SEQUENCE {
	AccessStratumRelease ::=			ENUMERATED {
											Rel15, rel16, spare6, spare5, spare4, spare3,
											spare2, spare1, ...},
	nonCriticalExtension					SEQUENCE {}								OPTIONAL

}

-- ASN1STOP

	UERadioPagingInformation field descriptions

	ue-RadioPagingInfo
The field is used to transfer UE capability information used for paging. The eNB generates the ue-RadioPagingInfo and the contained UE capability information is absent when not supported by the UE.

	supportedBandListEUTRAForPaging
Indicates the UE supported frequency bands which is derived by the eNB from UE-EUTRA-Capability.





