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[bookmark: _Toc5883512]---------------------------------------------START OF CHANGE-------------------------------------------

[bookmark: _Toc12718448]–	FeatureSetDownlinkPerCC
The IE FeatureSetDownlinkPerCC indicates a set of features that the UE supports on the corresponding carrier of one band entry of a band combination.
FeatureSetDownlinkPerCC information element
-- ASN1START
-- TAG-FEATURESETDOWNLINKPERCC-START

[bookmark: _Hlk2858224]FeatureSetDownlinkPerCC ::=         SEQUENCE {
    supportedSubcarrierSpacingDL        SubcarrierSpacing,
    supportedBandwidthDL                SupportedBandwidth,
    channelBW-90mhz                     ENUMERATED {supported}                                                  OPTIONAL,
    maxNumberMIMO-LayersPDSCH           MIMO-LayersDL                                                           OPTIONAL,
    supportedModulationOrderDL          ModulationOrder                                                         OPTIONAL
}
FeatureSetDownlinkPerCC-v15xy ::=   SEQUENCE {
	supportedBandwidthDL-v15xy          SupportedBandwidth-v15xy                                                OPTIONAL
}


-- TAG-FEATURESETDOWNLINKPERCC-STOP
-- ASN1STOP

	FeatureSetDownlinkPerCC field descriptions

	supportedBandwidthDL 
If the field supportedBandwidthDL-v15xy is present, the value in supportedBandwidthDL (without suffix) shall be ignored.



[bookmark: _Toc12718449]–	FeatureSetDownlinkPerCC-Id
The IE FeatureSetDownlinkPerCC-Id identifies a set of features applicable to one carrier of a feature set. The FeatureSetDownlinkPerCC-Id of a FeatureSetDownlinkPerCC is the index position of the FeatureSetDownlinkPerCC in the featureSetsDownlinkPerCC. The first element in the list is referred to by FeatureSetDownlinkPerCC-Id = 1, and so on.
FeatureSetDownlinkPerCC-Id information element
-- ASN1START
-- TAG-FEATURESETDOWNLINKPERCC-ID-START

FeatureSetDownlinkPerCC-Id ::=      INTEGER (1..maxPerCC-FeatureSets)

-- TAG-FEATURESETDOWNLINKPERCC-ID-STOP
-- ASN1STOP

[bookmark: _Toc12718450][bookmark: _Hlk536765072]–	FeatureSetEUTRA-DownlinkId
The IE FeatureSetEUTRA-DownlinkId identifies a downlink feature set in E-UTRA list (see TS 36.331 [10]. The first element in that list is referred to by FeatureSetEUTRA-DownlinkId = 1. The FeatureSetEUTRA-DownlinkId=0 is used when the UE does not support a carrier in this band of a band combination.
FeatureSetEUTRA-DownlinkId information element
-- ASN1START
-- TAG-FEATURESETEUTRADOWNLINKID-START

FeatureSetEUTRA-DownlinkId ::=      INTEGER (0..maxEUTRA-DL-FeatureSets)

-- TAG-FEATURESETEUTRADOWNLINKID-STOP
-- ASN1STOP

[bookmark: _Toc12718451]–	FeatureSetEUTRA-UplinkId
[bookmark: _Hlk1063281]The IE FeatureSetEUTRA-UplinkId identifies an uplink feature set in E-UTRA list (see TS 36.331 [10]. The first element in that list is referred to by FeatureSetEUTRA-UplinkId = 1. The FeatureSetEUTRA-UplinkId =0 is used when the UE does not support a carrier in this band of a band combination.
FeatureSetEUTRA-UplinkId information element
-- ASN1START
-- TAG-FEATURESETEUTRAUPLINKID-START

FeatureSetEUTRA-UplinkId ::=                    INTEGER (0..maxEUTRA-UL-FeatureSets)

-- TAG-FEATURESETEUTRAUPLINKID-STOP
-- ASN1STOP

---------------------------------------------START OF NEXT CHANGE---------------------------------------------

–	FeatureSets
The IE FeatureSets is used to provide pools of downlink and uplink features sets. A FeatureSetCombination refers to the IDs of the feature set(s) that the UE supports in that FeatureSetCombination. The BandCombination entries in the BandCombinationList then indicate the ID of the FeatureSetCombination that the UE supports for that band combination.
The entries in the lists in this IE are identified by their index position. For example, the FeatureSetUplinkPerCC-Id = 4 identifies the 4th element in the featureSetsUplinkPerCC list.
NOTE:	When feature sets (per CC) IEs require extension in future versions of the specification, new versions of the FeatureSetDownlink, FeatureSetUplink, FeatureSets, FeatureSetDownlinkPerCC and/or FeatureSetUplinkPerCC will be created and instantiated in corresponding new lists in the FeatureSets IE. For example, if new capability bits are to be added to the FeatureSetDownlink, they will instead be defined in a new FeatureSetDownlink-rxy which will be instantiated in a new featureSetDownlinkList-rxy list. If a UE indicates in a FeatureSetCombination that it supports the FeatureSetDownlink with ID #5, it implies that it supports both the features in FeatureSetDownlink #5 and FeatureSetDownlink-rxy #5 (if present). The number of entries in the new list(s) shall be the same as in the original list(s).
FeatureSets information element
-- ASN1START
-- TAG-FEATURESETS-START

FeatureSets ::=    SEQUENCE {
    featureSetsDownlink                 SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink               OPTIONAL,
    featureSetsDownlinkPerCC            SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC            OPTIONAL,
    featureSetsUplink                   SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink                   OPTIONAL,
    featureSetsUplinkPerCC              SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC              OPTIONAL,
    ...,
    [[
    featureSetsDownlink-v1540           SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink-v1540         OPTIONAL,
    featureSetsUplink-v1540             SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink-v1540             OPTIONAL,
    featureSetsUplinkPerCC-v1540        SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC-v1540        OPTIONAL
    ]] ,
    [[
featureSetsDownlinkPerCC-v15xy      SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC-v15xy      OPTIONAL,
    featureSetsUplinkPerCC-v15xy        SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC-v15xy        OPTIONAL
    ]]
}

-- TAG-FEATURESETS-STOP
-- ASN1STOP

	FeatureSets field descriptions

	featureSetsDownlinkPerCC-v15xy
The UE shall include the same number of entries, and listed in the same order, as in featureSetsDownlinkPerCC (without suffix).

	featureSetsUplinkPerCC-v1540, featureSetsUplinkPerCC-v15xy 
The UE shall include the same number of entries, and listed in the same order, as in featureSetsUplinkPerCC (without suffix).



[bookmark: _Toc20426162]–	FeatureSetUplink
The IE FeatureSetUplink is used to indicate the features that the UE supports on the carriers corresponding to one band entry in a band combination.
FeatureSetUplink information element
-- ASN1START
-- TAG-FEATURESETUPLINK-START

FeatureSetUplink ::=                SEQUENCE {
    featureSetListPerUplinkCC           SEQUENCE (SIZE (1.. maxNrofServingCells)) OF FeatureSetUplinkPerCC-Id,
    scalingFactor                       ENUMERATED {f0p4, f0p75, f0p8}                                          OPTIONAL,
    crossCarrierScheduling-OtherSCS     ENUMERATED {supported}                                                  OPTIONAL,
    intraBandFreqSeparationUL           FreqSeparationClass                                                     OPTIONAL,
    searchSpaceSharingCA-UL             ENUMERATED {supported}                                                  OPTIONAL,
[bookmark: _Hlk20466802]    dummy1                              DummyI                                                                  OPTIONAL,
    supportedSRS-Resources              SRS-Resources                                                           OPTIONAL,
    twoPUCCH-Group                      ENUMERATED {supported}                                                  OPTIONAL,
    dynamicSwitchSUL                    ENUMERATED {supported}                                                  OPTIONAL,
    simultaneousTxSUL-NonSUL            ENUMERATED {supported}                                                  OPTIONAL,
    pusch-ProcessingType1-DifferentTB-PerSlot SEQUENCE {
        scs-15kHz                                 ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL,
        scs-30kHz                                 ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL,
        scs-60kHz                                 ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL,
        scs-120kHz                                ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL
    }                                                                                                           OPTIONAL,
    dummy2                               DummyF                                                                 OPTIONAL
}

FeatureSetUplink-v1540 ::=           SEQUENCE {
    zeroSlotOffsetAperiodicSRS           ENUMERATED {supported}                     OPTIONAL,
    pa-PhaseDiscontinuityImpacts         ENUMERATED {supported}                     OPTIONAL,
    pusch-SeparationWithGap              ENUMERATED {supported}                     OPTIONAL,
    pusch-ProcessingType2                SEQUENCE {
        scs-15kHz                            ProcessingParameters                       OPTIONAL,
        scs-30kHz                            ProcessingParameters                       OPTIONAL,
        scs-60kHz                            ProcessingParameters                       OPTIONAL
    }                                                                               OPTIONAL,
    ul-MCS-TableAlt-DynamicIndication    ENUMERATED {supported}                     OPTIONAL
}

SRS-Resources ::=                           SEQUENCE {
    maxNumberAperiodicSRS-PerBWP                ENUMERATED {n1, n2, n4, n8, n16},
    maxNumberAperiodicSRS-PerBWP-PerSlot        INTEGER (1..6),
    maxNumberPeriodicSRS-PerBWP                 ENUMERATED {n1, n2, n4, n8, n16},
    maxNumberPeriodicSRS-PerBWP-PerSlot         INTEGER (1..6),
    maxNumberSemiPersistentSRS-PerBWP           ENUMERATED {n1, n2, n4, n8, n16},
    maxNumberSemiPersistentSRS-PerBWP-PerSlot   INTEGER (1..6),
    maxNumberSRS-Ports-PerResource              ENUMERATED {n1, n2, n4}
}

DummyF ::=                                  SEQUENCE {
    maxNumberPeriodicCSI-ReportPerBWP           INTEGER (1..4),
    maxNumberAperiodicCSI-ReportPerBWP          INTEGER (1..4),
    maxNumberSemiPersistentCSI-ReportPerBWP     INTEGER (0..4),
    simultaneousCSI-ReportsAllCC                INTEGER (5..32)
}

-- TAG-FEATURESETUPLINK-STOP
-- ASN1STOP

	FeatureSetUplink field descriptions

	crossCarrierScheduling-OtherSCS
The UE shall set this field to the same value as crossCarrierScheduling-OtherSCS in the associated FeatureSetDownlink (if present).

	featureSetsPerUplinkCC
Indicates which features the UE supports on the individual carriers of the feature set (and hence of a band entry that refers to the feature set). The UE shall hence include at least as many FeatureSetUplinkPerCC-Id in this list as the number of carriers it supports according to the ca-BandwidthClassUL, except if indicating additional functionality by reducing the number of FeatureSetUplinkPerCC-Id in the feature set (see NOTE 1 in FeatureSetCombination IE description). The order of the elements in this list is not relevant, i.e., the network may configure any of the carriers in accordance with any of the FeatureSetUplinkPerCC-Id in this list.



[bookmark: _Toc20426163]–	FeatureSetUplinkId
The IE FeatureSetUplinkId identifies an uplink feature set. The FeatureSetUplinkId of a FeatureSetUplink is the index position of the FeatureSetUplink in the featureSetsUplink list in the FeatureSets IE. The first element in the list is referred to by FeatureSetUplinkId = 1, and so on. The FeatureSetUplinkId =0 is not used by an actual FeatureSetUplink but means that the UE does not support a carrier in this band of a band combination.
FeatureSetUplinkId information element
-- ASN1START
-- TAG-FEATURESETUPLINKID-START

FeatureSetUplinkId ::=                  INTEGER (0..maxUplinkFeatureSets)

-- TAG-FEATURESETUPLINKID-STOP
-- ASN1STOP

[bookmark: _Toc12718455]–	FeatureSetUplinkPerCC
The IE FeatureSetDownlinkPerCC indicates a set of features that the UE supports on the corresponding carrier of one band entry of a band combination.
FeatureSetUplinkPerCC information element
-- ASN1START
-- TAG-FEATURESETUPLINKPERCC-START

FeatureSetUplinkPerCC ::=               SEQUENCE {
    supportedSubcarrierSpacingUL            SubcarrierSpacing,
    supportedBandwidthUL                    SupportedBandwidth,
    channelBW-90mhz                         ENUMERATED {supported}                      OPTIONAL,
    mimo-CB-PUSCH                           SEQUENCE {
        maxNumberMIMO-LayersCB-PUSCH            MIMO-LayersUL                               OPTIONAL,
        maxNumberSRS-ResourcePerSet             INTEGER (1..2)
    }                                                                                   OPTIONAL,
    maxNumberMIMO-LayersNonCB-PUSCH         MIMO-LayersUL                               OPTIONAL,
    supportedModulationOrderUL              ModulationOrder                             OPTIONAL
}
FeatureSetUplinkPerCC-v1540 ::=       SEQUENCE {
    mimo-NonCB-PUSCH                      SEQUENCE {
        maxNumberSRS-ResourcePerSet           INTEGER (1..4),
        maxNumberSimultaneousSRS-ResourceTx   INTEGER (1..4)
    } OPTIONAL
}

FeatureSetUplinkPerCC-v15xy ::=         SEQUENCE {
   supportedBandwidthUL-v15xy              SupportedBandwidth-v15xy                       OPTIONAL
}

-- TAG-FEATURESETUPLINKPERCC-STOP
-- ASN1STOP

	FeatureSetUpnlinkPerCC field descriptions

	supportedBandwidthUL 
If the field supportedBandwidthUL-v15xy is present, the value in supportedBandwidthUL (without suffix) shall be ignored.



[bookmark: _Toc12718456]–	FeatureSetUplinkPerCC-Id
The IE FeatureSetUplinkPerCC-Id identifies a set of features applicable to one carrier of a feature set. The FeatureSetUplinkPerCC-Id of a FeatureSetUplinkPerCC is the index position of the FeatureSetUplinkPerCC in the featureSetsUplinkPerCC. The first element in the list is referred to by FeatureSetUplinkPerCC-Id = 1, and so on.
FeatureSetUplinkPerCC-Id information element
-- ASN1START
-- TAG-FEATURESETUPLINKPERCC-ID-START

FeatureSetUplinkPerCC-Id ::=            INTEGER (1..maxPerCC-FeatureSets)

-- TAG-FEATURESETUPLINKPERCC-ID-STOP
-- ASN1STOP

---------------------------------------------START OF NEXT CHANGE---------------------------------------------

[bookmark: _Toc12718476]–	RF-Parameters
The IE RF-Parameters is used to convey RF-related capabilities for NR operation.
RF-Parameters information element
-- ASN1START
-- TAG-RF-PARAMETERS-START

RF-Parameters ::=                   SEQUENCE {
    supportedBandListNR                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,
    supportedBandCombinationList        BandCombinationList                         OPTIONAL,
    appliedFreqBandListFilter           FreqBandList                                OPTIONAL,
    ...,
    [[
    supportedBandCombinationList-v1540  BandCombinationList-v1540                   OPTIONAL,
    srs-SwitchingTimeRequested          ENUMERATED {true}                           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1550  BandCombinationList-v1550                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1560  BandCombinationList-v1560                   OPTIONAL
    ]]
}

BandNR ::=                          SEQUENCE {
    bandNR                              FreqBandIndicatorNR,
    modifiedMPR-Behaviour               BIT STRING (SIZE (8))                       OPTIONAL,
    mimo-ParametersPerBand              MIMO-ParametersPerBand                      OPTIONAL,
    extendedCP                          ENUMERATED {supported}                      OPTIONAL,
    multipleTCI                         ENUMERATED {supported}                      OPTIONAL,
    bwp-WithoutRestriction              ENUMERATED {supported}                      OPTIONAL,
    bwp-SameNumerology                  ENUMERATED {upto2, upto4}                   OPTIONAL,
    bwp-DiffNumerology                  ENUMERATED {upto4}                          OPTIONAL,
    crossCarrierScheduling-SameSCS      ENUMERATED {supported}                      OPTIONAL,
    pdsch-256QAM-FR2                    ENUMERATED {supported}                      OPTIONAL,
    pusch-256QAM                        ENUMERATED {supported}                      OPTIONAL,
    ue-PowerClass                       ENUMERATED {pc1, pc2, pc3, pc4}             OPTIONAL,
    rateMatchingLTE-CRS                 ENUMERATED {supported}                      OPTIONAL,
    channelBWs-DL-v1530                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))               OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBWs-UL-v1530                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))               OPTIONAL
        }
    }                                                                               OPTIONAL,
    ...,
    [[
    maxUplinkDutyCycle-PC2-FR1                  ENUMERATED {n60, n70, n80, n90, n100}           OPTIONAL
    ]],
    [[
    pucch-SpatialRelInfoMAC-CE          ENUMERATED {supported}                      OPTIONAL,
    powerBoosting-pi2BPSK               ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-FR2          ENUMERATED {n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}     OPTIONAL
    ]],
    [[
    channelBWs-DL-v15xy                 CHOICE {
        fr1                                 SEQUENCE {
            scs-30kHz-70MHz                     BIT STRING (SIZE (1)),
            scs-60kHz-70MHz                     BIT STRING (SIZE (1))
        }
    },
    channelBWs-UL-v15xy                 CHOICE {
        fr1                                 SEQUENCE {
            scs-30kHz-70MHz                     BIT STRING (SIZE (1)),
            scs-60kHz-70Mhz                     BIT STRING (SIZE (1))
        }
    }                                                                               
    ]]
}

-- TAG-RF-PARAMETERS-STOP
-- ASN1STOP

	RF-Parameters field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationList
A list of band combinations that the UE supports for NR (without MR-DC). The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].





[bookmark: _Toc12718481]–	SRS-SwitchingTimeEUTRA
The IE SRS-SwitchingTimeEUTRA is used to indicate the SRS carrier switching time supported by the UE for one E-UTRA band pair.
SRS-SwitchingTimeEUTRA information element
-- ASN1START
-- TAG-SRS-SWITCHINGTIMEEUTRA-START

SRS-SwitchingTimeEUTRA ::= SEQUENCE {
    switchingTimeDL            ENUMERATED {n0, n0dot5, n1, n1dot5, n2, n2dot5, n3, n3dot5, n4, n4dot5, n5, n5dot5, n6, n6dot5, n7}
                                                                                               OPTIONAL,
    switchingTimeUL            ENUMERATED {n0, n0dot5, n1, n1dot5, n2, n2dot5, n3, n3dot5, n4, n4dot5, n5, n5dot5, n6, n6dot5, n7}
                                                                                               OPTIONAL
}
-- TAG-SRS-SWITCHINGTIMEEUTRA-STOP
-- ASN1STOP

[bookmark: _Toc12718482]–	SupportedBandwidth
The IE SupportedBandwidth is used to indicate the maximum channel bandwidth supported by the UE on one carrier of a band of a band combination.
SupportedBandwidth information element
-- ASN1START
-- TAG-SUPPORTEDBANDWIDTH-START

SupportedBandwidth ::=      CHOICE {
    fr1                         ENUMERATED {mhz5, mhz10, mhz15, mhz20, mhz25, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100},
    fr2                         ENUMERATED {mhz50, mhz100, mhz200, mhz400}
}

SupportedBandwidth-V15xy ::=      CHOICE {
    fr1                         ENUMERATED {mhz70, spare}
}

-- TAG-SUPPORTEDBANDWIDTH-STOP
-- ASN1STOP

[bookmark: _Toc12718483]–	UE-CapabilityRAT-ContainerList
The IE UE-CapabilityRAT-ContainerList contains a list of radio access technology specific capability containers.
UE-CapabilityRAT-ContainerList information element
-- ASN1START
-- TAG-UE-CAPABILITYRAT-CONTAINERLIST-START

UE-CapabilityRAT-ContainerList ::=    SEQUENCE (SIZE (0..maxRAT-CapabilityContainers)) OF UE-CapabilityRAT-Container

UE-CapabilityRAT-Container ::=        SEQUENCE {
    rat-Type                              RAT-Type,
    ue-CapabilityRAT-Container            OCTET STRING
}

-- TAG-UE-CAPABILITYRAT-CONTAINERLIST-STOP
-- ASN1STOP

---------------------------------------------END OF CHANGE---------------------------------------------
