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1. Overall Description:

RAN2 would like to thank RAN1 for the LS on signalling of sidelink RSRP and CSI between UEs (R1-1911698).
After further discussion on sidelink RSRP and CSI, RAN2 agreed to support sidelink RSRP and CSI signalling as follow:

For RSRP reporting, 

· RAN2 support that PC5-RRC message is used for SL-RSRP reporting from RX UE to TX UE. 

· RX UE can report SL-RSRP to TX UE by periodical manner or event triggered manner via PC5-RRC message. 

· TX UE give configuration of SL-RSRP reporting to RX UE via PC5-RRC message, e.g., periodical/event triggered.
 For CSI reporting,
· RAN2 agreed to introduce a new SL-CSI Reporting MAC CE for CQI/RI reporting on PSSCH.
· For priority handling of SL-CSI Reporting MAC CE, the priority of the MAC CE has a fixed value. If a MAC PDU carries the SL-CSI Reporting MAC CE only, the priority value of the MAC CE will be delivered to the physical layer for SCI transmission. 

2. Actions:

To RAN1 group
RAN2 respectfully requests RAN1 to take the above into account in the related work, if necessary.
3. Date of Next TSG-RAN2 Meetings:

3GPPRAN2#109
24 - 28 February 2020   
Athens, Greece

3GPPRAN2#109bis
20 - 24 April 2020   
TBD, Japan

