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1 Introduction
This TP is for the following offline and agreements
R2-1915459
Way forward and TP for the pre-BSR
Huawei, HiSilicon
draftCR
Rel-16
38.321
15.7.0
B
NR_IAB-Core
· Offline 57, agreeable TP, revision in R2-1916537 (Huawei)

· We specify a new BSR (with a new format), for pre-emptive BSR. For this new BSR

- differentiate in BSR available data (as today) and expected data. 
- Associating a LCH with pre-emptive BSR is left to implementation, unless issues are identified requiring normative solutions. 
- FFS if SR and BSR generated by a MAC entity need or can only be reported to the parent node where the peer of that MAC entity resides. 
- On Triggering of pre-emptive BSR, can capture some text similar to the current agreements, in stage-3/2. 
- Exact timing etc is up to implementation.  
· The network can configure whether the pre-emptive BSR is used at an IAB node (by MAC configuration in RRC)

2 Text Proposal
Start of Change
5.4.5
Buffer Status Reporting

The Buffer Status reporting (BSR) procedure is used to provide the serving gNB with information about UL data volume in the MAC entity.

RRC configures the following parameters to control the BSR:

-
periodicBSR-Timer;

-
retxBSR-Timer;

-
logicalChannelSR-DelayTimerApplied;

-
logicalChannelSR-DelayTimer;

-
logicalChannelSR-Mask;

-
logicalChannelGroup.

Each logical channel may be allocated to an LCG using the logicalChannelGroup. The maximum number of LCGs is eight.

The MAC entity determines the amount of UL data available for a logical channel according to the data volume calculation procedure in TSs 38.322 [3] and 38.323 [4].

A BSR shall be triggered if any of the following events occur:

-
UL data, for a logical channel which belongs to an LCG, becomes available to the MAC entity; and either

-
this UL data belongs to a logical channel with higher priority than the priority of any logical channel containing available UL data which belong to any LCG; or

-
none of the logical channels which belong to an LCG contains any available UL data.


in which case the BSR is referred below to as 'Regular BSR';

-
UL resources are allocated and number of padding bits is equal to or larger than the size of the Buffer Status Report MAC CE plus its subheader, in which case the BSR is referred below to as 'Padding BSR';

-
retxBSR-Timer expires, and at least one of the logical channels which belong to an LCG contains UL data, in which case the BSR is referred below to as 'Regular BSR';

-
periodicBSR-Timer expires, in which case the BSR is referred below to as 'Periodic BSR'.

NOTE:
When Regular BSR triggering events occur for multiple logical channels simultaneously, each logical channel triggers one separate Regular BSR.

If configured, a BSR may also be triggered for the specific case of an IAB-MT if any of the following events occur:

-
UL grant is provided to child IAB node or UE;
-
BSR is received from child IAB node or UE.

This BSR is referred as “pre-emptive” BSR and is treated as Regular BSR for the purposes of SR triggering.
For Regular BSR, the MAC entity shall:

1>
if the BSR is triggered for a logical channel for which logicalChannelSR-DelayTimerApplied with value true is configured by upper layers:

2>
start or restart the logicalChannelSR-DelayTimer.

1>
else:

2>
if running, stop the logicalChannelSR-DelayTimer.

For Regular and Periodic BSR, the MAC entity shall:

1>
if more than one LCG has data available for transmission when the MAC PDU containing the BSR is to be built:

2>
report Long BSR for all LCGs which have data available for transmission.

1>
else:

2>
report Short BSR.

For Padding BSR, the MAC entity shall:

1>
if the number of padding bits is equal to or larger than the size of the Short BSR plus its subheader but smaller than the size of the Long BSR plus its subheader:

2>
if more than one LCG has data available for transmission when the BSR is to be built:
3>
if the number of padding bits is equal to the size of the Short BSR plus its subheader:

4>
report Short Truncated BSR of the LCG with the highest priority logical channel with data available for transmission.

3>
else:

4>
report Long Truncated BSR of the LCG(s) with the logical channels having data available for transmission following a decreasing order of the highest priority logical channel (with or without data available for transmission) in each of these LCG(s), and in case of equal priority, in increasing order of LCGID.

2>
else:

3>
report Short BSR.

1>
else if the number of padding bits is equal to or larger than the size of the Long BSR plus its subheader:

2>
report Long BSR for all LCGs which have data available for transmission.

For BSR triggered by retxBSR-Timer expiry, the MAC entity considers that the logical channel that triggered the BSR is the highest priority logical channel that has data available for transmission at the time the BSR is triggered.

The MAC entity shall:

1>
if the Buffer Status reporting procedure determines that at least one BSR has been triggered and not cancelled:

2>
if UL-SCH resources are available for a new transmission and the UL-SCH resources can accommodate the BSR MAC CE plus its subheader as a result of logical channel prioritization:

3>
instruct the Multiplexing and Assembly procedure to generate the BSR MAC CE(s);

3>
start or restart periodicBSR-Timer except when all the generated BSRs are long or short Truncated BSRs;

3>
start or restart retxBSR-Timer.

2>
if a Regular BSR has been triggered and logicalChannelSR-DelayTimer is not running:

3>
if there is no UL-SCH resource available for a new transmission; or

3>
if the MAC entity is configured with configured uplink grant(s) and the Regular BSR was triggered for a logical channel for which logicalChannelSR-Mask is set to false; or

3>
if the UL-SCH resources available for a new transmission do not meet the LCP mapping restrictions (see clause 5.4.3.1) configured for the logical channel that triggered the BSR:

4>
trigger a Scheduling Request.

NOTE:
UL-SCH resources are considered available if the MAC entity has an active configuration for either type of configured uplink grants, or if the MAC entity has received a dynamic uplink grant, or if both of these conditions are met. If the MAC entity has determined at a given point in time that UL-SCH resources are available, this need not imply that UL-SCH resources are available for use at that point in time.

A MAC PDU shall contain at most one BSR MAC CE, even when multiple events have triggered a BSR. The Regular BSR and the Periodic BSR shall have precedence over the padding BSR.

The MAC entity shall restart retxBSR-Timer upon reception of a grant for transmission of new data on any UL-SCH.

All triggered BSRs may be cancelled when the UL grant(s) can accommodate all pending data available for transmission but is not sufficient to additionally accommodate the BSR MAC CE plus its subheader. All BSRs triggered prior to MAC PDU assembly shall be cancelled when a MAC PDU is transmitted and this PDU includes a Long or Short BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR prior to the MAC PDU assembly.

NOTE:
MAC PDU assembly can happen at any point in time between uplink grant reception and actual transmission of the corresponding MAC PDU. BSR and SR can be triggered after the assembly of a MAC PDU which contains a BSR MAC CE, but before the transmission of this MAC PDU. In addition, BSR and SR can be triggered during MAC PDU assembly.
Next Change
6.1.3
MAC Control Elements (CEs)

6.1.3.1
Buffer Status Report MAC CEs

Buffer Status Report (BSR) MAC CEs consist of either:

-
Short BSR format (fixed size); or

-
Long BSR format (variable size); or

-
Short Truncated BSR format (fixed size); or

-
Long Truncated BSR format (variable size).

The BSR formats are identified by MAC subheaders with LCIDs as specified in Table 6.2.1-2.

The fields in the BSR MAC CE are defined as follows:

-
LCG ID: The Logical Channel Group ID field identifies the group of logical channel(s) whose buffer status is being reported. The length of the field is 3 bits;

-
LCGi: For the Long BSR format, this field indicates the presence of the Buffer Size field for the logical channel group i. The LCGi field set to 1 indicates that the Buffer Size field for the logical channel group i is reported. The LCGi field set to 0 indicates that the Buffer Size field for the logical channel group i is not reported. For the Long Truncated BSR format, this field indicates whether logical channel group i has data available. The LCGi field set to 1 indicates that logical channel group i has data available. The LCGi field set to 0 indicates that logical channel group i does not have data available;

-
Buffer Size: The Buffer Size field identifies the total amount of data available according to the data volume calculation procedure in TSs 38.322 [3] and 38.323 [4] across all logical channels of a logical channel group after the MAC PDU has been built (i.e. after the logical channel prioritization procedure, which may result the value of the Buffer Size field to zero). The amount of data is indicated in number of bytes. The size of the RLC and MAC headers are not considered in the buffer size computation. The length of this field for the Short BSR format and the Short Truncated BSR format is 5 bits. The length of this field for the Long BSR format and the Long Truncated BSR format is 8 bits. The values for the 5-bit and 8-bit Buffer Size fields are shown in Tables 6.1.3.1-1 and 6.1.3.1-2, respectively. For the Long BSR format and the Long Truncated BSR format, the Buffer Size fields are included in ascending order based on the LCGi. For the Long Truncated BSR format the number of Buffer Size fields included is maximised, while not exceeding the number of padding bits. For the pre-emptive BSR, the Buffer Size field identifies the total amount of the data expected to arrive at the node where the pre-emptive BSR is triggered.
NOTE:
For the pre-emptive BSR, if configured, the LCGs to be reported, the expected data volume calculation, the exact time to report pre-emptive BSR and the associated LCH are left to implementation.
NOTE:
The number of the Buffer Size fields in the Long BSR and Long Truncated BSR format can be zero.
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Figure 6.1.3.1-1: Short BSR and Short Truncated BSR MAC CE
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Figure 6.1.3.1-2: Long BSR, Long Truncated BSR and pre-emptive BSR MAC CE
Editor’s Notes: FFS the pre-BSR supports short and long truncated format.
Next Change
6.2
Formats and parameters

6.2.1
MAC subheader for DL-SCH and UL-SCH

The MAC subheader consists of the following fields:

-
LCID: The Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU or the type of the corresponding MAC CE or padding as described in Tables 6.2.1-1 and 6.2.1-2 for the DL-SCH and UL-SCH respectively. There is one LCID field per MAC subheader. The LCID field size is 6 bits;

-
L: The Length field indicates the length of the corresponding MAC SDU or variable-sized MAC CE in bytes. There is one L field per MAC subheader except for subheaders corresponding to fixed-sized MAC CEs, padding, and MAC SDUs containing UL CCCH. The size of the L field is indicated by the F field;

-
F: The Format field indicates the size of the Length field. There is one F field per MAC subheader except for subheaders corresponding to fixed-sized MAC CEs, padding, and MAC SDUs containing UL CCCH. The size of the F field is 1 bit. The value 0 indicates 8 bits of the Length field. The value 1 indicates 16 bits of the Length field;
-
R: Reserved bit, set to 0.

The MAC subheader is octet aligned.
Table 6.2.1-1 Values of LCID for DL-SCH

	Index
	LCID values

	0
	CCCH

	1–32
	Identity of the logical channel

	33-46
	Reserved

	47
	Recommended bit rate

	48
	SP ZP CSI-RS Resource Set Activation/Deactivation

	49
	PUCCH spatial relation Activation/Deactivation

	50
	SP SRS Activation/Deactivation 

	51
	SP CSI reporting on PUCCH Activation/Deactivation

	52
	TCI State Indication for UE-specific PDCCH

	53
	TCI States Activation/Deactivation for UE-specific PDSCH

	54
	Aperiodic CSI Trigger State Subselection

	55
	SP CSI-RS/CSI-IM Resource Set Activation/Deactivation

	56
	Duplication Activation/Deactivation

	57
	SCell Activation/Deactivation (four octets)

	58
	SCell Activation/Deactivation (one octet)

	59
	Long DRX Command

	60
	DRX Command

	61
	Timing Advance Command

	62
	UE Contention Resolution Identity

	63
	Padding


Table 6.2.1-2 Values of LCID for UL-SCH

	Index
	LCID values

	0
	CCCH of size 64 bits (referred to as "CCCH1" in TS 38.331 [5])

	1–32
	Identity of the logical channel

	33–50
	Reserved

	51
	Pre-emptive BSR

	52
	CCCH of size 48 bits (referred to as "CCCH" in TS 38.331 [5])

	53
	Recommended bit rate query

	54
	Multiple Entry PHR (four octets Ci)

	55
	Configured Grant Confirmation

	56
	Multiple Entry PHR (one octet Ci)

	57
	Single Entry PHR

	58
	C-RNTI

	59
	Short Truncated BSR

	60
	Long Truncated BSR

	61
	Short BSR

	62
	Long BSR

	63
	Padding


End of Change
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