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[10]
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3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA) User Equipment (UE) radio access capabilities".

[16]
3GPP TS 38.323: "NR; Packet Data Convergence Protocol (PDCP) specification".

[17]
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3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception Part 4: Performance requirements".
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4.2.10
Inter-RAT parameters

	Definitions for parameters
	Per
	M
	FDD-TDD DIFF

	mfbi-EUTRA

Indicates whether the UE supports the mechanisms defined for cells broadcasting multi band information i.e. comprehending multiBandInfoList defined in TS 36.331 [17].
	UE
	Yes
	No

	modifiedMPR-BehaviorEUTRA

modifiedMPR-Behavior in 4.3.5.10, TS 36.306 [15].
	UE
	No
	No

	multiNS-Pmax-EUTRA

multiNS-Pmax defined in 4.3.5.16, TS 36.306 [15].
	UE
	No
	No

	ne-DC

Indicates whether the UE supports NE-DC as specified in TS 37.340 [xx].
	UE
	No
	No

	rs-SINR-MeasEUTRA

rs-SINR-Meas in 4.3.6.13, TS 36.306 [15].
	UE
	No
	No

	rsrqMeasWidebandEUTRA

rsrqMeasWideband in 4.3.6.2, TS 36.306 [15]
	UE
	No
	Yes

	supportedBandListEUTRA

supportedBandListEUTRA defined in 4.3.5.1, TS 36.306 [15].
	UE
	No
	No
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