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1. Overall Description
In RAN1#99 RAN1 agreed the following:
	Agreement
For signaling of Q for a serving cell with possible values {1,2,4,8}, the following is supported:
· If RAN2 agrees to use the spare bit and still allow release independent introduction of the 6 GHz band, then Alt 1-4 is supported, otherwise Alt 1-2 is supported:
· Alt 1-2: For operation with shared spectrum channel access, the UE interprets the following 2 bits of the Rel-15 MIB for providing the value of Q
· ssbSubcarrierSpacingCommon (1 bit)
· LSB of ssb-SubcarrierOffset (1 bit)
· Alt 1-4: For operation with shared spectrum channel access, the UE interprets the 2 bits in the following two fields of the Rel-15 MIB for providing the value of Q
· ssbSubcarrierSpacingCommon (1 bit)
· spare (1 bit)


RAN1 agreed on two feasible alternatives on how to signal Q in MIB for NR-U. In Alt 1-4, the UE interprets the spare bit (plus one other bit) in the Rel-15 MIB in order to determine Q. RAN1 respectfully asks whether there is a consensus in RAN2 if using the spare bit still allows release independent introduction of the 6 GHz band. If not, RAN1 will adopt Alt 1-2.
2. Actions
To RAN2 group:
RAN1 respectfully asks RAN2 to provide feedback whether there is a consensus in RAN2 if using the spare bit still allows release independent introduction of the 6 GHz band.
3. Date of Next TSG-RAN WG1 Meetings:

RAN1 Meeting #100
24 – 28 February 2020
Athens, Greece
RAN1 Meeting #100-Bis
20 – 24 April 2020
Busan, Korea
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