

	
3GPP TSG-RAN WG2 Meeting #109e	R2-2000164   
[bookmark: _GoBack]Online, 24 February – 6 March 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	1429
	rev
	-
	Current version:
	15.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Dummifying bandwidth class F

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core 
	
	Date:
	2020-02-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	1. RAN4 changed CA bandwidth class B to be applicaple up to 100 MHz to address some deployment scenarios in R4-1916142
2. After CA bandwidth class B modification class F became un-necessary as it was fully covered by class B and RAN4 deciced to remove it from 38.101-1

	
	

	Summary of change:
	The bandwidth class F is no longer needed and dummified so that UEs do not accidentally signal them.
Impact analysis
Impacted architectures: EN-DC, NGEN-DC, NE-DC, NR-DC, NR SA
Impacted functionality: Bandwidth class reporting.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the UE may signal bandwidth class F instead of complying to use bandwidth class B.
2. If the UE is implemented according to the CR and the network is not there should be no problem as the UE will simply never signal bandwidth class F.

	
	

	Consequences if not approved:
	UEs may still continue to signal bandwidth class F instead of signalling bandwidth class B in contradiction to RAN4 specifications.
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First Modified Subclause
[bookmark: _Toc20426148][bookmark: _Toc29321545]–	CA-BandwidthClassNR
The IE CA-BandwidthClassNR indicates the NR CA bandwidth class as defined in TS 38.101-1 [15], table 5.3A.5-1 and TS 38.101-2 [39], table 5.3A.4-1.
CA-BandwidthClassNR information element
-- ASN1START
-- TAG-CA-BANDWIDTHCLASSNR-START

CA-BandwidthClassNR ::=             ENUMERATED {a, b, c, d, e, fdummy, g, h, i, j, k, l, m, n, o, p, q, ...}

-- TAG-CA-BANDWIDTHCLASSNR-STOP
-- ASN1STOP
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