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1	Introduction
[bookmark: _Hlk10733979]RAN agreed that the Non-Public Networks (NPN) related RAN work will be carried out within NG_RAN_PRN work item [1]. 
This paper discusses 38.331 related issues that have not been addressed in the email discussion [108#37][PRN] and in the latest version of the running RRC CR in R2-2001035 [2].
2	Discussion
2.1	SIB validity checking
In the procedure of checking of the SIB validity (clause 5.2.2.2.1) the first PLMN identity is used to check SIB validity (relevant part is highlighted by yellow): 
When the UE acquires a MIB or a SIB1 or an SI message in a serving cell as described in clause 5.2.2.3, and if the UE stores the acquired SIB, then the UE shall store the associated areaScope, if present, the first PLMN-Identity in the PLMN-IdentityInfoList, the cellIdentity, the systemInformationAreaID, if present, and the valueTag, if present, as indicated in the si-SchedulingInfo for the SIB. 
[…]
3>	if the first PLMN-Identity included in the PLMN-IdentityInfoList, the systemInformationAreaID and the valueTag that are included in the si-SchedulingInfo for the SIB received from the serving cell are identical to the PLMN-Identity, the systemInformationAreaID and the valueTag associated with the stored version of that SIB:
4>	consider the stored SIB as valid for the cell;
In case of NPN-only cells the first PLMN-Identity included in the PLMN-IdentityInfoList is not a valid PLMN ID, thus the first NPN-Identity in the NPN-IdentityInfoList should be used during the checking of the SIB validity.
[bookmark: _Hlk32402865]Proposal 1: For NPN-only cells the UE shall use first NPN-Identity in the NPN-IdentityInfoList to check the SIB validity in clause 5.2.2.2.1. It is proposed to adopt the corresponding text proposal of Annex A.1.
2.2	Actions upon reception of the SIB1
In clause 5.2.2.4.2 (Actions upon reception of the SIB1) only the use of selected PLMN identity and the PLMN information provided in "cellAccessRelatedInfo" within the plmn-IdentityInfoList elements are considered (relevant parts are highlighted by yellow):
1>	if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
[…]
3>	if trackingAreaCode is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	if intraFreqReselection is set to notAllowed:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [20];
4>	else:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [20];
3>	else:
4>	forward the trackingAreaCode to upper layers;
3>	forward the PLMN identity to upper layers;

In case of NPNs the information provided in the npn-IdentyInfoList and the selected NPN identity (a PLMN identity and a NID pair or PLMN identity and CAG ID pair) should be considered in the procedure. 
Proposal 2: The procedure of clause 5.2.2.4.2 (Actions upon reception of the SIB1) shall be extended with the use of NPN related information and selected NPN identity. It is proposed to adopt the corresponding text proposal of Annex A.2.
2.3	RRCSetupComplete and RRCResumeComplete messages
[bookmark: _Hlk31375055]The RRCSetupComplete message (clause 5.3.3.4) includes the selected PLMN identity and the PLMN identity is also used when the registered AMF is included in the message:
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
3>	include and set the guami-Type to the value provided by the upper layers;
[bookmark: _Hlk32424356]The selected PLMN ID is included in the form of a reference the PLMN ID included in SIB1. Therefore, if the network indexing is extended to NPNs as it is proposed in R2-2000400 [3] referring to the selected NPN does not require any ASN.1 change.
[bookmark: _Hlk32340393]RRCSetupComplete-IEs ::=            SEQUENCE {
    selectedPLMN-Identity               INTEGER (1..maxPLMN),
    registeredAMF                       RegisteredAMF                                   OPTIONAL,
    guami-Type                          ENUMERATED {native, mapped}                     OPTIONAL,
    s-NSSAI-List                        SEQUENCE (SIZE (1..maxNrofS-NSSAI)) OF S-NSSAI  OPTIONAL,
    dedicatedNAS-Message                DedicatedNAS-Message,
    ng-5G-S-TMSI-Value                  CHOICE {
        ng-5G-S-TMSI                        NG-5G-S-TMSI,
        ng-5G-S-TMSI-Part2                  BIT STRING (SIZE (9))
    }                                                                                   OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                    OPTIONAL,
    nonCriticalExtension                SEQUENCE{}                                      OPTIONAL
}

Observation 2a: The extension of network indexing to NPNs as it is proposed R2-2000400 [3] enables the inclusion of references to NPNs in RRCSetupComplete messages without any ASN.1 changes.
The registered AMF is also provided in the RRCSetupComplete message and it may include the PLMN ID of the registered AMF (relevant part is highlighted by yellow):
2>	if upper layers provide the 'Registered AMF':
3>	include and set the registeredAMF as follows:
4>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
5>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
4>	set the amf-Identifier to the value received from upper layers;
The PLMN ID of the registered AMF is included in the message if it is different from the PLMN ID of the selected network. This can only happen when a UE moves between equivalent PLMNs. As the equivalent SNPN concept is not introduced by SA2, there is no case when the network identifier should be provided in case of SNPNs. The CAG IDs are not used to identify AMF, and thus the PNI-NPNs have no impact to the identifier of the registered AMF. 
Observation 2b: There is no need to support NPN identifiers in the registeredAMF information element.

The RRCResumeComplete message (clause 5.3.13.4) may also include a reference to the PLMN ID advertised in SIB1:
RRCResumeComplete-IEs ::=               SEQUENCE {
    dedicatedNAS-Message                    DedicatedNAS-Message                          OPTIONAL,
    selectedPLMN-Identity                   INTEGER (1..maxPLMN)                          OPTIONAL,
    uplinkTxDirectCurrentList               UplinkTxDirectCurrentList                     OPTIONAL,
    lateNonCriticalExtension                OCTET STRING                                  OPTIONAL,
    nonCriticalExtension                    SEQUENCE{}                                    OPTIONAL
}

Therefore, if the network indexing is extended to NPNs as it is proposed R2-2000400 [3] referring to the selected NPN in RRCResumeComplete message does not require any ASN.1 changes.
Observation 2c: The extension of network indexing to NPNs as it is proposed R2-2000400 [3] enables the inclusion of references to NPNs in RRCResumeComplete message without any ASN.1 changes.
[bookmark: _Toc12718051][bookmark: _Hlk32251877]Proposal 3a: Extend the procedure description in clause 5.3.3.4 that the selected network can be an NPN. It is proposed to adopt the corresponding text proposal of Annex A.3a.
Proposal 3b: Clarify in the description of RRCSetupComplete that the selectedPLMN-Identity can refer to a NPN. It is proposed to adopt the corresponding text proposal of Annex A.3b.
Proposal 3c: Extend the procedure description in clause 5.3.13.4 that the selected network can be an NPN. It is proposed to adopt the corresponding text proposal of Annex A.3c.
Proposal 3d: Clarify in the description of RRCResumComplete that the selectedPLMN-Identity can refer to a NPN. It is proposed to adopt the corresponding text proposal of Annex A.3d.

As indicated by LS sent from SA2 in R2-2000069 (S2-2001616) the selected CAG ID should not be included in AS messages sent from the UE to the network. When a PLMN supports more than one CAG IDs sending the network index is an implicit indication of the selected CAG ID, as different network index values belong to different CAG IDs. To avoid this implicit CAG ID indication, it is proposed that a UE shall use the smallest PLMN index value that refers to the selected PLMN in the RRCSetupComplete, and RRCResumComplete messages interpedently from the selected CAG ID.
Proposal 3e: UE shall use the smallest PLMN/NPN index value that refers to PLMN or PNI-NPN that has the same PLMN identity as the selected PNI-NPN in the RRCSetupComplete, and RRCResumComplete messages interpedently from the selected CAG ID. It is proposed to adopt the corresponding text proposal of Annex A.3a and A3c.

[bookmark: _Toc12718062][bookmark: _Toc12718111][bookmark: _GoBack]2.4	UAC related considerations
UAC rules can be PLMN specific, and thus in the UAC procedure the selected PLMN ID may be used to find the relevant UAC parameters advertised in SIB1 (clause 5.3.14.2) (see text highlighted by yellow):
2>	else:
3>	if SIB1 includes uac-BarringPerPLMN-List and the uac-BarringPerPLMN-List contains an UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 24.501 [23]):
4>	select the UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;
4>	in the remainder of this procedure, use the selected UAC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the uac-BarringForCommon included in SIB1;
In similar way as the UAC parameters can be PLMN specific, there is need to enable NPN specific UAC parameters for shared cells. In the PLMN specific UAC parameters the PLMN ID is included in the form of a reference the PLMN ID listed in SIB1:
UAC-BarringPerPLMN ::=          SEQUENCE {
    plmn-IdentityIndex              INTEGER (1..maxPLMN),
    uac-ACBarringListType           CHOICE{
        uac-ImplicitACBarringList       SEQUENCE (SIZE(maxAccessCat-1)) OF UAC-BarringInfoSetIndex,
        uac-ExplicitACBarringList           UAC-BarringPerCatList
    }                                                                            OPTIONAL  -- Need S
}

Therefore, if the network indexing is extended to NPNs as it is proposed R2-2000400 [3] referring to the selected NPN in UAC-BarringPerPLMN IE does not require any ASN.1 changes.
Observation 3: The extension of network indexing to NPNs as it is proposed in R2-2000400 [3] enables the broadcasting NPN specific UAC parameters without any ASN.1 changes.
Proposal 4a: Extend the procedure description in clause 5.3.14.2 that UAC parameters can be NPN specific. It is proposed to adopt the corresponding text proposal of Annex A.4a.
Proposal 4b: Clarify in the description of UAC-BarringPerPLMN-List that the plmn-IndentityIndex may refer to a NPN. It is proposed to adopt the corresponding text proposal of Annex A.4b.

2.5	Measurement reporting
In the MeasurementReport message the UE may need to report about plmn-IdentityInfoList (clause 5.5.5.1) (relevant part is highlighted by yellow):
3>	if the cell indicated by cellForWhichToReportCGI is an NR cell:
4>	if plmn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the plmn-IdentityInfoList including plmn-IdentityList, trackingAreaCode (if available), ranac (if available), cellIdentity and cellReservedForOperatorUse for each entry of the plmn-IdentityInfoList;
5>	include frequencyBandList if available;
If the cell is an NPN cell then gNB should also learn about the supported NPNs, and thus the UE should also report about npn-IdentityInfoList in a similar way. This requires to extension of the CGI-InfoNR information element:
CGI-InfoNR ::=                    SEQUENCE {
    plmn-IdentityInfoList               PLMN-IdentityInfoList               OPTIONAL,
    frequencyBandList                   MultiFrequencyBandListNR            OPTIONAL,
    noSIB1                              SEQUENCE {
        ssb-SubcarrierOffset                INTEGER (0..15),
        pdcch-ConfigSIB1                    PDCCH-ConfigSIB1
    }                                                                       OPTIONAL,
    ...
}

Proposal 5a: Extend the procedure description in clause 5.5.5.1 that a UE may also report about npn-IdentityInfoList in MeasurementReport message. It is proposed to adopt the corresponding text proposal of Annex A.5a.
Proposal 5b: Extend the CGI-InfoNR information element with npn-IdentityInfoList to enable sending of NPN information in MeasurementReport message. It is proposed to adopt the corresponding text proposal of Annex A.5b.

2.6	Human Readable Network Names
At RAN2#107 it was agreed both for SNPNs and PNI-NPNs that if HRNNs should be broadcasted then HRNNs are broadcasted in a SIB that is not SIB1:
	If HRNN are broadcast then the HRNN should a be broadcasted in a separate SIB (i.e. different from SIB1).

As the SA2 requirement for broadcasting HRNNs has not been changed, our view is that RAN2 should specify how this broadcasting happens. The current NR specification includes the following SIBs:
· SIB2, SIB3, SIB4, and SIB5 contain cell re-selection information.
· SIB6, SIB7, and SIB8 contains ETWS or CMAS notification.
· SIB9 contains information related to GPS time and Coordinated Universal Time (UTC).
One can see from the list above that none of the current NR SIBs has relation to the HRNNs: their existence and the need for advertising them are totally different from the existence and need for HRNNs advertisements. Therefore, our view is that a new optional SIB dedicated to HRNNs should be specified. This new SIB should also use the network indexing extended to NPNs as it is proposed in R2-2000400 [3. 
Proposal 6: RAN2 specifies a new optional SIB for HRNNs using indexing references to the NPNs listed in SIB1. It is proposed to adopt the corresponding text proposal of Annex A.6.
3	Conclusions
We have made the following observations and proposals in this paper:
Proposal 1: For NPN-only cells the UE shall use first NPN-Identity in the NPN-IdentityInfoList to check the SIB validity in clause 5.2.2.2.1. It is proposed to adopt the corresponding text proposal of Annex A.1.
Proposal 2: The procedure of clause 5.2.2.4.2 (Actions upon reception of the SIB1) shall be extended with the use of NPN related information and selected NPN identity. It is proposed to adopt the corresponding text proposal of Annex A.2.
Observation 2a: The extension of network indexing to NPNs as it is proposed R2-2000400 [3] enables the inclusion of references to NPNs in RRCSetupComplete messages without any ASN.1 changes.
Observation 2b: There is no need to support NPN identifiers in the registeredAMF information element.
Observation 2c: The extension of network indexing to NPNs as it is proposed R2-2000400 [3] enables the inclusion of references to NPNs in RRCResumeComplete message without any ASN.1 changes.
Proposal 3a: Extend the procedure description in clause 5.3.3.4 that the selected network can be an NPN. It is proposed to adopt the corresponding text proposal of Annex A.3a.
Proposal 3b: Clarify in the description of RRCSetupComplete that the selectedPLMN-Identity can refer to a NPN. It is proposed to adopt the corresponding text proposal of Annex A.3b.
Proposal 3c: Extend the procedure description in clause 5.3.13.4 that the selected network can be an NPN. It is proposed to adopt the corresponding text proposal of Annex A.3c.
Proposal 3d: Clarify in the description of RRCResumComplete that the selectedPLMN-Identity can refer to a NPN. It is proposed to adopt the corresponding text proposal of Annex A.3d.
Proposal 3e: UE shall use the smallest PLMN/NPN index value that refers to PLMN or PNI-NPN that has the same PLMN identity as the selected PNI-NPN in the RRCSetupComplete, and RRCResumComplete messages interpedently from the selected CAG ID. It is proposed to adopt the corresponding text proposal of Annex A.3a and A3c.
Observation 3: The extension of network indexing to NPNs as it is proposed in R2-2000400 [3] enables the broadcasting NPN specific UAC parameters without any ASN.1 changes.
Proposal 4a: Extend the procedure description in clause 5.3.14.2 that UAC parameters can be NPN specific. It is proposed to adopt the corresponding text proposal of Annex A.4a.
Proposal 4b: Clarify in the description of UAC-BarringPerPLMN-List that the plmn-IndentityIndex may refer to a NPN. It is proposed to adopt the corresponding text proposal of Annex A.4b.
Proposal 5a: Extend the procedure description in clause 5.5.5.1 that a UE may also report about npn-IdentityInfoList in MeasurementReport message. It is proposed to adopt the corresponding text proposal of Annex A.5a.
Proposal 5b: Extend the CGI-InfoNR information element with npn-IdentityInfoList to enable sending of NPN information in MeasurementReport message. It is proposed to adopt the corresponding text proposal of Annex A.5b.
Proposal 6: RAN2 specifies a new optional SIB for HRNNs using indexing references to the NPNs listed in SIB1. It is proposed to adopt the corresponding text proposal of Annex A.6.
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Annex A: Text proposals 
A.1: Text proposal for 5.2.2.2.1 (Proposal 1)
[bookmark: _Toc20425657][bookmark: _Toc29321053]5.2.2.2.1	SIB validity
The UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 upon cell selection (e.g. upon power on), cell-reselection, return from out of coverage, after reconfiguration with sync completion, after entering the network from another RAT, upon receiving an indication that the system information has changed, upon receiving a PWS notification; and whenever the UE does not have a valid version of a stored SIB.
When the UE acquires a MIB or a SIB1 or an SI message in a serving cell as described in clause 5.2.2.3, and if the UE stores the acquired SIB, then the UE shall store the associated areaScope, if present, the first PLMN-Identity in the PLMN-IdentityInfoList for non-NPN-only cells, the first NPN-Identity (PLMN identity and NID in case of SNPN, or PLMN identity and CAG identity in case of PNI-NPN, see TS 23.501 [32]) in the NPN-IdentityInfoList for NPN-only cells, the cellIdentity, the systemInformationAreaID, if present, and the valueTag, if present, as indicated in the si-SchedulingInfo for the SIB. The UE may use a valid stored version of the SI except MIB, SIB1, SIB6, SIB7 or SIB8 e.g. after cell re-selection, upon return from out of coverage or after the reception of SI change indication.
NOTE:	The storage and management of the stored SIBs in addition to the SIBs valid for the current serving cell is left to UE implementation.
The UE shall:
1>	delete any stored version of a SIB after 3 hours from the moment it was successfully confirmed as valid;
1>	for each stored version of a SIB:
2>	if the areaScope is associated and its value for the stored version of the SIB is the same as the value received in the si-SchedulingInfo for that SIB from the serving cell:
3>	if the cell is not an NPN-only cell and the first PLMN-Identity included in the PLMN-IdentityInfoList, the systemInformationAreaID and the valueTag that are included in the si-SchedulingInfo for the SIB received from the serving cell are identical to the PLMN-Identity, the systemInformationAreaID and the valueTag associated with the stored version of that SIB:
4>	consider the stored SIB as valid for the cell;
3>	if the cell is an NPN-only cell and the first NPN-Identity included in the NPN-IdentityInfoList, the systemInformationAreaID and the valueTag that are included in the si-SchedulingInfo for the SIB received from the serving cell are identical to the NPN-Identity, the systemInformationAreaID and the valueTag associated with the stored version of that SIB:
4>	consider the stored SIB as valid for the cell;
2>	if the areaScope is not present for the stored version of the SIB and the areaScope value is not included in the si-SchedulingInfo for that SIB from the serving cell:
3>	if the cell is not an NPN-only cell and the first PLMN-Identity in the PLMN-IdentityInfoList, the cellIdentity and valueTag that are included in the si-SchedulingInfo for the SIB received from the serving cell are identical to the PLMN-Identity, the cellIdentity and the valueTag associated with the stored version of that SIB:
4>	consider the stored SIB as valid for the cell;
3>	if the cell is an NPN-only cell and the first NPN-Identity in the NPN-IdentityInfoList, the cellIdentity and valueTag that are included in the si-SchedulingInfo for the SIB received from the serving cell are identical to the NPN-Identity, the cellIdentity and the valueTag associated with the stored version of that SIB:
4>	consider the stored SIB as valid for the cell;
A.2 Text proposal for 5.2.2.4.2 (Proposal 2)
[bookmark: _Toc20425666][bookmark: _Toc29321062]5.2.2.4.2	Actions upon reception of the SIB1
Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the cell is not an NPN-only cell and the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
1>	if the cell is an NPN-only cell and the cellAccessRelatedInfo contains an entry with the NPN-Identity of the selected NPN:
2>	in the remainder of the procedures use npn-IdentityInfo, trackingAreaCode, and cellIdentity for the cell as received in the corresponding NPN-IdentityInfo containing the selected NPN;
1>	if in RRC_CONNECTED while T311 is not running:
2>	disregard the frequencyBandList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers;
2>	apply the configuration included in the servingCellConfigCommon;
1>	else:
2>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList for downlink for TDD, or one or more of the frequency bands indicated in the frequencyBandList for uplink for FDD, and they are not downlink only bands, and
2>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported band in the downlink for TDD, or a supported band in uplink for FDD, and
2>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in uplinkConfigCommon for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP, and
2>	if the UE supports a downlink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in downlinkConfigCommon for the SCS of the initial downlink BWP), and which
-	is wider than or equal to the bandwidth of the initial downlink BWP:
3>	apply a supported uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in uplinkConfigCommon for the SCS of the initial uplink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the uplink;
3>	apply a supported downlink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in downlinkConfigCommon for the SCS of the initial downlink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the downlink;
3>	select the first frequency band in the frequencyBandList, for FDD from frequencyBandList for uplink, or for TDD from frequencyBandList for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
3>	forward the cellIdentity to upper layers;
3>	if trackingAreaCode is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected NPN nor the registered NPN:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	if intraFreqReselection is set to notAllowed:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [20];
4>	else:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [20];
3>	else:
4>	forward the trackingAreaCode to upper layers;
3>	forward the PLMN identity or SNPN identity or PNI-NPN identity to upper layers;
3>	if in RRC_INACTIVE and the forwarded information does not trigger message transmission by upper layers:
4>	if the serving cell does not belong to the configured ran-NotificationAreaInfo:
5>	initiate an RNA update as specified in 5.3.13.8;
3>	forward the ims-EmergencySupport to upper layers, if present;
3>	forward the uac-AccessCategory1-SelectionAssistanceInfo to upper layers, if present;
3>	apply the configuration included in the servingCellConfigCommon;
3>	apply the specified PCCH configuration defined in 9.1.1.3;
3>	if the UE has a stored valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with sub-clause 5.2.2.1:
4>	use the stored version of the required SIB;
3>	if the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:
4>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
5>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
4>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
5>	trigger a request to acquire the SI message(s) as defined in sub-clause 5.2.2.3.3;
3>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
3>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
4>	apply the additionalPmax for UL;
3>	else:
4>	apply the p-Max in uplinkConfigCommon for UL;
3>	if supplementaryUplink is present in servingCellConfigCommon; and
3>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList of supplementary uplink; and
3>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported supplementary uplink band; and
3>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwith configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP of the SUL:
4>	consider supplementary uplink as configured in the serving cell;
4>	select the first frequency band in the frequencyBandList of supplementary uplink which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
4>	apply a supported supplementary uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained withn the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial BWP of the SUL;
4>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList for the supplementaryUplink;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList for the supplementaryUplink:
5>	apply the additionalPmax in supplementaryUplink for SUL;
4>	else:
5>	apply the p-Max in supplementaryUplink for SUL;
2>	else:
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection is set to notAllowed;

A.3a	Text proposal for 5.3.3.4 (Proposal 3a, and 3e)
[bookmark: _Toc20425688][bookmark: _Toc29321084]5.3.3.4	Reception of the RRCSetup by the UE
The UE shall perform the following actions upon reception of the RRCSetup:
1>	if the RRCSetup is received in response to an RRCReestablishmentRequest; or
1>	if the RRCSetup is received in response to an RRCResumeRequest or RRCResumeRequest1:
2>	discard any stored UE Inactive AS context and suspendConfig;
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP;
2>	release the RRC configuration except for the default L1 parameter values, default MAC Cell Group configuration and CCCH configuration;
2>	indicate to upper layers fallback of the RRC connection;
2>	stop timer T380, if running;
1>	perform the cell group configuration procedure in accordance with the received masterCellGroup and as specified in 5.3.5.5;
1>	perform the radio bearer configuration procedure in accordance with the received radioBearerConfig and as specified in 5.3.5.6;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1>	stop timer T300, T301 or T319 if running;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop timer T320, if running;
1>	if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:
2>	enter RRC_CONNECTED;
2>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCSetupComplete message as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	if the RRCSetup is received in response to an RRCSetupRequest:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI-Part2;
3>	else:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI;
2>	if upper layers selected a PLMN or an SNPN (TS 24.501 [23]):
32>	set the selectedPLMN-Identity to the PLMN or SNPN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList or SNPN(s) included in npn-IdentityInfoList in SIB1;

2>	if upper layers selected a PNI-NPN (TS 24.501 [23]):
3>	set the selectedPLMN-Identity to the PLMN or the PNI-NPN that first occurs in SIB1 (either in plmn-IdentityList or in npn-IdentityInfoList) with the same PLMN identifier as the selected PNI-NPN;
2>	if upper layers provide the 'Registered AMF':
3>	include and set the registeredAMF as follows:
4>	if the PLMN identity of the 'Registered AMF' is different from the PLMN or the PLMN identifier of PNI-NPN selected by the upper layers:
5>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
4>	set the amf-Identifier to the value received from upper layers;
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [21]):
3>	include the s-NSSAI-List and set the content to the values provided by the upper layers;
2>	set the dedicatedNAS-Message to include the information received from upper layers;
1>	submit the RRCSetupComplete message to lower layers for transmission, upon which the procedure ends.

A.3b	Text proposal for RRCSetupComplete (Proposal 3b)
RRCSetupComplete
The RRCSetupComplete message is used to confirm the successful completion of an RRC connection establishment.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCSetupComplete message
-- ASN1START
-- TAG-RRCSETUPCOMPLETE-START

RRCSetupComplete ::=                SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcSetupComplete                    RRCSetupComplete-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCSetupComplete-IEs ::=            SEQUENCE {
    selectedPLMN-Identity               INTEGER (1..maxPLMN),
    registeredAMF                       RegisteredAMF                                   OPTIONAL,
    guami-Type                          ENUMERATED {native, mapped}                     OPTIONAL,
    s-NSSAI-List                        SEQUENCE (SIZE (1..maxNrofS-NSSAI)) OF S-NSSAI  OPTIONAL,
    dedicatedNAS-Message                DedicatedNAS-Message,
    ng-5G-S-TMSI-Value                  CHOICE {
        ng-5G-S-TMSI                        NG-5G-S-TMSI,
        ng-5G-S-TMSI-Part2                  BIT STRING (SIZE (9))
    }                                                                                   OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                    OPTIONAL,
    nonCriticalExtension                SEQUENCE{}                                      OPTIONAL
}

RegisteredAMF ::=                   SEQUENCE {
    plmn-Identity                       PLMN-Identity                                   OPTIONAL,
    amf-Identifier                      AMF-Identifier
}

-- TAG-RRCSETUPCOMPLETE-STOP
-- ASN1STOP

	RRCSetupComplete-IEs field descriptions

	guami-Type
This field is used to indicate whether the GUAMI included is native (derived from native 5G-GUTI) or mapped (from EPS, derived from EPS GUTI) as specified in TS 24.501 [23].

	ng-5G-S-TMSI-Part2
The leftmost 9 bits of 5G-S-TMSI.

	registeredAMF
This field is used to transfer the GUAMI of the AMF where the UE is registered, as provided by upper layers, see TS 23.003 [21].

	selectedPLMN-Identity
Index of the PLMN or NPN selected by the UE from the plmn-IdentityList or npn-IdentityInfoList fields included in SIB1.




A.3c Text proposal for 5.3.3.14 (Proposal 3c and 3e)
[bookmark: _Toc20425758][bookmark: _Toc29321154]5.3.13.4	Reception of the RRCResume by the UE
The UE shall:
1>	stop timer T319;
1>	stop timer T380, if running;
1>	if the RRCResume includes the fullConfig:
2>	perform the full configuration procedure as specified in 5.3.5.11;
1>	else:
2>	restore the masterCellGroup and pdcp-Config from the UE Inactive AS context;
1>	discard the UE Inactive AS context;
1>	release the suspendConfig except the ran-NotificationAreaInfo;
1>	if the RRCResume includes the masterCellGroup:
2>	perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
1>	if the RRCResume includes the radioBearerConfig:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCResume message includes the sk-Counter:
2>	perform security key update procedure as specified in 5.3.5.7;
1>	if the RRCResume message includes the radioBearerConfig2:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	resume SRB2 and all DRBs;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1>	stop timer T320, if running;
1>	if the RRCResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	resume measurements if suspended;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of the of RRCResumeComplete message as follows:
2>	if the upper layer provides NAS PDU, set the dedicatedNAS-Message to include the information received from upper layers;
2>	if upper layer provides a PLMN or an SNPN (TS 24.501 [23]):
23>	if the upper layer provides a PLMN, set the selectedPLMN-Identity to PLMN or SNPN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList SNPN(s) included in npn-IdentityInfoList in SIB1; 

2>	if upper layer provides a PNI-NPN (TS 24.501 [23]):
3>	set the selectedPLMN-Identity to the PLMN or the PNI-NPN that first occurs in SIB1 (either in plmn-IdentityList or in npn-IdentityInfoList) with the same PLMN identifier as the selected PNI-NPN;
2>	if the masterCellGroup contains the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each serving cell with UL;
3>	if UE is configured with SUL carrier:
4>	include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;
1>	submit the RRCResumeComplete message to lower layers for transmission;
1>	the procedure ends.

A.3d	Text proposal for RRCResumeComplete (Proposal 3d)
RRCSetupComplete
The RRCSetupComplete message is used to confirm the successful completion of an RRC connection establishment.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCSetupComplete message
-- ASN1START
-- TAG-RRCSETUPCOMPLETE-START

RRCSetupComplete ::=                SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcSetupComplete                    RRCSetupComplete-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCSetupComplete-IEs ::=            SEQUENCE {
    selectedPLMN-Identity               INTEGER (1..maxPLMN),
    registeredAMF                       RegisteredAMF                                   OPTIONAL,
    guami-Type                          ENUMERATED {native, mapped}                     OPTIONAL,
    s-NSSAI-List                        SEQUENCE (SIZE (1..maxNrofS-NSSAI)) OF S-NSSAI  OPTIONAL,
    dedicatedNAS-Message                DedicatedNAS-Message,
    ng-5G-S-TMSI-Value                  CHOICE {
        ng-5G-S-TMSI                        NG-5G-S-TMSI,
        ng-5G-S-TMSI-Part2                  BIT STRING (SIZE (9))
    }                                                                                   OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                    OPTIONAL,
    nonCriticalExtension                SEQUENCE{}                                      OPTIONAL
}

RegisteredAMF ::=                   SEQUENCE {
    plmn-Identity                       PLMN-Identity                                   OPTIONAL,
    amf-Identifier                      AMF-Identifier
}

-- TAG-RRCSETUPCOMPLETE-STOP
-- ASN1STOP

	RRCSetupComplete-IEs field descriptions

	guami-Type
This field is used to indicate whether the GUAMI included is native (derived from native 5G-GUTI) or mapped (from EPS, derived from EPS GUTI) as specified in TS 24.501 [23].

	ng-5G-S-TMSI-Part2
The leftmost 9 bits of 5G-S-TMSI.

	registeredAMF
This field is used to transfer the GUAMI of the AMF where the UE is registered, as provided by upper layers, see TS 23.003 [21].

	selectedPLMN-Identity
Index of the PLMN or NPN selected by the UE from the plmn-IdentityList or npn-IdentityInfoList fields included in SIB1.




A.4a Text proposal for 5.3.14.2 (Proposal 4a)
[bookmark: _Toc20425769][bookmark: _Toc29321165]5.3.14.2	Initiation
Upon initiation of the procedure, the UE shall:
1>	if timer T390 is running for the Access Category:
2>	consider the access attempt as barred;
1>	else if timer T302 is running and the Access Category is neither '2' nor '0':
2>	consider the access attempt as barred;
1>	else:
2>	if the Access Category is '0':
3>	consider the access attempt as allowed;
2>	else:
3>	if SIB1 includes uac-BarringPerPLMN-List and the uac-BarringPerPLMN-List contains an UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN or NPN selected by upper layers (see TS 24.501 [23]):
4>	select the UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN or the NPN selected by upper layers;
4>	in the remainder of this procedure, use the selected UAC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the uac-BarringForCommon included in SIB1;
3>	else if SIB1 includes uac-BarringForCommon:
4>	in the remainder of this procedure use the uac-BarringForCommon (i.e. presence or absence of these parameters) included in SIB1;
3>	else:
4>	consider the access attempt as allowed;
3>	if uac-BarringForCommon is applicable or the uac-ACBarringListType indicates that uac-ExplicitACBarringList is used:
4>	if the corresponding UAC-BarringPerCatList contains a UAC-BarringPerCat entry corresponding to the Access Category:
5>	select the UAC-BarringPerCat entry;
5>	if the uac-BarringInfoSetList contains a UAC-BarringInfoSet entry corresponding to the selected uac-barringInfoSetIndex in the UAC-BarringPerCat:
6>	select the UAC-BarringInfoSet entry;
6>	perform access barring check for the Access Category as specified in 5.3.14.5, using the selected UAC-BarringInfoSet as "UAC barring parameter";
5>	else:
6>	consider the access attempt as allowed;
4>	else:
5>	consider the access attempt as allowed;
3>	else if the uac-ACBarringListType indicates that uac-ImplicitACBarringList is used:
4>	select the uac-BarringInfoSetIndex corresponding to the Access Category in the uac-ImplicitACBarringList;
4>	if the uac-BarringInfoSetList contains the UAC-BarringInfoSet entry corresponding to the selected uac-BarringInfoSetIndex:
5>	select the UAC-BarringInfoSet entry;
5>	perform access barring check for the Access Category as specified in 5.3.14.5, using the selected UAC-BarringInfoSet as "UAC barring parameter";
4>	else:
5>	consider the access attempt as allowed;
3>	else:
4>	consider the access attempt as allowed;
1>	if the access barring check was requested by upper layers:
2>	if the access attempt is considered as barred:
3>	if timer T302 is running:
4>	if timer T390 is running for Access Category '2':
5>	inform the upper layer that access barring is applicable for all access categories except categories '0', upon which the procedure ends;
4>	else
5>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2', upon which the procedure ends;
3>	else:
4>	inform upper layers that the access attempt for the Access Category is barred, upon which the procedure ends;
2>	else:
3>	inform upper layers that the access attempt for the Access Category is allowed, upon which the procedure ends;
1>	else:
2>	the procedure ends.

[bookmark: _Hlk32341341]A.4d	Text proposal for UAC-BarringPerPLMN-List (Proposal 4d)
UAC-BarringPerPLMN-List
The IE UAC-BarringPerPLMN-List provides access category specific access control parameters, which are configured per PLMN.
UAC-BarringPerPLMN-List information element
-- ASN1START
-- TAG-UAC-BARRINGPERPLMN-LIST-START

UAC-BarringPerPLMN-List ::=         SEQUENCE (SIZE (1.. maxPLMN)) OF UAC-BarringPerPLMN

UAC-BarringPerPLMN ::=              SEQUENCE {
    plmn-IdentityIndex                  INTEGER (1..maxPLMN),
    uac-ACBarringListType               CHOICE{
        uac-ImplicitACBarringList           SEQUENCE (SIZE(maxAccessCat-1)) OF UAC-BarringInfoSetIndex,
        uac-ExplicitACBarringList           UAC-BarringPerCatList
    }                                                                                                     OPTIONAL     -- Need S
}

-- TAG-UAC-BARRINGPERPLMN-LIST-STOP
-- ASN1STOP

	UAC-BarringPerPLMN-List field descriptions

	uac-ACBarringListType
Access control parameters for each access category valid only for a specific PLMN. UE behaviour upon absence of this field is specified in clause 5.3.14.2.

	plmn-IdentityIndex
Index of the PLMN or NPN across the plmn-IdentityList and npn-IdentityInfoList fields included in SIB1.





A.5a Text proposal for 5.5.5.1 (Proposal 5a)
[bookmark: _Toc20425818][bookmark: _Toc29321214]5.5.5.1	General


Figure 5.5.5.1-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.
[bookmark: _Hlk946016]For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	for each serving cell configured with servingCellMO:
2>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
3>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
2>	else:
3>	if SSB based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
3>	else if CSI-RS based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
1>	set the servCellId within measResultServingMOList to include each NR serving cell that is configured with servingCellMO, if any;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
2>	for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
[bookmark: _Hlk1592210]1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>	for each measObjectId referenced in the measIdList which is also referenced with servingCellMO, other than the measObjectId corresponding with the measId that triggered the measurement reporting:
3>	if the measObjectNR indicated by the servingCellMO includes the RS resource configuration corresponding to the rsType indicated in the reportConfig:
4>	set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR;
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
5>	for each best non-serving cell included in the measurement report:
6>	include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>	if the reportConfig associated with the measId that triggered the measurement reporting is set to eventTriggered and eventID is set to eventA3, or eventA4, or eventA5, or eventB1, or eventB2:
2>	if the UE is in NE-DC and the measurement configuration that triggered this measurement report is associated with the MCG:
3>	set the measResultServFreqListEUTRA-SCG to include an entry for each E-UTRA SCG serving frequency with the following:
4>	include carrierFreq of the E-UTRA serving frequency;
4>	set the measResultServingCell to include the available measurement quantities that the UE is configured to measure by the measurement configuration associated with the SCG;
4>	if reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	set the measResultServFreqListEUTRA-SCG to include within measResultBestNeighCell the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;
1>	if reportConfig associated with the measId that triggered the measurement reporting is set to eventTriggered and eventID is set to eventA3, or eventA4, or eventA5:
2>	if the UE is in NR-DC and the measurement configuration that triggered this measurement report is associated with the MCG:
3>	set the measResultServFreqListNR-SCG to include for each NR SCG serving cell that is configured with servingCellMO, if any, the following:
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
5>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
4>	else:
5>	if SSB based serving cell measurements are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
5>	else if CSI-RS based serving cell measurements are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
4>	if results for the serving cell derived based on SSB are included:
5>	include the ssbFrequency to the value indicated by ssbFrequency as included in the MeasObjectNR of the serving cell;
4>	if results for the serving cell derived based on CSI-RS are included:
5>	include the refFreqCSI-RS to the value indicated by refFreqCSI-RS as included in the MeasObjectNR of the serving cell;
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
5>	for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2, where availability is considered according to the measurement configuration associated with the SCG;
4>	if reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	if the measObjectNR indicated by the servingCellMO includes the RS resource configuration corresponding to the rsType indicated in the reportConfig:
6>	set the measResultBestNeighCellListNR within measResultServFreqListNR-SCG to include one entry with the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR, where availability is considered according to the measurement configuration associated with the SCG;
7>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
8>	for each best non-serving cell included in the measurement report:
9>	include beam measurement information according to the associated reportConfig as described in 5.5.5.2, where availability is considered according to the measurement configuration associated with the SCG;
1>	if there is at least one applicable neighbouring cell to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
4>	if the reportType is set to eventTriggered:
5>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
4>	else:
5>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
4>	for each cell that is included in the measResultNeighCells, include the physCellId;
4>	if the reportType is set to eventTriggered or periodical:
5>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
6>	if the measObject associated with this measId concerns NR:
7>	if rsType in the associated reportConfig is set to ssb:
8>	set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
8>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
7>	else if rsType in the associated reportConfig is set to csi-rs:
8>	set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
8>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
6>	if the measObject associated with this measId concerns E-UTRA:
7>	set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfigInterRAT in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
2>	else:
3>	if the cell indicated by cellForWhichToReportCGI is an NR cell:
4>	if plmn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the plmn-IdentityInfoList including plmn-IdentityList, trackingAreaCode (if available), ranac (if available), cellIdentity and cellReservedForOperatorUse for each entry of the plmn-IdentityInfoList;
5>	include frequencyBandList if available;
if npn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the npn-IdentityInfoList including npn-IdentityList, trackingAreaCode (if available), ranac (if available), cellIdentity and cellReservedForOperatorUse for each entry of the npn-IdentityInfoList;
4>	else if MIB indicates the SIB1 is not broadcast:
5>	include the noSIB1 including the ssb-SubcarrierOffset and pdcch-ConfigSIB1 obtained from MIB of the concerned cell;
3>	if the cell indicated by cellForWhichToReportCGI is an E-UTRA cell:
4>	if all mandatory fields of the cgi-Info-EPC for the concerned cell have been obtained:
5>	include in the cgi-Info-EPC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to EPC;
4>	if the UE is E-UTRA/5GC capable and all mandatory fields of the cgi-Info-5GC for the concerned cell have been obtained:
5>	include in the cgi-Info-5GC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to 5GC;
4>	if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:
5>	include the freqBandIndicator;
5>	if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
5>	if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;
1>	if the corresponding measObject concerns NR:
2>	if the reportSFTD-Meas is set to true within the corresponding reportConfigNR for this measId:
3>	set the measResultSFTD-NR in accordance with the following:
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true;
5>	set rsrp-Result to the RSRP of the NR PSCell derived based on SSB;
2>	else if the reportSFTD-NeighMeas is included within the corresponding reportConfigNR for this measId:
3>	for each applicable cell which measurement results are available, include an entry in the measResultCellListSFTD-NR and set the contents as follows:
4>	set physCellId to the physical cell identity of the concered NR neighbour cell.
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true:
5>	set rsrp-Result to the RSRP of the concerned cell derived based on SSB;
1>	else if the corresponding measObject concerns E-UTRA:
2>	if the reportSFTD-Meas is set to true within the corresponding reportConfigInterRAT for this measId:
3>	set the measResultSFTD-EUTRA in accordance with the following:
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true;
5>	set rsrpResult-EUTRA to the RSRP of the EUTRA PSCell;
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the reportType is set to periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
1>	if the UE is in (NG)EN-DC:
2>	if SRB3 is configured:
3>	submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
2>	else:
3>	submit the MeasurementReport message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>	else if the UE is in NR-DC:
2>	if the measurement configuration that triggered this measurement report is associated with the SCG:
3>	if SRB3 is configured:
4>	submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
3>	else:
4>	submit the MeasurementReport message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in 5.7.2a.3;
2>	else:
3>	submit the MeasurementReport message via SRB1 to lower layers for transmission, upon which the procedure ends;
1>	else:
2>	submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

A.5b Text proposal for CGI-InfoNR (Proposal 5b)
[bookmark: _Toc20425955][bookmark: _Toc29321351]–	CGI-InfoNR
The IE CGI-InfoNR indicates cell access related information, which is reported by the UE as part of report CGI procedure.
CGI-InfoNR information element
-- ASN1START
-- TAG-CGI-INFO-NR-START

CGI-InfoNR ::=                    SEQUENCE {
    plmn-IdentityInfoList               PLMN-IdentityInfoList               OPTIONAL,
    frequencyBandList                   MultiFrequencyBandListNR            OPTIONAL,
    noSIB1                              SEQUENCE {
        ssb-SubcarrierOffset                INTEGER (0..15),
        pdcch-ConfigSIB1                    PDCCH-ConfigSIB1
    }                                                                       OPTIONAL,
    ...,
    [[
    npn-IdentityInfoList-r16            NPN-IdentityInfoList-r16            OPTIONAL
    ]]
}

-- TAG-CGI-INFO-NR-STOP
-- ASN1STOP

	CGI-InfoNR field descriptions

	noSIB1
Contains ssb-SubcarrierOffset and pdcch-ConfigSIB1 fields acquired by the UE from MIB of the cell for which report CGI procedure was requested by the network in case SIB1 was not broadcast by the cell.



A.6 Text proposal for SIBx (Proposal 6)
[bookmark: _Toc20425674][bookmark: _Toc29321070]*** 1st change ***
5.2.2.4.X	Actions upon reception of SIBX
No UE requirements related to the contents of this SIBX apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.
*** 2nd change ***
SIBX
SIBX contains the human readable network names of the NPNs listed in SIB1.
SIBX information element
-- ASN1START
-- TAG-SIBX-START

SIBX-r16 ::=                        SEQUENCE {
    humanReadableNameListNPN-r16        SEQUENCE (SIZE (1..maxHumanReadableName-r16)) OF HumanReadableNameInfo-r16,
    ...
}

HumanReadableNameInfo-r16 ::=       SEQUENCE {
    npn-IdentityIndex-r16               INTEGER (1..maxNPN),
    humanReadableName-r16               OCTET STRING (SIZE(1..FFSvalue)),
    ...
}


-- TAG-SIBX-STOP
-- ASN1STOP

	SIBX field descriptions

	npn-IdentityIndex
Index of the NPN across the npn-IdentityInfoList field included in SIB1

	humanReadableName
The human readable name of the NPN.
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