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	[bookmark: _Hlk16703258]Reason for change:
	Introdution of EPS voice fallback enhancement feature.

	
	

	Summary of change:
	EPS voice fallback, i.e. support for voice fallback indication in RRCRelease and MobilityFromNRCommand, is added as an optional feature without UE radio access capability parameter.
Impact Analysis:
Impacted 5G architecture option:
NR-SA
Impacted functionality:
Voice fallback from NR to LTE/EPC.
Inter-operability:
· If the network is implemented according to the CR and the UE is not; There is no inter-operability problem.

· If the UE is implemented according to the CR and the network is not; There is no inter-operability problem.

	
	

	Consequences if not approved:
	It is not clear if the feature is mandatory or optional.
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5	Optional features without UE radio access capability parameters
	Definitions for feature

	SU-MIMO Interference Mitigation advanced receiver
-	R-ML (reduced complexity ML) receivers with enhanced inter-stream interference suppression for SU-MIMO transmissions with rank 2 with 2 RX antennas
-	R-ML (reduced complexity ML) receivers with enhanced inter-stream interference suppression for SU-MIMO transmissions with rank 2, 3, and 4 with 4 RX antennas
UE supporting the feature is required to meet the Enhanced Receiver Type requirements in TS 38.101-4 [18].

	EPS voice fallback enhancement
· voiceFallbackIndication in RRCRelease and MobilityFromNRCommand [9] and associted behaviours [9][17].



