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	Reason for change:
	Reasons for change:
1. CellReselectionSubPriority is used both for E-UTRA and NR SA carriers. Currently IE description omits NR SA.

	
	

	Summary of change:
	1. Correct that CellReselectionSubPriority can be used also for NR SA carriers.
Impact analysis
5G impacted architectures: NR SA

Impacted functionality: NR SA reselection
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not UE might disregard reselection sub priority for NR SA carrier
2. If the UE is implemented according to the CR and the network is not there is no interoperability problem.

	
	

	Consequences if not approved:
	It could cause unnecessary errors not to consider reselection sub priority for NR SA carriers.
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First Modified Subclause
[bookmark: _Toc29343795][bookmark: _Toc29342656][bookmark: _Toc20487359][bookmark: _Toc29343792][bookmark: _Toc29342653][bookmark: _Toc20487356]–	CellReselectionSubPriority
The IE CellReselectionSubPriority indicates a fractional value to be added to the value of cellReselectionPriority to obtain the absolute priority of the concerned carrier frequency for E-UTRA and NR SA.  Value oDot2 corresponds to 0.2, oDot4 corresponds to 0.4 and so on.
CellReselectionSubPriority information element
-- ASN1START

CellReselectionSubPriority-r13 ::=			ENUMERATED {oDot2, oDot4, oDot6, oDot8}

-- ASN1STOP
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