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	Reason for change:
	RRC messages which are not size-limited have been defined to be extensible in a non-critical manner by including an empty sequence for nonCriticalExtension and lateNonCriticalExtension container at the end of a message. However, for the RRC messages below the lateNonCriticalExtension container is missing which would make it difficult to introduce late corrections in those messages in the future.

· SCGFailureInformation
· SCGFailureInformationEUTRA.


	
	

	Summary of change:
	The missing container to allow late corrections have been included for the RRC messages:

· SCGFailureInformation
· SCGFailureInformationEUTRA


Impact analysis
Impacted 5G architecture option:
None

Impacted functionality: 
No functional change, i.e. only support for late corrections is introduced.

Inter-operability:
No inter-operability issues are foreseen.
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[bookmark: _Toc535258936]Start of changes
[bookmark: _Toc20688847][bookmark: _Toc29321276][bookmark: _Toc20425880]6.2.2	Message definitions
<Text omitted>
[bookmark: _Toc29321301][bookmark: _Toc20425905]–	SCGFailureInformation
The SCGFailureInformation message is used to provide information regarding NR SCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SCGFailureInformation message
-- ASN1START
-- TAG-SCGFAILUREINFORMATION-START

SCGFailureInformation ::=                 SEQUENCE {
    criticalExtensions                         CHOICE {
        scgFailureInformation                     SCGFailureInformation-IEs,
        criticalExtensionsFuture                 SEQUENCE {}
    }
}

SCGFailureInformation-IEs ::=             SEQUENCE {
    failureReportSCG                              FailureReportSCG            OPTIONAL,
[bookmark: _GoBack]    nonCriticalExtension                         SCGFailureInformation—v15xy-IEsSEQUENCE {}                  OPTIONAL
}

SCGFailureInformation—v15xy-IEs ::=       SEQUENCE {
    lateNonCriticalExtension            		 OCTET STRING                 OPTIONAL,
    nonCriticalExtension                         SEQUENCE {}                  OPTIONAL
}

[bookmark: _Hlk535235836]FailureReportSCG ::=                       SEQUENCE {
    failureType                                    ENUMERATED {
                                                           t310-Expiry, randomAccessProblem,
                                                           rlc-MaxNumRetx,
                                                           synchReconfigFailureSCG, scg-ReconfigFailure,
                                                           srb3-IntegrityFailure,  spare2, spare1},
    measResultFreqList                           MeasResultFreqList                       OPTIONAL,
    measResultSCG-Failure                       OCTET STRING (CONTAINING MeasResultSCG-Failure)                              OPTIONAL,
    ...
}

MeasResultFreqList ::=               SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR


-- TAG-SCGFAILUREINFORMATION-STOP
-- ASN1STOP

	[bookmark: _Hlk535235867]SCGFailureInformation field descriptions

	measResultFreqList
The field contains available results of measurements on NR frequencies the UE is configured to measure by measConfig.

	measResultSCG-Failure
The field contains the MeasResultSCG-Failure IE which includes available results of measurements on NR frequencies the UE is configured to measure by the NR SCG RRCReconfiguration message. 



[bookmark: _Toc29321302][bookmark: _Toc20425906]–	SCGFailureInformationEUTRA
The SCGFailureInformationEUTRA message is used to provide information regarding E-UTRA SCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SCGFailureInformationEUTRA message
-- ASN1START
-- TAG-SCGFAILUREINFORMATIONEUTRA-START

SCGFailureInformationEUTRA ::=                SEQUENCE {
    criticalExtensions                                CHOICE {
        scgFailureInformationEUTRA                       SCGFailureInformationEUTRA-IEs,
        criticalExtensionsFuture                          SEQUENCE {}
    }
}

SCGFailureInformationEUTRA-IEs ::=           SEQUENCE {
    failureReportSCG-EUTRA                           FailureReportSCG-EUTRA                      OPTIONAL,
    nonCriticalExtension                              SCGFailureInformationEUTRA—v15xy-IEsSEQUENCE {}                                    OPTIONAL
}

SCGFailureInformationEUTRA—v15xy-IEs ::=       SEQUENCE {
    lateNonCriticalExtension            		 OCTET STRING                 OPTIONAL,
    nonCriticalExtension                         SEQUENCE {}                  OPTIONAL
}

[bookmark: _Hlk535235904]FailureReportSCG-EUTRA ::=                     SEQUENCE {
    failureType                                          ENUMERATED {
                                                                t313-Expiry, randomAccessProblem,
                                                                rlc-MaxNumRetx, scg-ChangeFailure, spare4,
                                                                spare3, spare2, spare1},
    measResultFreqListMRDC                            MeasResultFreqListFailMRDC                OPTIONAL,
    measResultSCG-FailureMRDC                        OCTET STRING                          OPTIONAL,
    ...
}

MeasResultFreqListFailMRDC ::=      SEQUENCE (SIZE (1.. maxFreq)) OF MeasResult2EUTRA

-- TAG-SCGFAILUREINFORMATIONEUTRA-STOP
-- ASN1STOP

	[bookmark: _Hlk535235934]SCGFailureInformationEUTRA field descriptions

	measResultFreqListMRDC
The field contains available results of measurements on E-UTRA frequencies the UE is configured to measure by measConfig.

	measResultSCG-FailureMRDC
Includes the E-UTRA MeasResultSCG-FailureMRDC IE as specified in TS 36.331 [10]. The field contains available results of measurements on E-UTRA frequencies the UE is configured to measure by the E-UTRA RRCConnectionReconfiguration message.
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