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	Reason for change:
	1. For more than 2 RLC entities cases, moreThanTwoRLC is used to indicate PDCP duplication is configured or not. 

2. For duplicate PDU discarding, it should have separete condition for PDCP duplication deactivation and for RLC eneities for which PDCP duplication is deactivated but duplication is activated.



	
	

	Summary of change:
	1. in secion 5.11.1 and section 5.11.2,  moreThanTwoRLC is added
2. added the following in section 5.11.2, 
-	if deactivation of PDCP duplication for associated RLC entities are indicated:
-	indicate to the the associated RLC deactivated for PDCP duplication to discard all duplicated PDCP Data PDUs.

Impact analysis
Impacted 5G architecture options: NR SA, EN-DC, NGEN-DC, NE-DC, NR DC

Impacted functionality:
PDCP duplication

Inter-operability: 
1. If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.
2. If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.
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-----------------------Start of the change------------------
[bookmark: _Toc12616358]5.11	PDCP duplication
[bookmark: _Toc12616359]5.11.1	Activation/Deactivation of PDCP duplication
For the PDCP entity configured with pdcp-Duplication or moreThanTwoRLC, the transmitting PDCP entity shall:
-	for SRBs:
-	activate the PDCP duplication;
-	for DRBs:
-	if the activation of PDCP duplication is indicated:
-	activate the PDCP duplication for the indicated associated RLC entities;
-	if the deactivation of PDCP duplication is indicated:
-	deactivate the PDCP duplication for the indicated associated RLC entities.
/* Editor’s Note: The text needs to be updated after the roles of Rel-15 Duplication MAC CE and Rel-16 Duplication MAC CE are decided.
[bookmark: _Toc12616360]5.11.2	Duplicate PDU discard
For the PDCP entity configured with pdcp-Duplication or moreThanTwoRLC, the transmitting PDCP entity shall:
-	if the successful delivery of a PDCP Data PDU is confirmed by one of the associated AM RLC entities:
-	indicate to the other AM RLC entities to discard the duplicated PDCP Data PDU;
-	if deactivation of PDCP duplication for associated RLC entities are indicated:
-	indicate to the the associated RLC deactivated for PDCP duplication to discard all duplicated PDCP Data PDUs.
-	if the deactivation of PDCP duplication of DRB is indicated:
-	indicate to the RLC entity other than the primary RLC entity to discard all duplicated PDCP Data PDUs.


-----------------------End of the change------------------
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