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1 Introduction
RAN2 has discussed the MsgB reception. This contribution further discusses the cross-scheduling issues for msgB. 

2 Discussion
2.1 Cross-carrier scheduling for the MsgB
In 38.300/9.2.6, the cross-scheduling for Msg4 is supported. 
	When CA is configured, random access procedure with 2-step RA type is only performed on PCell. For random access procedure with 4-step RA type, the first three steps of CBRA always occur on the PCell while contention resolution (step 4) can be cross-scheduled by the PCell. The three steps of a CFRA started on the PCell remain on the PCell. CFRA on SCell can only be initiated by the gNB to establish timing advance for a secondary TAG: the procedure is initiated by the gNB with a PDCCH order (step 0) that is sent on a scheduling cell of an activated SCell of the secondary TAG, preamble transmission (step 1) takes place on the indicated SCell, and Random Access Response (step 2) takes place on PCell.
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Figure 1 CBRA with 2-step RA type
For the 2-step CBRA in RRC_CONNECTED, the MsgB can include the successful or fallback RAR. For the successful RAR case, PDCCH for msgB is addressed to C-RNTI. We think that the same principle can be reused for 2-step RACH in RRC connected when UE is configured with CA, i.e. the network response including the timing advance etc. can be cross-scheduled by the C-RNTI PDCCH in PCell. For the fallback case, since the UE ID has not be identified, and therefore we consider MsgB including the fallback RAR can not be cross-scheduled by the PCell.

Proposal 1: When CA is configured, msgB with PDCCH addressed to C-RNTI can be cross-scheduled by the PCell.
3 Conclusion
Base on the analysis above, we propose the following:
Proposal 1: When CA is configured, msgB with PDCCH addressed to C-RNTI can be cross-scheduled by the PCell.
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