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1 Introduction
In RAN2#108 meeting [1], one email discussion was left for downlink channel quality report:
[108#72][eMTC] To finalize the 2 bit Quality report (Qualcomm)

Whether 2 bit Quality Report is supported, and if yes how.

Intended outcome: Email discussion report to be provided in R2-1916370


Deadline: 2020-01-30

In this paper, we will discuss the remaining issue for DL quality report not covered in the email discussion. 
2 Discussion
RAN2 agreed 2 separate indications are introduced in SIB to enable 8-bit and 2-bit DL quality report, i.e. FFS if it is possible to indicate 2-bit only. 
The 2-bit quality report is only for the case where there is not enough space in the UL transport block to add the 8 bit report. Otherwise, when there is enough available space, the 8 bit report should be provided as it contains more accurate information. Therefore we do not really see a use-case to enable 2 bit reporting only. 
The 2 indications should have the meaning:

DL quality report enabled: yes/no

2 bit report enabled: yes/no (no means only 8 bit report is enabled)

In other words, “2 bit report enabled” has no meaning unless “DL quality report enabled” is enabled, and therefore we propose:
Proposal: When DL quality report is enabled then the 8 bit report is always enabled.
3 Reference

[1] R2-1916283 - Report from eMTC breakout session
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