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[bookmark: _Toc20425637][bookmark: _Toc29321033]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5GC	5G Core Network
ACK	Acknowledgement
AM	Acknowledged Mode
ARQ	Automatic Repeat Request
AS	Access Stratum
ASN.1	Abstract Syntax Notation One
BCD	Binary Coded Decimal
BLER	Block Error Rate
BWP	Bandwidth Part
CA	Carrier Aggregation
CCCH	Common Control Channel
CG	Cell Group
CMAS	Commercial Mobile Alert Service
CP	Control Plane
C-RNTI	Cell RNTI
CSI	Channel State Information
DC	Dual Connectivity
DCCH	Dedicated Control Channel
DCI	Downlink Control Information
DL	Downlink
DL-SCH	Downlink Shared Channel
DM-RS	Demodulation Reference Signal
DRB	(user) Data Radio Bearer
DRX	Discontinuous Reception
DTCH	Dedicated Traffic Channel
EN-DC	E-UTRA NR Dual Connectivity with E-UTRA connected to EPC
EPC	Evolved Packet Core
EPS	Evolved Packet System
ETWS	Earthquake and Tsunami Warning System
E-UTRA	Evolved Universal Terrestrial Radio Access
E-UTRA/5GC	E-UTRA connected to 5GC
E-UTRA/EPC	E-UTRA connected to EPC
E-UTRAN	Evolved Universal Terrestrial Radio Access Network
FDD	Frequency Division Duplex
FFS	For Further Study
GERAN	GSM/EDGE Radio Access Network
GNSS	Global Navigation Satellite System
GSM	Global System for Mobile Communications
HARQ	Hybrid Automatic Repeat Request
IE	Information element
IMSI	International Mobile Subscriber Identity
kB	Kilobyte (1000 bytes)
L1	Layer 1
L2	Layer 2
L3	Layer 3
MAC	Medium Access Control
MCG	Master Cell Group
MDT	Minimization of Drive Tests
MIB	Master Information Block
MR-DC	Multi-Radio Dual Connectivity
N/A	Not Applicable
NE-DC	NR E-UTRA Dual Connectivity
(NG)EN-DC	E-UTRA NR Dual Connectivity (covering E-UTRA connected to EPC or 5GC)
NGEN-DC	E-UTRA NR Dual Connectivity with E-UTRA connected to 5GC
NR-DC	NR-NR Dual Connectivity
NR/5GC	NR connected to 5GC
PCell	Primary Cell
PDCP	Packet Data Convergence Protocol
PDU	Protocol Data Unit
PLMN	Public Land Mobile Network
RPLMN	Registered Public Land Mobile Network
PSCell	Primary SCG Cell
PWS	Public Warning System
QoS	Quality of Service
RAN	Radio Access Network
RAT	Radio Access Technology
RLC	Radio Link Control
RNA	RAN-based Notification Area
RNTI	Radio Network Temporary Identifier
ROHC	Robust Header Compression
RRC	Radio Resource Control
RS	Reference Signal
SCell	Secondary Cell
SCG	Secondary Cell Group
SFN	System Frame Number
SFTD	SFN and Frame Timing Difference
SI	System Information
SIB	System Information Block
SpCell	Special Cell
SRB	Signalling Radio Bearer
SSB	Synchronization Signal Block
TAG	Timing Advance Group
TDD	Time Division Duplex
TM	Transparent Mode
UE	User Equipment
UL	Uplink
UM	Unacknowledged Mode
UP	User Plane

[bookmark: OLE_LINK10][bookmark: OLE_LINK9]<Next modification>

[bookmark: _Toc20425641][bookmark: _Toc29321037]4.2.1	UE states and state transitions including inter RAT
A UE is either in RRC_CONNECTED state or in RRC_INACTIVE state when an RRC connection has been established. If this is not the case, i.e. no RRC connection is established, the UE is in RRC_IDLE state. The RRC states can further be characterised as follows:
-	RRC_IDLE:
-	A UE specific DRX may be configured by upper layers;
-	UE controlled mobility based on network configuration;
-	The UE:
-	Monitors Short Messages transmitted with P-RNTI over DCI (see clause 6.5);
-	Monitors a Paging channel for CN paging using 5G-S-TMSI;
-	Performs neighbouring cell measurements and cell (re-)selection;
-	Acquires system information and can send SI request (if configured);.
-	Performs logging of available measurements together with location and time for logged measurement configured UEs.
-	RRC_INACTIVE:
-	A UE specific DRX may be configured by upper layers or by RRC layer;
-	UE controlled mobility based on network configuration;
-	The UE stores the UE Inactive AS context;
-	A RAN-based notification area is configured by RRC layer;
The UE:
-	Monitors Short Messages transmitted with P-RNTI over DCI (see clause 6.5);
-	Monitors a Paging channel for CN paging using 5G-S-TMSI and RAN paging using fullI-RNTI;
-	Performs neighbouring cell measurements and cell (re-)selection;
-	Performs RAN-based notification area updates periodically and when moving outside the configured RAN-based notification area;
-	Acquires system information and can send SI request (if configured);.
-	Performs logging of available measurements together with location and time for logged measurement configured UEs.
-	RRC_CONNECTED:
-	The UE stores the AS context;
-	Transfer of unicast data to/from UE;
-	At lower layers, the UE may be configured with a UE specific DRX;
-	For UEs supporting CA, use of one or more SCells, aggregated with the SpCell, for increased bandwidth;
-	For UEs supporting DC, use of one SCG, aggregated with the MCG, for increased bandwidth;
-	Network controlled mobility within NR and to/from E-UTRA;
-	The UE:
-	Monitors Short Messages transmitted with P-RNTI over DCI (see clause 6.5), if configured;
-	Monitors control channels associated with the shared data channel to determine if data is scheduled for it;
-	Provides channel quality and feedback information;
-	Performs neighbouring cell measurements and measurement reporting;
-	Acquires system information.
Figure 4.2.1-1 illustrates an overview of UE RRC state machine and state transitions in NR. A UE has only one RRC state in NR at one time.


Figure 4.2.1-1:	UE state machine and state transitions in NR
Figure 4.2.1-2 illustrates an overview of UE state machine and state transitions in NR as well as the mobility procedures supported between NR/5GC E-UTRA/EPC and E-UTRA/5GC.


Figure 4.2.1-2:	UE state machine and state transitions between NR/5GC, E-UTRA/EPC and E-UTRA/5GC
[bookmark: _Toc29321038][bookmark: _Toc20425642]4.2.2	Signalling radio bearers
"Signalling Radio Bearers" (SRBs) are defined as Radio Bearers (RBs) that are used only for the transmission of RRC and NAS messages. More specifically, the following SRBs are defined:
-	SRB0 is for RRC messages using the CCCH logical channel;
-	SRB1 is for RRC messages (which may include a piggybacked NAS message) as well as for NAS messages prior to the establishment of SRB2, all using DCCH logical channel;
-	SRB2 is for NAS messages and for RRC messages which include logged measurement information, all using DCCH logical channel. SRB2 has a lower priority than SRB1 and may be configured by the network after AS security activation;
-	SRB3 is for specific RRC messages when UE is in (NG)EN-DC or NR-DC, all using DCCH logical channel.
In downlink, piggybacking of NAS messages is used only for one dependant (i.e. with joint success/failure) procedure: bearer establishment/modification/release. In uplink piggybacking of NAS message is used only for transferring the initial NAS message during connection setup and connection resume.
NOTE 1:	The NAS messages transferred via SRB2 are also contained in RRC messages, which however do not include any RRC protocol control information.
Once AS security is activated, all RRC messages on SRB1, SRB2 and SRB3, including those containing NAS messages, are integrity protected and ciphered by PDCP. NAS independently applies integrity protection and ciphering to the NAS messages, see TS 24.501 [23].
Split SRB is supported for all the MR-DC options in both SRB1 and SRB2 (split SRB is not supported for SRB0 and SRB3).

[bookmark: OLE_LINK11]<Next modification>

[bookmark: _Toc20425680][bookmark: _Toc29321076]5.3.2	Paging
<Partially omitted>
[bookmark: _Toc20425688][bookmark: _Toc29321084]5.3.3.4	Reception of the RRCSetup by the UE
The UE shall perform the following actions upon reception of the RRCSetup:
1>	if the RRCSetup is received in response to an RRCReestablishmentRequest; or
1>	if the RRCSetup is received in response to an RRCResumeRequest or RRCResumeRequest1:
2>	discard any stored UE Inactive AS context and suspendConfig;
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP;
2>	release the RRC configuration except for the default L1 parameter values, default MAC Cell Group configuration and CCCH configuration;
2>	indicate to upper layers fallback of the RRC connection;
2>	stop timer T380, if running;
1>	perform the cell group configuration procedure in accordance with the received masterCellGroup and as specified in 5.3.5.5;
1>	perform the radio bearer configuration procedure in accordance with the received radioBearerConfig and as specified in 5.3.5.6;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1>	stop timer T300, T301 or T319 if running;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop timer T320, if running;
1>	if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:
2>	enter RRC_CONNECTED;
2>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCSetupComplete message as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	if the RRCSetup is received in response to an RRCSetupRequest:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI-Part2;
3>	else:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI;
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>	if upper layers provide the 'Registered AMF':
3>	include and set the registeredAMF as follows:
4>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
5>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
4>	set the amf-Identifier to the value received from upper layers;
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [21]):
3>	include the s-NSSAI-List and set the content to the values provided by the upper layers;
2>	set the dedicatedNAS-Message to include the information received from upper layers;
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCSetupComplete message;
2>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableBT in the RRCSetupComplete message;
2>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableWLAN in the RRCSetupComplete message;
2>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
3>	include connEstFailInfoAvailable in the RRCSetupComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	include rlf-InfoAvailable in the RRCSetupComplete message;
2>		if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
3>	include the mobilityHistoryAvail in the RRCSetupComplete message;
2>	include the mobilityState in the RRCSetupComplete message and set it to the mobility state (as specified in TS 38.304 [20]) of the UE just prior to entering RRC_CONNECTED state;
1>	submit the RRCSetupComplete message to lower layers for transmission, upon which the procedure ends.

<Next modification>

[bookmark: _Toc29321087][bookmark: _Toc20425691]5.3.3.7	T300 expiry
The UE shall:
1>	if timer T300 expires:
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
2>	if the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];
NOTE:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2>	store the following connection establishment failure information per cell in the VarConnEstFailReport by setting its fields as follows:
	Comment by CATT: CEF per Cell info is missing also if clear all collectd info, but in our understanding, CEF per Cell info should be stored even if another CEF report entry is triggered.
[Huawei] Ok
[CATT] There are some misunderstandings between us for how to capture the requirement of the number of connection fail per cell. Our previous comment is trying to clarify there is no multiple CFE entry per CEF report. In our understanding, only the latest CEF records can be stored. If a new CEF procedure triggers, the old CEF records should be replaced by the newest CEF records, but the IE numberOfConnFail is just kept and updated.
3>	set the measResultFailedCell to include the global cell identity, physical cell id, the RSRP, and RSRQ, of the source PCell based on the available SSB measurements collected up to the moment the UE detected connection establishment failure;	Comment by CATT: Do we agree this to include RSRQ and SINR?
[Huawei] In RAN2, it was agreed to follow LTE measurement quantities, i.e. RSRP and RSRQ. For SINR, we think it has been defined from Rel-15, so it might be also useful to capture the SINR here.	Comment by Ericsson: We agree with the inclusion of RSRP and RSRQ as these measurement quantities are available in idle/inactive state. But the SINR measurements are not performed in the idle/inactive state. Since the timer T300 is associated to idle to connected transition, the UE does not perform SINR measurements at this stage. Thus we propose to remove SINR and keep RSRP and RSRQ.

[Huawei] Ok to only have RSRP and RSRQ. Regarding ASN.1 part, currenlty it is using MeasQuantityResults (including RSRQ/RSRQ/SINR), so there may be two ways for ASN.1:
(1) keep the reference of MeasQuantityResults, and make a clarification to it, e.g. SINR should not be set if the MeasQuantityResults is included for CEF purpose;
Or (2) we introduce a new IE with only having RSRP and RSRQ.

Both options may need more checks.	Comment by ZTE (Zhihong): We agreed to include available measurements which I understand including RSRQ.

3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;	Comment by CATT: What’s the intention behind even if this is followed LTE content?
[Huawei] This senetence is aligned with the IE measResultNeighCells-r16, and the intention is to let UE report the available neighbour cell measurements when CEF happens.
NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4> if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results;
	Comment by CATT: How to record CEF per Cell info?
[Huawei] Ok to remove this sentence, and instead the “per cell” handling is added into the initial part of the changes.
3>	set perRAInfoList to indicate random access failure information as specified in 5.3.10.3;
2>	inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

<Next modification>

[bookmark: _Toc29321096][bookmark: _Toc20425700]5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration:
1>	if the RRCReconfiguration is received via other RAT (i.e., inter-RAT handover to NR):
2>	if the RRCReconfiguration does not include the fullConfig and the UE is connected to 5GC (i.e., delta signalling during intra 5GC handover):
3>	re-use the source RAT SDAP and PDCP configurations if available (i.e., current SDAP/PDCP configurations for all RBs from source E-UTRA RAT prior to the reception of the inter-RAT HO RRCReconfiguration message);
1>	else:
2>	if the RRCReconfiguration includes the fullConfig:
3>	perform the full configuration procedure as specified in 5.3.5.11;
1>	if the RRCReconfiguration includes the masterCellGroup:
2>	perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
1>	if the RRCReconfiguration includes the masterKeyUpdate:
2>	perform AS security key update procedure as specified in 5.3.5.7;
1>	if the RRCReconfiguration includes the sk-Counter:
2>	perform security key update procedure as specified in 5.3.5.7;
1>	if the RRCReconfiguration includes the secondaryCellGroup:
2>	perform the cell group configuration for the SCG according to 5.3.5.5; 
1>	if the RRCReconfiguration includes the mrdc-SecondaryCellGroupConfig:
2>	if the mrdc-SecondaryCellGroupConfig is set to setup:
3>	if the mrdc-SecondaryCellGroupConfig includes mrdc-ReleaseAndAdd:
4>	perform MR-DC release as specified in clause 5.3.5.10;
3>	if the received mrdc-SecondaryCellGroup is set to nr-SCG:
4>	perform the RRC reconfiguration according to 5.3.5.3 for the RRCReconfiguration message included in nr-SCG;
3>	if the received mrdc-SecondaryCellGroup is set to eutra-SCG:
4>	perform the RRC connection reconfiguration as specified in TS 36.331 [10], clause 5.3.5.3 for the RRCConnectionReconfiguration message included in eutra-SCG;
2>	else (mrdc-SecondaryCellGroupConfig is set to release):
3>	perform MR-DC release as specified in clause 5.3.5.10;
1>	if the RRCReconfiguration message includes the radioBearerConfig:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCReconfiguration message includes the radioBearerConfig2:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	if the RRCReconfiguration message includes the dedicatedNAS-MessageList:
2>	forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;
1>	if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:
2>	perform the action upon reception of SIB1 as specified in 5.2.2.4.2;
1>	if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:
2>	perform the action upon reception of System Information as specified in 5.2.2.4;
1>	if the RRCReconfiguration message includes the otherConfig:
2>	perform the other configuration procedure as specified in 5.3.5.9;
1>	set the content of the RRCReconfigurationComplete message as follows:
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent; or
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each serving cell with UL;
3>	if UE is configured with SUL carrier:
4>	include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:
3>	include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;
2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:
3>	include in the nr-SCG-Response the RRCReconfigurationComplete message;
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCReconfigurationComplete message;	Comment by Nokia: All the indications on logs/reports availability should be set in the RRCReconfigurationComplete message
[Huawei] Ok to correct them.
2>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableBT in the RRCReconfigurationComplete message;
2>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableWLAN in the RRCReconfigurationComplete message;
2>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
3>	include connEstFailInfoAvailable in the RRCReconfigurationComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	include rlf-InfoAvailable in the RRCReconfigurationComplete message;
1>	if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):
2>	if the RRCReconfiguration message was received via SRB1:
3>	submit the RRCReconfigurationComplete via the E-UTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];
3>	if reconfigurationWithSync was included in spCellConfig of an SCG:
4>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
3>	else:
4>	the procedure ends;
NOTE 1:	The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
2>	else (RRCReconfiguration was received via SRB3):
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
NOTE 2:	In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.
1>	else if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):
2>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
3>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
2>	else
3>	the procedure ends;
NOTE 2a:	The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>	else if the RRCReconfiguration message was received via SRB3:
2>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
1>	else (MCG RRCReconfiguration):
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:
3>	resume SRB2 and DRBs that are suspended;
1>	if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a Random Access procedure triggered above;
2>	stop timer T304 for that cell group;
2>	apply the parts of the CSI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;
2>	apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;
2>	if the reconfigurationWithSync was included in spCellConfig of an MCG:
3>	if T390 is running:
4>	stop timer T390 for all access categories;
4>	perform the actions as specified in 5.3.14.4.
3>	if RRCReconfiguration does not include dedicatedSIB1-Delivery and
3>	if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured by searchSpaceSIB1:
4>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13], of the target SpCell of the MCG;
4>	upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2;
2>	if reconfigurationWithSync was included in masterCellGroup; and
2>	if the UE transmitted a UEAssistanceInformation message during the last 1 second:
3>	initiate transmission of a UEAssistanceInformation message with the same contents;
2>	the procedure ends.
NOTE 3:	The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.

<Next modification>

[bookmark: _Toc29321118][bookmark: _Toc20425722]5.3.5.8.3	T304 expiry (Reconfiguration with sync Failure)
The UE shall:
1>	if T304 of the MCG expires:
2>	release dedicated preambles provided in rach-ConfigDedicated if configured;
2>	revert back to the UE configuration used in the source PCell;
2>	store the following handover failure information in VarRLF-Report by setting its fields as follows:
3>	clear the information included in VarRLF-Report, if any;
3>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
3>	set the measResultLastServCell to include the RSRP, RSRQ and the available SINR, of the source PCell based on the available SSB and CSI-RS measurements collected up to the moment the UE detected handover failure;
3>	set the ssbRLMConfigBitmap and/or csi-rsRLMConfigBitmap in measResultLastServCell to include the radio link monitoring configuration of the source PCell;
3>	for each of the configured measObjectNR in which measurements are available;
4> if the SS/PBCH block-based measurement quantities are available;
5> set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells associated to the measObjectNR, other than the source PCell, ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected handover failure;
6>	for each neighbour cell included, include the optional fields that are available;
4> if the CSI-RS based measurement quantities are available;
5> set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell, ordered such that the cell with highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the cell with highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the cell with highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE detected handover failure;
6>	for each neighbour cell included, include the optional fields that are available;
3>	for each of the configured EUTRA frequencies in which measurements are available;
4>	set the measResultListEUTRA in measResultNeighCells to include the best measured cells ordered such that the cell with highest RSRP is listed first if RSRP measurement results are available, otherwise the cell with highest RSRQ is listed first, and based on measurements collected up to the moment the UE detected radio link failure;
5>	for each neighbour cell included, include the optional fields that are available;
NOTE 2:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
3>	if detailed location information is available, set the content of the LocationInfo as follows:
4> if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results;
3>	set the failedPCellId to the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of the target PCell of the failed handover;
3>	include previousPCellId and set it to the global cell identity of the PCell where the last RRCReconfiguration message including reconfigurationWithSync was received;
3>	set the timeConnFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync;
3>	set the connectionFailureType to hof;
3>	set the c-RNTI to the C-RNTI used in the source PCell;
3>	set perRAInfoList to indicate random access failure information as specified in 5.3.10.3;	Comment by CATT: Missing content:      1: No suitable Cell find;
2: WLAN and BT measurements results
[Huawei] For WLAN and BT measurements, it has been captured in “3>	if detailed location information is available, set the content of the LocationInfo as follows:”	Comment by Ericsson: We agree with Huawei on WLAN-BT measurements. 

Regarding the ‘no suitable cell found’, why is this required for RLF report associated to T304 expiry?
[CATT] We agree.
2>	initiate the connection re-establishment procedure as specified in subclause 5.3.7.
NOTE 1:	In the context above, "the UE configuration" includes state variables and parameters of each radio bearer.
1>	else if T304 of a secondary cell group expires:
2>	release dedicated preambles provided in rach-ConfigDedicated, if configured;
2>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration with sync failure, upon which the RRC reconfiguration procedure ends;
1>	else if T304 expires when RRCReconfiguration is received via other RAT (HO to NR failure):
2>	reset MAC;
2>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
[bookmark: _Toc29321119][bookmark: _Toc20425723]5.3.5.9	Other configuration
The UE shall:
1>	if the received otherConfig includes the delayBudgetReportingConfig:
2>	if delayBudgetReportingConfig is set to setup:
3>	consider itself to be configured to send delay budget reports in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to send delay budget reports and stop timer T342, if running.
1>	if the received otherConfig includes the overheatingAssistanceConfig:
2>	if overheatingAssistanceConfig is set to setup:
3>	consider itself to be configured to provide overheating assistance information in accordance with 5.7.4;
2>	else:
3>	consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;
1>	if the received otherConfig includes the obtainLocation:
2>	attempt to have detailed location information available for any subsequent measurement report;
NOTE:	The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.
1>	if the received otherConfig includes the BT-NameListConfig:
2>	if BT-NameListConfig is set to setup, attempt to have Bluetooth measurement results available for subsequent measurement report;
1>	if the received otherConfig includes the WLAN-NameListConfg:
2>	if WLAN-NameListConfg is set to setup, attempt to have WLAN measurement results available for subsequent measurement report;
NOTE:	The UE is requested to attempt to have valid Bluetooth measurements and WLAN measurements whenever sending a measurement report for which it is configured to include these measurements. The UE may not succeed e.g. because the user manually disabled the WLAN or Bluetooth hardware. Further details, e.g. regarding when to activate WLAN or Bluetooth, are up to UE implementation.
1>	if the received otherConfig includes the Sensor-NameListConfig:
2>	if Sensor-NameListConfig is set to setup, attempt to have Sensor measurement results available for subsequent measurement report;

<Next modification>

[bookmark: _Toc20425734][bookmark: _Toc29321130]5.3.7.4	Actions related to transmission of RRCReestablishmentRequest message
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	if the procedure was initiated due to radio link failure or handover failure:
2>	set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
1>	set the ue-Identity as follows:
2>	set the c-RNTI to the C-RNTI used in the source PCell (reconfiguration with sync or mobility from NR failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the physCellId to the physical cell identity of the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:
3>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;
3>	with the KRRCint key and integrity protection algorithm that was used in the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and
3>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>	set the reestablishmentCause as follows:
2>	if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.8.2:
3>	set the reestablishmentCause to the value reconfigurationFailure;
2>	else if the re-establishment procedure was initiated due to reconfiguration with sync failure as specified in 5.3.5.8.3 (intra-NR handover failure) or 5.4.3.5 (inter-RAT mobility from NR failure):
3>	set the reestablishmentCause to the value handoverFailure;
2>	else:
3>	set the reestablishmentCause to the value otherFailure;
1>	re-establish PDCP for SRB1;
1>	re-establish RLC for SRB1;
1>	apply the specified configuration defined in 9.2.1 for SRB1;
1>	configure lower layers to suspend integrity protection and ciphering for SRB1;
NOTE:	Ciphering is not applied for the subsequent RRCReestablishment message used to resume the connection. An integrity check is performed by lower layers, but merely upon request from RRC.
1>	resume SRB1;
1>	submit the RRCReestablishmentRequest message to lower layers for transmission.
[bookmark: _Toc29321131][bookmark: _Toc20425735]5.3.7.5	Reception of the RRCReestablishment by the UE
The UE shall:
1>	stop timer T301;
1>	consider the current cell to be the PCell;
1>	store the nextHopChainingCount value indicated in the RRCReestablishment message;
1>	update the KgNB key based on the current KgNB key or the NH, using the stored nextHopChainingCount value, as specified in TS 33.501 [11];
1>	derive the KRRCenc and KUPenc keys associated with the previously configured cipheringAlgorithm, as specified in TS 33.501 [11];
1>	derive the KRRCint and KUPint keys associated with the previously configured integrityProtAlgorithm, as specified in TS 33.501 [11].
1>	request lower layers to verify the integrity protection of the RRCReestablishment message, using the previously configured algorithm and the KRRCint key;
1>	if the integrity protection check of the RRCReestablishment message fails:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure', upon which the procedure ends;
1>	configure lower layers to resume integrity protection for SRB1 using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>	configure lower layers to resume ciphering for SRB1 using the previously configured algorithm and, the KRRCenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
1>	release the measurement gap configuration indicated by the measGapConfig, if configured;
1>	set the content of RRCReestablishmentComplete message as follows:
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCReestablishmentComplete message;
2>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableBT in the RRCReestablishmentComplete message;
2>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableWLAN in the RRCReestablishmentComplete message;
2>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
3>	include connEstFailInfoAvailable in the RRCReestablishmentComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	include rlf-InfoAvailable in the RRCReestablishmentComplete message;
1>	submit the RRCReestablishmentComplete message to lower layers for transmission;
1>	the procedure ends.

<Next modification>

[bookmark: _Toc20425751][bookmark: _Toc29321147]5.3.10.3	Detection of radio link failure
The UE shall:
1>	upon T310 expiry in PCell; or
1>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running; or
1>	upon indication from MCG RLC that the maximum number of retransmissions has been reached:
2>	if the indication is from MCG RLC and CA duplication is configured and activated, and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the MCG i.e. RLF;
3>	store the following radio link failure information in the VarRLF-Report by setting its fields as follows:
4>	clear the information included in VarRLF-Report, if any;
4>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
4>	set the measResultLastServCell to include the RSRP, RSRQ and the available SINR, of the source PCell based on the available SSB and CSI-RS measurements collected up to the moment the UE detected radio link failure;
4>	set the ssbRLMConfigBitmap and/or csi-rsRLMConfigBitmap in measResultLastServCell to include the radio link monitoring configuration of the source PCell;
4>	for each of the configured NR frequencies in which measurements are available;
5> if the SS/PBCH block-based measurement quantities are available;
6> set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell, ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected radio link failure;
7>	for each neighbour cell included, include the optional fields that are available;
5> if the CSI-RS based measurement quantities are available;
6> set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell, ordered such that the cell with highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the cell with highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the cell with highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE detected radio link failure;
7>	for each neighbour cell included, include the optional fields that are available;
4>	for each of the configured EUTRA frequencies in which measurements are available;
5>	set the measResultListEUTRA in measResultNeighCells to include the best measured cells ordered such that the cell with highest RSRP is listed first if RSRP measurement results are available, otherwise the cell with highest RSRQ is listed first, and based on measurements collected up to the moment the UE detected radio link failure;
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
4>	if detailed location information is available, set the content of locationInfo as follows:
5 > if available, set the commonLocationInfo to include the detailed location information;
5>	if available, set the bt-LocationInfo in locationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
5>	if available, set the wlan-LocationInfo in locationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
5>	if available, set the sensor-LocationInfo in locationInfo to include the sensor measurement results;
4>	set the failedPCellId to the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
4>	set the tac-FailedPCell to the tracking area code, if available, of the PCell where radio link failure is detected;
4>	if an RRCReconfiguration message including the reconfigurationWithSync was received before the connection failure:
5>	if the last RRCReconfiguration message including the reconfigurationWithSync concerned an intra NR handover:
6>	include the previousPCellId and set it to the global cell identity of the PCell where the last RRCReconfiguration message including reconfigurationWithSync was received;
6>	set the timeConnFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync;
4>	set the connectionFailureType to rlf;
4>	set the c-RNTI to the C-RNTI used in the PCell;
4>	set the rlf-Cause to the trigger for detecting radio link failure;
4> if the rlf-Cause is set to randomAccessProblem, then set the parameters associated to individual random-access attempt in the chronological order of attmepts in the perRAInfoList as follows:
5> if the random-access resource used is associated to a SS/PBCH block, set the associated random-access parameters for the successive random-access attempts associated to the same SS/PBCH block for one or more radom-access attempts as follows:
6> set the ssb-Index to include the SS/PBCH block index associated to the used random-access resource;
6> set the numberOfPreamblesSentOnSSB to indicate the number of successive random access attempts associated to the SS/PBCH block; 
6>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
7> if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
8> set the contentionDetected to true;
7> else:
8>	set the contentionDetected to false;
7> if the SS/PBCH block RSRP of the SS/PBCH block corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdSSB:
8>	 set the dlRSRPAboveThreshold to true;
7> else:
8> set the dlRSRPAboveThreshold to false;
5> else if the random-access resource used is associated to a CSI-RS, set the associated random-access parameters for the successive random-access attempts associated to the same CSI-RS for one or more radom-access attempts as follows:
6> set the csi-RS-Index to include the CSI-RS index associated to the used random-access resource;
6> set the numberOfPreamblesSentOnCSI-RS to indicate the number of successive random-access attempts associated to the CSI-RS; 
6>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
7> if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
8> set the contentionDetected to true;
7> else:
8>	set the contentionDetected to false;
7> if the CSI-RS RSRP of the CSI-RS corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdCSI-RS:
8>	 set the dlRSRPAboveThreshold to true;
7> else:
8> set the dlRSRPAboveThreshold to false;
3>	if AS security has not been activated:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
3>	else if AS security has been activated but SRB2 and at least one DRB have not been setup:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
3>	else:
4>	initiate the connection re-establishment procedure as specified in 5.3.7.
The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected.	Comment by Nokia: The possibility to delete RLFreport after 48h has been missing
[Huawei] Ok.
The UE shall:
1>	upon T310 expiry in PSCell; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC that the maximum number of retransmissions has been reached:
2>	if the indication is from SCG RLC and CA duplication is configured and activated; and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.

<Next modification>

[bookmark: _Toc20425758][bookmark: _Toc29321154]5.3.13.4	Reception of the RRCResume by the UE
The UE shall:
1>	stop timer T319;
1>	stop timer T380, if running;
1>	if the RRCResume includes the fullConfig:
2>	perform the full configuration procedure as specified in 5.3.5.11;
1>	else:
2>	restore the masterCellGroup and pdcp-Config from the UE Inactive AS context;
1>	discard the UE Inactive AS context;
1>	release the suspendConfig except the ran-NotificationAreaInfo;
1>	if the RRCResume includes the masterCellGroup:
2>	perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
1>	if the RRCResume includes the radioBearerConfig:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCResume message includes the sk-Counter:
2>	perform security key update procedure as specified in 5.3.5.7;
1>	if the RRCResume message includes the radioBearerConfig2:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	resume SRB2 and all DRBs;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1>	stop timer T320, if running;
1>	if the RRCResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	resume measurements if suspended;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of the of RRCResumeComplete message as follows:
2>	if the upper layer provides NAS PDU, set the dedicatedNAS-Message to include the information received from upper layers;
2>	if the upper layer provides a PLMN, set the selectedPLMN-Identity to PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>	if the masterCellGroup contains the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each serving cell with UL;
3>	if UE is configured with SUL carrier:
4>	include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCResumeComplete message;
2>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableBT in the RRCResumeComplete message;
2>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailableWLAN in the RRCResumeComplete message;
2>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
3>	include connEstFailInfoAvailable in the RRCResumeComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	include rlf-InfoAvailable in the RRCResumeComplete message;
2>		if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
3>	include the mobilityHistoryAvail in the RRCResumeComplete message;
2>	include the mobilityState in the RRCResumeComplete message and set it to the mobility state (as specified in TS 38.304 [20]) of the UE just prior to entering RRC_CONNECTED state;
1>	submit the RRCResumeComplete message to lower layers for transmission;
1>	the procedure ends.
[bookmark: _Toc29321155][bookmark: _Toc20425759]5.3.13.5	T319 expiry or Integrity check failure from lower layers while T319 is running
The UE shall:
1>	if timer T319 expires or upon receiving Integrity check failure indication from lower layers while T319 is running:
2>	store the following connection establishment failure information per cell in the VarConnEstFailReport by setting its fields as follows:
	Comment by CATT: The same concern with T300
[Huawei] For this comment and the next 4 ones, we have similar responses and changes as for T300.
In addition, some alignments on CEF reports between T300 and T319 are also made.
[Huawei2] Try to align with the changes for T300.
[CATT] The same comments in 5.3.3.7;
3>	set the measResultFailedCell to include the global cell identity, physical cell id, the RSRP, and RSRQ, of the source Pcell based on the available SSB measurements collected up to the moment the UE detected the connection establishment failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;	Comment by CATT: The same concern with T300

NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4> if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results;
	Comment by CATT: Why this part is different with T300 session?


3>	set perRAInfoList to indicate random access failure information as specified in 5.3.10.3;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
The UE may discard the connection establishment failure information, i.e. release the UE variable VarConnEsFailReport, 48 hours after the failure is detected.	Comment by Nokia: The possibility to delete CEFreport after 48h has been missing
[Huawei] Ok.

<Next modification>

[bookmark: _Toc29321186][bookmark: _Toc20425790]5.5.2	Measurement configuration
[bookmark: _Toc20425791][bookmark: _Toc29321187]5.5.2.1	General
The network applies the procedure as follows:
-	to ensure that, whenever the UE has a measConfig associated with a CG, it includes a measObject for the SpCell and for each NR SCell of the CG to be measured;
-	to configure at most one measurement identity across all CGs using a reporting configuration with the reportType set to reportCGI;
-	to configure at most one measurement identity (FFS: across all CGs/ per CG) using a reporting configuration with the ul-DelayRatioConfig;
-	to configure at most one measurement identity (FFS: across all CGs/ per CG) using a reporting configuration with the ul-DelayValueConfig;
-	to ensure that, in the measConfig associated with a CG:
-	for all SSB based measurements there is at most one measurement object with the same ssbFrequency;
-	an smtc1 included in any measurement object with the same ssbFrequency has the same value and that an smtc2 included in any measurement object with the same ssbFrequency has the same value;
-	to ensure that all measurement objects configured in this specification and in TS 36.331 [10] with the same ssbFrequency have the same ssbSubcarrierSpacing;
-	to ensure that, if a measurement object associated with the MCG has the same ssbFrequency as a measurement object associated with the SCG:
-	for that ssbFrequency, the measurement window according to the smtc1 configured by the MCG includes the measurement window according to the smtc1 configured by the SCG, or vice-versa, with an accuracy of the maximum receive timing difference specified in TS 38.133 [14].
-	if both measurement objects are used for RSSI measurements, bits in measurementSlots in both objects corresponding to the same slot are set to the same value. Also, the endSymbol is the same in both objects.
-	to ensure that, if a measurement object has the same ssbFrequency as a measurement object configured in TS 36.331 [10]:
-	for that ssbFrequency, the measurement window according to the smtc configured in TS 36.331 [10] includes the measurement window according to the smtc1 configured in TS 38.331, or vice-versa, with an accuracy of the maximum receive timing difference specified in TS 38.133 [14].
-	if both measurement objects are used for RSSI measurements, bits in measurementSlots in both objects corresponding to the same slot are set to the same value. Also, the endSymbol is the same in both objects.
-	when the UE is in NE-DC, NR-DC, or NR standalone, to configure at most one measurement identity across all CGs using a reporting configuration with the reportType set to reportSFTD;
For CSI-RS resources, the network applies the procedure as follows:
-	to ensure that all CSI-RS resources configured in each measurement object have the same center frequency, (startPRB+floor(nrofPRBs/2))
The UE shall:
1>	if the received measConfig includes the measObjectToRemoveList:
2>	perform the measurement object removal procedure as specified in 5.5.2.4;
1>	if the received measConfig includes the measObjectToAddModList:
2>	perform the measurement object addition/modification procedure as specified in 5.5.2.5;
1>	if the received measConfig includes the reportConfigToRemoveList:
2>	perform the reporting configuration removal procedure as specified in 5.5.2.6;
1>	if the received measConfig includes the reportConfigToAddModList:
2>	perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;
1>	if the received measConfig includes the quantityConfig:
2>	perform the quantity configuration procedure as specified in 5.5.2.8;
1>	if the received measConfig includes the measIdToRemoveList:
2>	perform the measurement identity removal procedure as specified in 5.5.2.2;
1>	if the received measConfig includes the measIdToAddModList:
2>	perform the measurement identity addition/modification procedure as specified in 5.5.2.3;
1>	if the received measConfig includes the measGapConfig:
2>	perform the measurement gap configuration procedure as specified in 5.5.2.9;
1>	if the received measConfig includes the measGapSharingConfig:
2>	perform the measurement gap sharing configuration procedure as specified in 5.5.2.11;
1>	if the received measConfig includes the s-MeasureConfig:
2>	if s-MeasureConfig is set to ssb-RSRP, set parameter ssb-RSRP of s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig;
2>	else, set parameter csi-RSRP of s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig.
[bookmark: _Toc29321188][bookmark: _Toc20425792]5.5.2.2	Measurement identity removal
The UE shall:
1>	for each measId included in the received measIdToRemoveList that is part of the current UE configuration in VarMeasConfig:
2>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321 or timer T322, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

<Next modification>

[bookmark: _Toc29321198][bookmark: _Toc20425802]5.5.3	Performing measurements
[bookmark: _Toc20425803][bookmark: _Toc29321199]5.5.3.1	General
[bookmark: _Hlk2926019]An RRC_CONNECTED UE shall derive cell measurement results by measuring one or multiple beams associated per cell as configured by the network, as described in 5.5.3.3. For all cell measurement results in RRC_CONNECTED the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. For cell measurements, the network can configure RSRP, RSRQ or SINR as trigger quantity. Reporting quantities can be any combination of quantities (i.e. only RSRP; only RSRQ; only SINR; RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR), irrespective of the trigger quantity.
The network may also configure the UE to report measurement information per beam (which can either be measurement results per beam with respective beam identifier(s) or only beam identifier(s)), derived as described in 5.5.3.3a. If beam measurement information is configured to be included in measurement reports, the UE applies the layer 3 beam filtering as specified in 5.5.3.2. On the other hand, the exact L1 filtering of beam measurements used to derive cell measurement results is implementation dependent.
The UE shall:
1>	whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell for which servingCellMO is configured as follows:
2>	if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains an rsType set to ssb and ssb-ConfigMobility is configured in the measObject indicated by the servingCellMO:
3>	if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport and contains an rsType set to ssb:
4>	derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>	derive serving cell measurement results based on SS/PBCH block, as described in 5.5.3.3;
2>	if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains an rsType set to csi-rs and CSI-RS-ResourceConfigMobility is configured in the measObject indicated by the servingCellMO:
3>	if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport and contains an rsType set to csi-rs:
4>	derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
3>	derive serving cell measurement results based on CSI-RS, as described in 5.5.3.3;
1>	for each serving cell for which servingCellMO is configured, if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains SINR as trigger quantity and/or reporting quantity:
2>	if the reportConfig contains rsType set to ssb and ssb-ConfigMobility is configured in the servingCellMO:
3>	if the reportConfigcontains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
4>	derive layer 3 filtered SINR per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>	derive serving cell SINR based on SS/PBCH block, as described in 5.5.3.3;
2>	if the reportConfig contains rsType set to csi-rs and CSI-RS-ResourceConfigMobility is configured in the servingCellMO:
3>	if the reportConfigcontains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
4>	derive layer 3 filtered SINR per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
3>	derive serving cell SINR based on CSI-RS, as described in 5.5.3.3;
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the reportType for the associated reportConfig is set to reportCGI and timer T321 is running:
3>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods;
3>	if the cell indicated by reportCGI field for the associated measObject is an NR cell and that indicated cell is broadcasting SIB1 (see TS 38.213 [13], clause 13):
4>	try to acquire SIB1 in the concerned cell;
3>	if the cell indicated by reportCGI field is an E-UTRA cell:
4>	try to acquire SystemInformationBlockType1 in the concerned cell;
2>	if the ul-DelayRatioConfig is configured for the associated reportConfig:
3> ignore the measObject;
3>	for each of the configured DRBs, configure the PDCP layer to perform corresponding UL PDCP packet excess delay measurement per DRB;
2>	if the ul-DelayValueConfig is configured for the associated reportConfig:
3> ignore the measObject;
3>	for each of the configured DRBs, configure the PDCP layer to perform corresponding average UL PDCP packet delay measurement per DRB;
2>	if the reportType for the associated reportConfig is periodical or eventTriggered:
3>	if a measurement gap configuration is setup, or
3>	if the UE does not require measurement gaps to perform the concerned measurements:
4>	if s-MeasureConfig is not configured, or
4>	if s-MeasureConfig is set to ssb-RSRP and the NR SpCell RSRP based on SS/PBCH block, after layer 3 filtering, is lower than ssb-RSRP, or
4>	if s-MeasureConfig is set to csi-RSRP and the NR SpCell RSRP based on CSI-RS, after layer 3 filtering, is lower than csi-RSRP:
5>	if the measObject is associated to NR and the rsType is set to csi-rs:
6>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport for the associated reportConfig are configured:
7>	derive layer 3 filtered beam measurements only based on CSI-RS for each measurement quantity indicated in reportQuantityRS-Indexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on CSI-RS for the trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>	if the measObject is associated to NR and the rsType is set to ssb:
6>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport for the associated reportConfig are configured:
7>	derive layer 3 beam measurements only based on SS/PBCH block for each measurement quantity indicated in reportQuantityRS-Indexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on SS/PBCH block for the trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>	if the measObject is associated to E-UTRA:
6>	perform the corresponding measurements associated to neighbouring cells on the frequencies indicated in the concerned measObject, as described in 5.5.3.2;
2>	if the reportType for the associated reportConfig is set to reportSFTD:
3>	if the reportSFTD-Meas is set to true:
4>	if the measObject is associated to E-UTRA:
5>	perform SFTD measurements between the PCell and the E-UTRA PSCell;
5>	if the reportRSRP is set to true;
6>	perform RSRP measurements for the E-UTRA PSCell;
4>	else if the measObject is associated to NR:
5>	perform SFTD measurements between the PCell and the NR PSCell;
5>	if the reportRSRP is set to true;
6>	perform RSRP measurements for the NR PSCell based on SSB;
3>	else if the reportSFTD-NeighMeas is included:
4>	if the measObject is associated to NR:
5>	if the drx-SFTD-NeighMeas is included:
6>	perform SFTD measurements between the PCell and the NR neighbouring cell(s) detected based on parameters in the associated measObject using available idle periods;
5>	else:
6>	perform SFTD measurements between the PCell and the NR neighbouring cell(s) detected based on parameters in the associated measObject;
5>	if the reportRSRP is set to true:
6>	perform RSRP measurements based on SSB for the NR neighbouring cell(s) detected based on parameters in the associated measObject;
2>	perform the evaluation of reporting criteria as specified in 5.5.4.

<Next modification>

[bookmark: _Toc29321203][bookmark: _Toc20425807]5.5.4	Measurement report triggering
[bookmark: _Toc20425808][bookmark: _Toc29321204]5.5.4.1	General
If AS security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfig includes a reportType set to eventTriggered or periodical:
3>	if the corresponding measObject concerns NR:
4>	if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
[bookmark: _Hlk515508923]4>	if the eventA3 or eventA5 is configured in the corresponding reportConfig:
5>	if a serving cell is associated with a measObjectNR and neighbours are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
4>	if corresponding reportConfig includes reportType set to periodical; or
4>	for measurement events other than eventA1 or eventA2:
5>	if useWhiteCellList is set to true:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns E-UTRA:
4>	if eventB1 or eventB2 is configured in the corresponding reportConfig:
5>	consider a serving cell, if any, on the associated E-UTRA frequency as neighbour cell;
4>	else:
5>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModListEUTRAN defined within the VarMeasConfig for this measId;
2>	else if the corresponding reportConfig includes a reportType set to reportCGI:
3>	consider the cell detected on the associated measObject which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding reportConfig within the VarMeasConfig to be applicable;
2>	else if the corresponding reportConfig includes a reportType set to reportSFTD:
3>	if the corresponding measObject concerns NR:
4>	if the reportSFTD-Meas is set to true:
5>	consider the NR PSCell to be applicable;
4>	else if the reportSFTD-NeighMeas is included:
5>	if cellsForWhichToReportSFTD is configured in the corresponding reportConfig:
6>	consider any NR neighbouring cell detected on the associated measObjectNR which has a physical cell identity that is included in the cellsForWhichToReportSFTD to be applicable;
5>	else:
6>	consider up to 3 strongest NR neighbouring cells detected based on parameters in the associated measObjectNR to be applicable when the concerned cells are not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns E-UTRA:
4>	if the reportSFTD-Meas is set to true:
5>	consider the E-UTRA PSCell to be applicable;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if reportOnLeave is set to true for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	if reportType is set to periodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	if the reportAmount exceeds 1:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell;
3>	else (i.e. the reportAmount is equal to 1):
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell and for the strongest cell among the applicable cells;
2>	upon expiry of the periodical reporting timer for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5. 
2>	if the corresponding reportConfig includes a reportType is set to reportSFTD:
3>	if the corresponding measObject concerns NR:
4>	if the drx-SFTD-NeighMeas is included:
5>	if the quantity to be reported becomes available for each requested pair of PCell and NR cell:
6>	stop timer T322;
6>	initiate the measurement reporting procedure, as specified in 5.5.5;
4>	else
5>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for each requested pair of PCell and NR cell or the maximal measurement reporting delay as specified in TS 38.133 [14];
3>	else if the corresponding measObject concerns E-UTRA:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the pair of PCell and E-UTRA PSCell or the maximal measurement reporting delay as specified in TS 38.133 [14];
2>	if reportType is set to reportCGI:
3>	if the UE acquired the SIB1 or SystemInformationBlockType1 for the requested cell; or
3>	if the UE detects that the requested NR cell is not transmitting SIB1 (see TS 38.213 [13], clause 13):
4>	stop timer T321;
4>	include a measurement reporting entry within the VarMeasReportList for this measId;
4>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the corresponding reportConfig includes the ul-DelayRatioConfig or ul-DelayValueConfig:
3>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided by all lower layers of the associated DRB identity;
2>	upon the expiry of T321 for this measId:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5.
2>	upon the expiry of T322 for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5;

<Next modification>

[bookmark: _Toc29321213][bookmark: _Toc20425817]5.5.5	Measurement reporting
[bookmark: _Toc20425818][bookmark: _Toc29321214]5.5.5.1	General


Figure 5.5.5.1-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.
[bookmark: _Hlk946016]For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	for each serving cell configured with servingCellMO:
2>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
3>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
2>	else:
3>	if SSB based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
3>	else if CSI-RS based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
1>	set the servCellId within measResultServingMOList to include each NR serving cell that is configured with servingCellMO, if any;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
2>	for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
[bookmark: _Hlk1592210]1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>	for each measObjectId referenced in the measIdList which is also referenced with servingCellMO, other than the measObjectId corresponding with the measId that triggered the measurement reporting:
3>	if the measObjectNR indicated by the servingCellMO includes the RS resource configuration corresponding to the rsType indicated in the reportConfig:
4>	set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR;
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
5>	for each best non-serving cell included in the measurement report:
6>	include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>	if the reportConfig associated with the measId that triggered the measurement reporting is set to eventTriggered and eventID is set to eventA3, or eventA4, or eventA5, or eventB1, or eventB2:
2>	if the UE is in NE-DC and the measurement configuration that triggered this measurement report is associated with the MCG:
3>	set the measResultServFreqListEUTRA-SCG to include an entry for each E-UTRA SCG serving frequency with the following:
4>	include carrierFreq of the E-UTRA serving frequency;
4>	set the measResultServingCell to include the available measurement quantities that the UE is configured to measure by the measurement configuration associated with the SCG;
4>	if reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	set the measResultServFreqListEUTRA-SCG to include within measResultBestNeighCell the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;
1>	if reportConfig associated with the measId that triggered the measurement reporting is set to eventTriggered and eventID is set to eventA3, or eventA4, or eventA5:
2>	if the UE is in NR-DC and the measurement configuration that triggered this measurement report is associated with the MCG:
3>	set the measResultServFreqListNR-SCG to include for each NR SCG serving cell that is configured with servingCellMO, if any, the following:
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
5>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
4>	else:
5>	if SSB based serving cell measurements are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
5>	else if CSI-RS based serving cell measurements are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
4>	if results for the serving cell derived based on SSB are included:
5>	include the ssbFrequency to the value indicated by ssbFrequency as included in the MeasObjectNR of the serving cell;
4>	if results for the serving cell derived based on CSI-RS are included:
5>	include the refFreqCSI-RS to the value indicated by refFreqCSI-RS as included in the MeasObjectNR of the serving cell;
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
5>	for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2, where availability is considered according to the measurement configuration associated with the SCG;
4>	if reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	if the measObjectNR indicated by the servingCellMO includes the RS resource configuration corresponding to the rsType indicated in the reportConfig:
6>	set the measResultBestNeighCellListNR within measResultServFreqListNR-SCG to include one entry with the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR, where availability is considered according to the measurement configuration associated with the SCG;
7>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
8>	for each best non-serving cell included in the measurement report:
9>	include beam measurement information according to the associated reportConfig as described in 5.5.5.2, where availability is considered according to the measurement configuration associated with the SCG;
1>	if there is at least one applicable neighbouring cell to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
4>	if the reportType is set to eventTriggered:
5>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
4>	else:
5>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
4>	for each cell that is included in the measResultNeighCells, include the physCellId;
4>	if the reportType is set to eventTriggered or periodical:
5>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
6>	if the measObject associated with this measId concerns NR:
7>	if rsType in the associated reportConfig is set to ssb:
8>	set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
8>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
7>	else if rsType in the associated reportConfig is set to csi-rs:
8>	set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
8>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
6>	if the measObject associated with this measId concerns E-UTRA:
7>	set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfigInterRAT in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
2>	else:
3>	if the cell indicated by cellForWhichToReportCGI is an NR cell:
4>	if plmn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the plmn-IdentityInfoList including plmn-IdentityList, trackingAreaCode (if available), ranac (if available), cellIdentity and cellReservedForOperatorUse for each entry of the plmn-IdentityInfoList;
5>	include frequencyBandList if available;
4>	else if MIB indicates the SIB1 is not broadcast:
5>	include the noSIB1 including the ssb-SubcarrierOffset and pdcch-ConfigSIB1 obtained from MIB of the concerned cell;
3>	if the cell indicated by cellForWhichToReportCGI is an E-UTRA cell:
4>	if all mandatory fields of the cgi-Info-EPC for the concerned cell have been obtained:
5>	include in the cgi-Info-EPC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to EPC;
4>	if the UE is E-UTRA/5GC capable and all mandatory fields of the cgi-Info-5GC for the concerned cell have been obtained:
5>	include in the cgi-Info-5GC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to 5GC;
4>	if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:
5>	include the freqBandIndicator;
5>	if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
5>	if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;
1>	if the corresponding measObject concerns NR:
2>	if the reportSFTD-Meas is set to true within the corresponding reportConfigNR for this measId:
3>	set the measResultSFTD-NR in accordance with the following:
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true;
5>	set rsrp-Result to the RSRP of the NR PSCell derived based on SSB;
2>	else if the reportSFTD-NeighMeas is included within the corresponding reportConfigNR for this measId:
3>	for each applicable cell which measurement results are available, include an entry in the measResultCellListSFTD-NR and set the contents as follows:
4>	set physCellId to the physical cell identity of the concered NR neighbour cell.
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true:
5>	set rsrp-Result to the RSRP of the concerned cell derived based on SSB;
1>	else if the corresponding measObject concerns E-UTRA:
2>	if the reportSFTD-Meas is set to true within the corresponding reportConfigInterRAT for this measId:
3>	set the measResultSFTD-EUTRA in accordance with the following:
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true;
5>	set rsrpResult-EUTRA to the RSRP of the EUTRA PSCell;
1>	if uplink PDCP excess delay ratios are available:
2>	set the ul-PDCP-DelayRatioResultList to include the corresponding uplink PDCP excess delay results;
1>	if avareage uplink PDCP delay values are available:
2>	set the ul-PDCP-DelayValueResultList to include the corresponding average uplink PDCP delay values;
1> if the includeCommonLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of commonLocationInfo of the locationInfo as follows:
2> include the locationTimestamp;
2> include the locationEstimate, if available
2> include the velocityEstimate, if available
2> include the locationError, if available
2> include the locationSource, if available
2> if available, include the gnss-TOD-msec, except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;
1> if the includeWLAN-Meas is configured in the corresponding reportConfig for this measId, set the wlan-LocationInfo of the locationInfo in the measResults as follows:
2> if available, include the LogMeasResultWLAN, in order of decreasing RSSI for WLAN APs;
1> if the includeBT-Meas is configured in the corresponding reportConfig for this measId, set the BT-LocationInfo of the locationInfo in the measResults as follows:
2> if available, include the LogMeasResultBT, in order of decreasing RSSI for Bluetooth beacons;
1> if the includeSensor-Meas is configured in the corresponding reportConfig for this measId, set the sensor-LocationInfo of the locationInfo in the measResults as follows:
2> if available, include the sensor-MeasurementInformation;
2> if available, include the sensor-MotionInformation;
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the reportType is set to periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
1>	if the UE is in (NG)EN-DC:
2>	if SRB3 is configured:
3>	submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
2>	else:
3>	submit the MeasurementReport message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>	else if the UE is in NR-DC:
2>	if the measurement configuration that triggered this measurement report is associated with the SCG:
3>	if SRB3 is configured:
4>	submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
3>	else:
4>	submit the MeasurementReport message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in 5.7.2a.3;
2>	else:
3>	submit the MeasurementReport message via SRB1 to lower layers for transmission, upon which the procedure ends;
1>	else:
2>	submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.	Comment by Nokia: PDCPdelay reporting as well as location information inclusion should be above the MeasurementReport submission
[Huawei] Ok.
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<Next modification>

5.7.3.4	Setting the contents of MeasResultSCG-Failure
The UE shall set the contents of the MeasResultSCG-Failureas follows:
1>	for each MeasObjectNR configured on NR SCG for which a measId is configured and measurement results are available:
2>	include an entry in measResultPerMOList;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to ssb:
3>	set ssbFrequency to the value indicated by ssbFrequency as included in the MeasObjectNR;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs:
3>	set refFreqCSI-RS to the value indicated by refFreqCSI-RS as included in the associated measurement object;
2>	if a serving cell is associated with the MeasObjectNR:
3>	set measResultServingCell to include the available quantities of the concerned cell and in accordance with the performance requirements in TS 38.133 [14];
2>	set the measResultNeighCellList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;
3>	ordering the cells with sorting as follows:
4>	based on SS/PBCH block if SS/PBCH block measurement results are available and otherwise based on CSI-RS;
4>	using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR;
3>	for each neighbour cell included:
4>	include the optional fields that are available.
NOTE:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
2>	if available, set the locationInfo as follows:
3> if available, set the commonLocationInfo to include the detailed location information;
3>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
3>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs.
[bookmark: _Hlk535235743]3>	if available, set the sensor-LocationInfo to include the sensor measurement results.

<Next modification>

[bookmark: _Toc20425851][bookmark: _Toc29321247]5.7.3.5	Actions related to transmission of SCGFailureInformation message
[bookmark: _Hlk535235606]The UE shall set the contents of the SCGFailureInformation message as follows:
1>	if the UE initiates transmission of the SCGFailureInformation message due to T310 expiry:
2>	set the failureType as t310-Expiry;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide reconfiguration with sync failure information for an SCG:
2>	set the failureType as synchReconfigFailure-SCG;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide random access problem indication from SCG MAC:
2>	set the failureType as randomAccessProblem;
1>	else if the UE initiates transmission of the SCGFailureInformation message to provide indication from SCG RLC that the maximum number of retransmissions has been reached:
2>	set the failureType as rlc-MaxNumRetx;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to SRB3 IP check failure:
2>	set the failureType as srb3-IntegrityFailure;
1>	else if the UE initiates transmission of the SCGFailureInformation message due to Reconfiguration failure of NR RRC reconfiguration message:
2>	set the failureType as scg-reconfigFailure.
1> include and set MeasResultSCG-Failure in accordance with 5.7.3.4;
1>	for each MeasObjectNR configured by a MeasConfig associated with the MCG, and for which measurement results are available:
2>	include an entry in measResultFreqList;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to ssb:
3>	set ssbFrequency in measResultFreqList to the value indicated by ssbFrequency as included in the MeasObjectNR;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs:
3>	set refFreqCSI-RS in measResultFreqList to the value indicated by refFreqCSI-RS as included in the associated measurement object;
2>	if a serving cell is associated with the MeasObjectNR:
3>	set measResultServingCell in measResultFreqList to include the available quantities of the concerned cell and in accordance with the performance requirements in TS 38.133 [14];
2>	set the measResultNeighCellList in measResultFreqList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;
3>	ordering the cells with sorting as follows:
4>	based on SS/PBCH block if SS/PBCH block measurement results are available and otherwise based on CSI-RS;
4>	using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR;
3>	for each neighbour cell included:
4>	include the optional fields that are available.
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
NOTE 2:	Field measResultSCG-Failure is used to report available results for NR frequencies the UE is configured to measure by SCG RRC signalling. 
1>	if available, set the locationInfo as follows:
2> if available, set the commonLocationInfo to include the detailed location information;
2>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
2>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs.
2>	if available, set the sensor-LocationInfo to include the sensor measurement results.
The UE shall submit the SCGFailureInformation message to lower layers for transmission.

<Next modification>

[bookmark: _Toc20425855][bookmark: _Toc29321251]5.7.3a.3	Actions related to transmission of SCGFailureInformationEUTRA message
The UE shall set the contents of the SCGFailureInformationEUTRA message as follows:
1>	include failureType within failureReportSCG-EUTRA and set it to indicate the SCG failure in accordance with TS 36.331 [10] clause 5.6.13.4;
1>	include and set measResultSCG-FailureMRDC in accordance with TS 36.331 [10] clause 5.6.13.5;
1>	for each EUTRA frequency the UE is configured to measure by measConfig for which measurement results are available:
2>	set the measResultFreqListMRDC to include the best measured cells, ordered such that the best cell is listed first using RSRP to order if RSRP measurement results are available for cells on this frequency, otherwise using RSRQ to order if RSRQ measurement results are available for cells on this frequency, otherwise using SINR to order, and based on measurements collected up to the moment the UE detected the failure, and for each cell that is included, include the optional fields that are available;
NOTE:	Field measResultSCG-FailureMRDC is used to report available results for E-UTRAN frequencies the UE is configured to measure by E-UTRA RRC signalling.
1>	if available, set the locationInfo as follows:
2> if available, set the commonLocationInfo to include the detailed location information;
2>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
2>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs.
2>	if available, set the sensor-LocationInfo to include the sensor measurement results.
The UE shall submit the SCGFailureInformationEUTRA message to lower layers for transmission.

[bookmark: _Toc525856526]5.7.x1	UE Information
[bookmark: _Toc525856527]5.7.x1.1	General


Figure 5.7.x1.1-1: UE information procedure
The UE information procedure is used by NG-RAN to request the UE to report information.
[bookmark: _Toc525856528]5.7.x1.2	Initiation
NG-RAN initiates the procedure by sending the UEInformationRequest message. NG-RAN should initiate this procedure only after successful security activation.
[bookmark: _Toc525856529]5.7.x1.3	Reception of the UEInformationRequest message
Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
1>	if the logMeasReportReq is present and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
2>	if VarLogMeasReport includes one or more logged measurement entries, set the contents of the logMeasReport in the UEInformationResponse message as follows:
3>	include the absoluteTimeStamp and set it to the value of absoluteTimeInfo in the VarLogMeasReport;
3>	include the traceReference and set it to the value of traceReference in the VarLogMeasReport;
3>	include the traceRecordingSessionRef and set it to the value of traceRecordingSessionRef in the VarLogMeasReport;
3>	include the tce-Id and set it to the value of tce-Id in the VarLogMeasReport;
3>	include the logMeasInfoList and set it to include one or more entries from VarLogMeasReport starting from the entries logged first;
3>	if the VarLogMeasReport includes one or more additional logged measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailable;
3>	if the VarLogMeasReport includes one or more additional logged Bluetooth measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailableBT;
3>	if the VarLogMeasReport includes one or more additional logged WLAN measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailableWLAN;
1>	if ra-ReportReq is set to true and the UE has random access related information available in VarRA-Report and if the RPLMN is included in plmn-IdentityList stored in VarRA-Report:
2>	set the ra-Report in the UEInformationResponse message to the value of ra-Report in VarRA-Report;
2>	discard the ra-Report from VarRA-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	if rlf-ReportReq is set to true and the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
2>	set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link or handover failure in NR;
2>	set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;
2>	discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	if connEstFailReportReq is set to true and the UE has connection establishment failure information in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
2>	set timeSinceFailure in VarConnEstFailReport to the time that elapsed since the last connection establishment failure in NR;
2>	set the connEstFailReport in the UEInformationResponse message to the value of connEstFailReport in VarConnEstFailReport;
2>	discard the connEstFailReport from VarConnEstFailReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	if the mobilityHistoryReportReq is set to true:
2>	include the mobilityHistoryReport and set it to include entries from VarMobilityHistoryReport;
2>	include in the mobilityHistoryReport an entry for the current cell, possibly after removing the oldest entry if required, and set its fields as follows:
3>	set visitedCellId to the global cell identity of the current cell:
3>	set field timeSpent to the time spent in the current cell;
1>	if the logMeasReport is included in the UEInformationResponse:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB2;
2>	discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	else:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB1.
[bookmark: _Hlk26797390]5.7.x1.4	Actions upon successful completion of random-access procedure	Comment by Nokia: The section is not refered from any other UE procedure	Comment by Ericsson: Ideally, this should be called from the MAC specification. However, since we are moving in the direction of not adding anything in the MAC CR, we cannot get reference to this section. 

This is something that the UE is suppose to use every time it successfully completes a RACh procedure.	Comment by ZTE (Zhihong): Suggest to add “successful ” to make it more clearly.	Comment by Ericsson: Done	Comment by ZTE (Zhihong): Description related to delete RACH report if not fetched within 48 hours is missing in current running CR. Please refer to our comment in the Report.	Comment by Ericsson: I have added the content now. However, please check the formulation as this is a bit different compared to RLF report.
The UE shall:
1>	append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:
2>	if the list of EPLMNs has been stored by the UE:
3>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
2>	else:
3>	set the plmn-Identity to the PLMN selected by upper layers from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>	set the cellId to the global cell identity of the cell in which the random-access procedure was performed;
2>	set the absoluteFrequencyPointA to indicate the absolute frequency of the reference resource block associated to the random-access resources;
2>	set the locationAndBandwidth and subcarrierSpacing associated to the UL BWP of the random-access resources;
2>	set the msg1-FrequencyStart and msg1-SubcarrierSpacing associated to the random-access resources;
2>	set the raPurpose to include the purpose of triggering the random-access procedure;
2> set the parameters associated to individual random-access attempt in the chronological order of attmepts as follows:
3> if the random-access resource used is associated to a SS/PBCH block, set the associated random-access parameters for the successive random-access attempts associated to the same SS/PBCH block for one or more radom-access attempts as follows:
4> set the ssb-Index to include the SS/PBCH block index associated to the used random-access resource;
4> set the numberOfPreamblesSentOnSSB to indicate the number of successive RA attempts associated to the SS/PBCH block; 
4>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
5> if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
6> set the contentionDetected to true;
5> else:
6>	set the contentionDetected to false;
5> if the SS/PBCH block RSRP of the SS/PBCH block corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdSSB:
6>	 set the dlRSRPAboveThreshold to true;
5> else:
6> set the dlRSRPAboveThreshold to false;
3> else if the random-access resource used is associated to a CSI-RS, set the associated random-access parameters for the successive random-access attempts associated to the same CSI-RS for one or more radom-access attempts as follows:
4> set the csi-RS-Index to include the CSI-RS index associated to the used random-access resource;
4> set the numberOfPreamblesSentOnCSI-RS to indicate the number of successive random-access attempts associated to the CSI-RS; 
4>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
5> if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
6> set the contentionDetected to true;
5> else:
6>	set the contentionDetected to false;
5> if the CSI-RS RSRP of the CSI-RS corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdSSB:
6>	 set the dlRSRPAboveThreshold to true;
5> else:
6> set the dlRSRPAboveThreshold to false.
[bookmark: _Hlk32223634]The UE may discard the random access report information, i.e. release the UE variable VarRA-Report, 48 hours after the last successful random access procedure completion.	Comment by Nokia: The possibility to delete RLFreport after 48h has been missing
[Huawei] Ok.

[bookmark: _Toc525856530]5.7.x2	Logged Measurement Configuration
[bookmark: _Toc525856531]5.7.x2.1	General



Figure 5.7.x2.1-1: Logged measurement configuration
The purpose of this procedure is to configure the UE to perform logging of measurement results while in RRC_IDLE and RRC_INACTIVE. The procedure applies to logged measurements capable UEs that are in RRC_CONNECTED.
NOTE:	NG-RAN may retrieve stored logged measurement information by means of the UE information procedure.
[bookmark: _Toc525856532]5.7.x2.2	Initiation
NG-RAN initiates the logged measurement configuration procedure to UE in RRC_CONNECTED by sending the LoggedMeasurementConfiguration message.
[bookmark: _Toc525856533]5.7.x2.3	Reception of the LoggedMeasurementConfiguration by the UE
Upon receiving the LoggedMeasurementConfiguration message the UE shall:
1>	discard the logged measurement configuration as well as the logged measurement information as specified in 5.7.x3;
1>	store the received loggingDuration, loggingInterval and areaConfiguration, if included, in VarLogMeasConfig;
1>	if the LoggedMeasurementConfiguration message includes plmn-IdentityList:
2>	set plmn-IdentityList in VarLogMeasReport to include the RPLMN as well as the PLMNs included in plmn-IdentityList;
1>	else:
2>	set plmn-IdentityList in VarLogMeasReport to include the RPLMN;
1>	store the received absoluteTimeInfo, traceReference, traceRecordingSessionRef, tce-Id and reportType in VarLogMeasReport;	Comment by Ericsson: We can add one more bullet for storing the logged MDT type i.e., reportType from the ASN.1 as this is new and needs to be stored by the UE
[Huawei] Ok.
1>	start timer T330 with the timer value set to the loggingDuration;
[bookmark: _Toc525856534]5.7.x2.4	T330 expiry
Upon expiry of T330 the UE shall:
1>	release VarLogMeasConfig;
The UE is allowed to discard stored logged measurements, i.e. to release VarLogMeasReport, 48 hours after T330 expiry.

[bookmark: _Toc525856535]5.7.x3	Release of Logged Measurement Configuration
[bookmark: _Toc525856536]5.7.x3.1	General
The purpose of this procedure is to release the logged measurement configuration as well as the logged measurement information.
[bookmark: _Toc525856537]5.7.x3.2	Initiation
The UE shall initiate the procedure upon receiving a logged measurement configuration in another RAT. The UE shall also initiate the procedure upon power off or detach.
The UE shall:
1>	stop timer T330, if running;
1>	if stored, discard the logged measurement configuration as well as the logged measurement information, i.e. release the UE variables VarLogMeasConfig and VarLogMeasReport.

[bookmark: _Toc525856538]5.7.x4	Measurements logging
[bookmark: _Toc525856539]5.7.x4.1	General
This procedure specifies the logging of available measurements by a UE in RRC_IDLE and RRC_INACTIVE that has a logged measurement configuration.
[bookmark: _Toc525856540]5.7.x4.2	Initiation
While T330 is running, the UE shall:
1>	perform the logging in accordance with the following:
2>	if the reportType is set to periodical:
2>	if the UE is camping normally on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
3>	perform the logging at regular time intervals, as defined by the loggingInterval in VarLogMeasConfig;	Comment by CATT: Event triggered logged MDT is not included
[Huawei] Ok
2>	else if the reportType is set to eventType:
3>	within the loggingInterval as defined in VarLogMeasConfig, perform the logging only when the conditions indicated by the eventType are met;	Comment by Ericsson: We are fine with this formulation. But maybe it is better to expand this procedural text with detailed event type related checks. 


	Comment by CATT: Event triggered logged MDT is not included
[Huawei] Ok
2>	when adding a logged measurement entry in VarLogMeasReport, include the fields in accordance with the following:
3>	set the relativeTimeStamp to indicate the elapsed time since the moment at which the logged measurement configuration was received;
3>	if detailed location information became available during the last logging interval, set the content of the locationInfo as follows:
4>	include the locationCoordinates;
3>	if WLAN-NameList is included in VarLogMeasConfig:
4>	if detailed WLAN measurements are available:
5>	include logMeasResultListWLAN, in order of decreasing RSSI for WLAN APs;
3>	if BT-NameList is included in VarLogMeasConfig:
4>	if detailed Bluetooth measurements are available:
5>	include logMeasResultListBT, in order of decreasing RSSI for Bluetooth beacons;
3>	if the UE is in any cell seletion state (as specificed in TS 38.304 [20]):	Comment by CATT: Missing a branch for periodic log MDT for any cell selection state.
[Huawei] Our views are as below:

Firstly, this flag is valid when the two cases happen:
 For periodical type, out of coverage happens
 For event type, EventType is set to outOfCoverage

Secondly, for event type, if EventType is set to eventA2, we think that the UE will perform normal logging and thus there is no difference on UE behaviours between event type and periodical tyep.

So this part (i.e. any cell select state) may have no impact.	Comment by Nokia: We agree any cell selection state would happen for both: periodical logging and eventType. However, just to confirm the understanding: for EventType the UE need to meet the condition that is set to outOfCoverage to put anyCellSelectionSTate?
4>	set anyCellSelectionDetected to indicate the detection of no suitable or no acceptable cell found;
4>	set the servCellIdentity to indicate global cell identity of the last logged cell that the UE was camping on;
4>	set the measResultServCell to include the quantities of the last logged cell the UE was camping on;		
3> else:
4>	set the servCellIdentity to indicate global cell identity of the cell the UE is camping on;
4>	set the measResultServCell to include the quantities of the cell the UE is camping on;
4>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:	Comment by Ericsson: We need to discuss the details of how to handle the neighbour cell measurements that are configured via areaConfigForNeighbour in AreaConfiguration. May be this can be addressed in the next meeting as this is 
5>	for each neighbour cell included, include the optional fields that are available;
4>	for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring NR cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in TS 38.133 [14];
NOTE 3:	The UE includes the latest results of the available measurements as used for cell reselection evaluation in RRC_IDLE or RRC_INACTIVE or as used for evaluation of reporting criteria or for measurement reporting according to 5.5.3 in RRC_CONNECTED, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
2>	when the memory reserved for the logged measurement information becomes full, stop timer T330 and perform the same actions as performed upon expiry of T330, as specified in 5.7.x2.4.

[bookmark: _Toc20487017]5.7.x5	Mobility history information
[bookmark: _Toc20487018]5.7.x5.1	General
This procedure specifies how the mobility history information is stored by the UE, covering RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED.
[bookmark: _Toc20487019]5.7.x5.2	Initiation
If the UE supports storage of mobility history information, the UE shall:
1>	Upon change of cell, consisting of PCell in RRC_CONNECTED or serving cell in RRC_IDLE or RRC_INACTIVE (for NR cell) and consisting of E-UTRA cell, or when entering out of service:
2>	include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:
3>	if the global cell identity of the previous PCell/serving cell is available:
4>	include the global cell identity of that cell in the field visitedCellId of the entry;
3>	else:
4>	include the physical cell identity and carrier frequency of that cell in the field visitedCellId of the entry;
3>	set the field timeSpent of the entry as the time spent in the previous PCell/serving cell;
1>	upon entering NR (in RRC_IDLE, RRC_INACTIVE or RRC_CONNECTED) while previously out of service and/or using E-UTRA:
2>	include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:
3>	set the field timeSpent of the entry as the time spent outside NR.

<Next modification>

		

[bookmark: _Toc29321260][bookmark: _Toc20425864]6	Protocol data units, formats and parameters (ASN.1)
[bookmark: _Toc20425869][bookmark: _Toc29321265]6.2	RRC messages
[bookmark: _Toc20425870][bookmark: _Toc29321266]6.2.1	General message structure
[bookmark: OLE_LINK14]<Partially omitted>
[bookmark: _Toc20425875][bookmark: _Toc29321271]–	DL-DCCH-Message
The DL-DCCH-Message class is the set of RRC messages that may be sent from the network to the UE on the downlink DCCH logical channel.
-- ASN1START
-- TAG-DL-DCCH-MESSAGE-START

DL-DCCH-Message ::=              SEQUENCE {
    message                         DL-DCCH-MessageType
}

DL-DCCH-MessageType ::=         CHOICE {
    c1                              CHOICE {
        rrcReconfiguration              RRCReconfiguration,
        rrcResume                       RRCResume,
        rrcRelease                      RRCRelease,
        rrcReestablishment              RRCReestablishment,
        securityModeCommand             SecurityModeCommand,
        dlInformationTransfer           DLInformationTransfer,
        ueCapabilityEnquiry             UECapabilityEnquiry,
        counterCheck                    CounterCheck,
        mobilityFromNRCommand           MobilityFromNRCommand,
[bookmark: OLE_LINK20]		ueInformationRequest-r16		UEInformationRequest-r16,
		loggedMeasurementConfiguration-r16		LoggedMeasurementConfiguration-r16,
        spare7 NULL,
        spare6 NULL, spare5 NULL, spare4 NULL,
        spare3 NULL, spare2 NULL, spare1 NULL
    },
    messageClassExtension   SEQUENCE {}
}

-- TAG-DL-DCCH-MESSAGE-STOP
-- ASN1STOP

<Next modification>

[bookmark: _Toc29321275][bookmark: _Toc20425879]–	UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the network on the uplink DCCH logical channel.
-- ASN1START
-- TAG-UL-DCCH-MESSAGE-START

UL-DCCH-Message ::=             SEQUENCE {
    message                         UL-DCCH-MessageType
}

UL-DCCH-MessageType ::=         CHOICE {
    c1                              CHOICE {
        measurementReport               MeasurementReport,
        rrcReconfigurationComplete      RRCReconfigurationComplete,
        rrcSetupComplete                RRCSetupComplete,
        rrcReestablishmentComplete      RRCReestablishmentComplete,
        rrcResumeComplete               RRCResumeComplete,
        securityModeComplete            SecurityModeComplete,
        securityModeFailure             SecurityModeFailure,
        ulInformationTransfer           ULInformationTransfer,
        locationMeasurementIndication   LocationMeasurementIndication,
        ueCapabilityInformation         UECapabilityInformation,
        counterCheckResponse            CounterCheckResponse,
        ueAssistanceInformation         UEAssistanceInformation,
        failureInformation              FailureInformation, 
        ulInformationTransferMRDC       ULInformationTransferMRDC,
        scgFailureInformation           SCGFailureInformation,
        scgFailureInformationEUTRA      SCGFailureInformationEUTRA
	},
    messageClassExtension           CHOICE {
		c2						CHOICE {
		ueInformationResponse-r16		UEInformationResponse-r16,
			spare15 NULL, spare14 NULL, spare13 NULL, spare12 NULL, spare11 NULL,
			spare10 NULL, spare9 NULL, spare8 NULL, spare7 NULL, spare6 NULL,
			spare5 NULL, spare4 NULL, spare3 NULL, spare2 NULL, spare1 NULL
		},
    	messageClassExtension-r16           SEQUENCE {}
	}
    messageClassExtension           SEQUENCE {}
}

-- TAG-UL-DCCH-MESSAGE-STOP
-- ASN1STOP

<Next modification>


3GPP
[bookmark: _Toc29321276][bookmark: _Toc20425880]6.2.2	Message definitions
<Partially omitted>
–	LoggedMeasurementConfiguration
The LoggedMeasurementConfiguration message is used to perform logging of measurement results while in RRC_IDLE or RRC_INACTIVE. It is used to transfer the logged measurement configuration for network performance optimisation.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
LoggedMeasurementConfiguration message
-- ASN1START
-- TAG-LOGGEDMEASUREMENTCONFIGURATION-START

LoggedMeasurementConfiguration-r16 ::=   SEQUENCE {
    criticalExtensions                      CHOICE {
        loggedMeasurementConfiguration-r16            LoggedMeasurementConfiguration-r16-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

LoggedMeasurementConfiguration-r16-IEs ::=       SEQUENCE {
	traceReference-r16				TraceReference-r16,
	traceRecordingSessionRef-r16	OCTET STRING (SIZE (2)),
	tce-Id-r16						OCTET STRING (SIZE (1)),
	absoluteTimeInfo-r16			AbsoluteTimeInfo-r16,
	areaConfiguration-r16			AreaConfiguration-r16			OPTIONAL,	--Need R
	plmn-IdentityList-r16			PLMN-IdentityList3-r16			OPTIONAL,	--Need R
	bt-NameList-r16					BT-NameListConfig-r16					OPTIONAL, 	--Need R
	wlan-NameList-r16				WLAN-NameListConfig-r16				OPTIONAL, 	--Need R
	sensor-NameList-r16			Sensor-NameListConfig-r16		OPTIONAL, 	--Need R,
	loggingDuration-r16				LoggingDuration-r16,
    reportType                                  CHOICE {
        periodical                                  LoggedPeriodicalReportConfig,
        eventTriggered                              LoggedEventTriggerConfig
    }
}

LoggedPeriodicalReportConfig ::=                  SEQUENCE {

	loggingInterval-r16				LoggingInterval-r16
}

LoggedEventTriggerConfig ::=						SEQUENCE {
	eventType-r16					EventType-r16,

	loggingInterval-r16				LoggingInterval-r16
}

EventType-r16 ::=        CHOICE {
    outOfCoverage			NULL,
	eventA2                                     SEQUENCE {
        a2-Threshold                                MeasTriggerQuantity,
        hysteresis                                  Hysteresis,
        timeToTrigger                               TimeToTrigger
    },
   	...
}

-- TAG-LOGGEDMEASUREMENTCONFIGURATION-STOP
-- ASN1STOP

	LoggedMeasurementConfiguration field descriptions

	absoluteTimeInfo
Indicates the absolute time in the current cell.

	areaConfiguration
Used to restrict the area in which the UE performs measurement logging to cells broadcasting either one of the included cell identities or one of the included tracking area codes/ frequencies.	Comment by docomo: Why there is no PCI here?	Comment by CATT: or frequencies
[Huawei] Ok to correct it.

	eventType
The value outOfCoverage indicates the UE to perform logging of measurements when the UE enters any cell selection state, and the value eventA2 indicates the UE to perform logging of measurements when the triggering condition as configured in the event is met for the camping cell in camped normally state.

	plmn-IdentityList
Indicates a set of PLMNs defining when the UE performs measurement logging as well as the associated status indication and information retrieval i.e. the UE performs these actions when the RPLMN is part of this set of PLMNs.

	tce-Id
Parameter Trace Collection Entity Id: See TS 32.422 [x4].

	traceRecordingSessionRef
Parameter Trace Recording Session Reference: See TS 32.422 [x4].

	reportType
Parameter configures the type of MDT configuration, specifically Periodic MDT conifguraiton or Event Triggerd MDT.




[bookmark: OLE_LINK15]<Next modification>

[bookmark: _Toc29321287][bookmark: _Toc20425891]–	RRCReestablishmentComplete
The RRCReestablishmentComplete message is used to confirm the successful completion of an RRC connection re-establishment.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCReestablishmentComplete message
-- ASN1START
-- TAG-RRCREESTABLISHMENTCOMPLETE-START

RRCReestablishmentComplete ::=      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcReestablishmentComplete          RRCReestablishmentComplete-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCReestablishmentComplete-IEs ::=  SEQUENCE {
    lateNonCriticalExtension            OCTET STRING                    OPTIONAL,
    nonCriticalExtension                RRCReestablishmentComplete-vxyz-IEsSEQUENCE {}                     OPTIONAL
}

RRCReestablishmentComplete-vxyz-IEs ::=    SEQUENCE {
	logMeasAvailable-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableBT-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableWLAN-r16			ENUMERATED {true}				OPTIONAL,
	connEstFailInfoAvailable-r16		ENUMERATED {true}				OPTIONAL,
	rlf-InfoAvailable-r16				ENUMERATED {true}				OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                                                             OPTIONAL
}

-- TAG-RRCREESTABLISHMENTCOMPLETE-STOP
-- ASN1STOP

<Next modification>

[bookmark: _Toc20425894][bookmark: _Toc29321290]–	RRCReconfigurationComplete
The RRCReconfigurationComplete message is used to confirm the successful completion of an RRC connection reconfiguration.
Signalling radio bearer: SRB1 or SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCReconfigurationComplete message
-- ASN1START
-- TAG-RRCRECONFIGURATIONCOMPLETE-START

RRCReconfigurationComplete ::=              SEQUENCE {
    rrc-TransactionIdentifier                   RRC-TransactionIdentifier,
    criticalExtensions                          CHOICE {
        rrcReconfigurationComplete                  RRCReconfigurationComplete-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

RRCReconfigurationComplete-IEs ::=          SEQUENCE {
    lateNonCriticalExtension                    OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                        RRCReconfigurationComplete-v1530-IEs                                    OPTIONAL
}

RRCReconfigurationComplete-v1530-IEs ::=    SEQUENCE {
    uplinkTxDirectCurrentList                   UplinkTxDirectCurrentList                                               OPTIONAL,
    nonCriticalExtension                        RRCReconfigurationComplete-v1560-IEs                                    OPTIONAL
}

RRCReconfigurationComplete-v1560-IEs ::=    SEQUENCE {
    scg-Response                                CHOICE {
        nr-SCG-Response                                 OCTET STRING (CONTAINING RRCReconfigurationComplete),
        eutra-SCG-Response                              OCTET STRING
    }                                                                                                                   OPTIONAL,
    nonCriticalExtension                        RRCReconfigurationComplete-vxyz-IEsSEQUENCE {}                                                             OPTIONAL
}

RRCReconfigurationComplete-vxyz-IEs ::=    SEQUENCE {
	logMeasAvailable-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableBT-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableWLAN-r16			ENUMERATED {true}				OPTIONAL,
	connEstFailInfoAvailable-r16		ENUMERATED {true}				OPTIONAL,
	rlf-InfoAvailable-r16				ENUMERATED {true}				OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                                                             OPTIONAL
}


-- TAG-RRCRECONFIGURATIONCOMPLETE-STOP
-- ASN1STOP

	RRCReconfigurationComplete-IEs field descriptions

	scg-Response
In case of NR-DC (nr-SCG-Response), this field includes the RRCReconfigurationComplete message. In case of NE-DC (eutra-SCG-Response), this field includes the E-UTRA RRCConnectionReconfigurationComplete message as specified in TS 36.331 [10].

	uplinkTxDirectCurrentList
The Tx Direct Current locations for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).



<Next modification>

[bookmark: _Toc29321294][bookmark: _Toc20425898]–	RRCResumeComplete
The RRCResumeComplete message is used to confirm the successful completion of an RRC connection resumption.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCResumeComplete message
-- ASN1START
-- TAG-RRCRESUMECOMPLETE-START

RRCResumeComplete ::=                   SEQUENCE {
    rrc-TransactionIdentifier               RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcResumeComplete                       RRCResumeComplete-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

RRCResumeComplete-IEs ::=               SEQUENCE {
    dedicatedNAS-Message                    DedicatedNAS-Message                                                    OPTIONAL,
    selectedPLMN-Identity                   INTEGER (1..maxPLMN)                                                    OPTIONAL,
    uplinkTxDirectCurrentList               UplinkTxDirectCurrentList                                               OPTIONAL,
    lateNonCriticalExtension                OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                    RRCResumeComplete-vxyz-IEsSEQUENCE{}                                                              OPTIONAL
}

RRCResumeComplete-vxyz-IEs ::=    SEQUENCE {
	logMeasAvailable-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableBT-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableWLAN-r16			ENUMERATED {true}				OPTIONAL,
	connEstFailInfoAvailable-r16		ENUMERATED {true}				OPTIONAL,
	rlf-InfoAvailable-r16				ENUMERATED {true}				OPTIONAL,
	mobilityHistoryAvail-r16			ENUMERATED {true}				OPTIONAL,
	mobilityState-r16					ENUMERATED {normal, medium, high, spare}				OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                                                             OPTIONAL
}

-- TAG-RRCRESUMECOMPLETE-STOP
-- ASN1STOP

	RRCResumeComplete-IEs field descriptions

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1.

	uplinkTxDirectCurrentList
The Tx Direct Current locations for the configured serving cells and BWPs if requested by the NW (see reportUplinkTxDirectCurrent in CellGroupConfig).



<Next modification>

[bookmark: _Toc29321298][bookmark: _Toc20425902]–	RRCSetupComplete
The RRCSetupComplete message is used to confirm the successful completion of an RRC connection establishment.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
RRCSetupComplete message
-- ASN1START
-- TAG-RRCSETUPCOMPLETE-START

RRCSetupComplete ::=                SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcSetupComplete                    RRCSetupComplete-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCSetupComplete-IEs ::=            SEQUENCE {
    selectedPLMN-Identity               INTEGER (1..maxPLMN),
    registeredAMF                       RegisteredAMF                                   OPTIONAL,
    guami-Type                          ENUMERATED {native, mapped}                     OPTIONAL,
    s-NSSAI-List                        SEQUENCE (SIZE (1..maxNrofS-NSSAI)) OF S-NSSAI  OPTIONAL,
    dedicatedNAS-Message                DedicatedNAS-Message,
    ng-5G-S-TMSI-Value                  CHOICE {
        ng-5G-S-TMSI                        NG-5G-S-TMSI,
        ng-5G-S-TMSI-Part2                  BIT STRING (SIZE (9))
    }                                                                                   OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                    OPTIONAL,
    nonCriticalExtension                RRCSetupComplete-vxyz-IEsSEQUENCE{}                                      OPTIONAL
}

RRCSetupComplete-vxyz-IEs ::=    SEQUENCE {
	logMeasAvailable-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableBT-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableWLAN-r16			ENUMERATED {true}				OPTIONAL,
	connEstFailInfoAvailable-r16		ENUMERATED {true}				OPTIONAL,
	rlf-InfoAvailable-r16				ENUMERATED {true}				OPTIONAL,
	mobilityHistoryAvail-r16			ENUMERATED {true}				OPTIONAL,
	mobilityState-r16					ENUMERATED {normal, medium, high, spare}				OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                                                             OPTIONAL
}

RegisteredAMF ::=                   SEQUENCE {
    plmn-Identity                       PLMN-Identity                                   OPTIONAL,
    amf-Identifier                      AMF-Identifier
}

-- TAG-RRCSETUPCOMPLETE-STOP
-- ASN1STOP

	RRCSetupComplete-IEs field descriptions

	guami-Type
This field is used to indicate whether the GUAMI included is native (derived from native 5G-GUTI) or mapped (from EPS, derived from EPS GUTI) as specified in TS 24.501 [23].

	mobilityState
This field indicates the UE mobility state (as defined in TS 38.304 [20], clause 5.2.4.3) just prior to UE going into RRC_CONNECTED state. The UE indicates the value of medium and high when being in Medium-mobility and High-mobility states respectively. Otherwise the UE indicates the value normal.

	ng-5G-S-TMSI-Part2
The leftmost 9 bits of 5G-S-TMSI.

	registeredAMF
This field is used to transfer the GUAMI of the AMF where the UE is registered, as provided by upper layers, see TS 23.003 [21].

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1.



<Next modification>

[bookmark: _Toc20425905][bookmark: _Toc29321301]–	SCGFailureInformation
The SCGFailureInformation message is used to provide information regarding NR SCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SCGFailureInformation message
-- ASN1START
-- TAG-SCGFAILUREINFORMATION-START

SCGFailureInformation ::=                 SEQUENCE {
    criticalExtensions                         CHOICE {
        scgFailureInformation                     SCGFailureInformation-IEs,
        criticalExtensionsFuture                 SEQUENCE {}
    }
}

SCGFailureInformation-IEs ::=             SEQUENCE {
    failureReportSCG                              FailureReportSCG            OPTIONAL,
    nonCriticalExtension                         SEQUENCE {}                  OPTIONAL
}

[bookmark: _Hlk535235836]FailureReportSCG ::=                       SEQUENCE {
    failureType                                    ENUMERATED {
                                                           t310-Expiry, randomAccessProblem,
                                                           rlc-MaxNumRetx,
                                                           synchReconfigFailureSCG, scg-ReconfigFailure,
                                                           srb3-IntegrityFailure,  spare2, spare1},
    measResultFreqList                           MeasResultFreqList                       OPTIONAL,
    measResultSCG-Failure                       OCTET STRING (CONTAINING MeasResultSCG-Failure)                              OPTIONAL,
    ...,
	[[
	locationInfo-r16						LocationInfo-r16				OPTIONAL
	]]
}

MeasResultFreqList ::=               SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR


-- TAG-SCGFAILUREINFORMATION-STOP
-- ASN1STOP

	[bookmark: _Hlk535235867]SCGFailureInformation field descriptions

	measResultFreqList
The field contains available results of measurements on NR frequencies the UE is configured to measure by measConfig.

	measResultSCG-Failure
The field contains the MeasResultSCG-Failure IE which includes available results of measurements on NR frequencies the UE is configured to measure by the NR SCG RRCReconfiguration message. 



[bookmark: _Toc29321302][bookmark: _Toc20425906]–	SCGFailureInformationEUTRA
The SCGFailureInformationEUTRA message is used to provide information regarding E-UTRA SCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SCGFailureInformationEUTRA message
-- ASN1START
-- TAG-SCGFAILUREINFORMATIONEUTRA-START

SCGFailureInformationEUTRA ::=                SEQUENCE {
    criticalExtensions                                CHOICE {
        scgFailureInformationEUTRA                       SCGFailureInformationEUTRA-IEs,
        criticalExtensionsFuture                          SEQUENCE {}
    }
}

SCGFailureInformationEUTRA-IEs ::=           SEQUENCE {
    failureReportSCG-EUTRA                           FailureReportSCG-EUTRA                      OPTIONAL,
    nonCriticalExtension                              SEQUENCE {}                                    OPTIONAL
}

[bookmark: _Hlk535235904]FailureReportSCG-EUTRA ::=                     SEQUENCE {
    failureType                                          ENUMERATED {
                                                                t313-Expiry, randomAccessProblem,
                                                                rlc-MaxNumRetx, scg-ChangeFailure, spare4,
                                                                spare3, spare2, spare1},
    measResultFreqListMRDC                            MeasResultFreqListFailMRDC                OPTIONAL,
    measResultSCG-FailureMRDC                        OCTET STRING                          OPTIONAL,
    ...,
	[[
	locationInfo-r16						LocationInfo-r16				OPTIONAL	Comment by docomo: Square brackets [[ ]] are needed
[Huawei] Ok to correct it.
	]]
}

MeasResultFreqListFailMRDC ::=      SEQUENCE (SIZE (1.. maxFreq)) OF MeasResult2EUTRA

-- TAG-SCGFAILUREINFORMATIONEUTRA-STOP
-- ASN1STOP

	[bookmark: _Hlk535235934]SCGFailureInformationEUTRA field descriptions

	measResultFreqListMRDC
The field contains available results of measurements on E-UTRA frequencies the UE is configured to measure by measConfig.

	measResultSCG-FailureMRDC
Includes the E-UTRA MeasResultSCG-FailureMRDC IE as specified in TS 36.331 [10]. The field contains available results of measurements on E-UTRA frequencies the UE is configured to measure by the E-UTRA RRCConnectionReconfiguration message.



<Next modification>

[bookmark: _Toc29321310][bookmark: _Toc20425914]–	UECapabilityInformation
The IE UECapabilityInformation message is used to transfer UE radio access capabilities requested by the network.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
UECapabilityInformation information element
-- ASN1START
-- TAG-UECAPABILITYINFORMATION-START

UECapabilityInformation ::=         SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        ueCapabilityInformation             UECapabilityInformation-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

UECapabilityInformation-IEs ::=     SEQUENCE {
    ue-CapabilityRAT-ContainerList      UE-CapabilityRAT-ContainerList                                          OPTIONAL,

    lateNonCriticalExtension            OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                SEQUENCE{}                                                              OPTIONAL
}

-- TAG-UECAPABILITYINFORMATION-STOP
-- ASN1STOP

[bookmark: _Toc525856765]–	UEInformationRequest
The UEInformationRequest is the command used to retrieve information from the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
UEInformationRequest message
-- ASN1START
-- TAG-UEINFORMATIONREQUEST-START

UEInformationRequest-r16	::=				SEQUENCE {
	rrc-TransactionIdentifier		RRC-TransactionIdentifier,
	criticalExtensions				CHOICE {
		ueInformationRequest-r16				UEInformationRequest-r16-IEs,
		criticalExtensionsFuture			SEQUENCE {}
	}
}

UEInformationRequest-r16-IEs ::=		SEQUENCE {
	logMeasReportReq-r16				ENUMERATED {true}					OPTIONAL,
	connEstFailReportReq-r16			ENUMERATED {true}					OPTIONAL,
	ra-ReportReq-r16					ENUMERATED {true}					OPTIONAL,
	rlf-ReportReq-r16					ENUMERATED {true}					OPTIONAL,
	mobilityHistoryReportReq-r16		ENUMERATED {true}					OPTIONAL,
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- TAG-UEINFORMATIONREQUEST-STOP
-- ASN1STOP

	UEInformationRequest field descriptions

	connEstFailReportReq
This field is used to indicate whether the UE shall report information about the connection failure.

	logMeasReportReq
This field is used to indicate whether the UE shall report information about logged measurements.

	mobilityHistoryReportReq
This field is used to indicate whether the UE shall report information about mobility history information.

	ra-ReportReq
This field is used to indicate whether the UE shall report information about the random access procedure.

	rlf-ReportReq
This field is used to indicate whether the UE shall report information about the radio link failure.




[bookmark: _Toc525856766]–	UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the Network.
Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
UEInformationResponse message
-- ASN1START
-- TAG-UEINFORMATIONRESPONSE-START

UEInformationResponse-r16	::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		ueInformationResponse-r16				UEInformationResponse-r16-IEs,
		criticalExtensionsFuture				SEQUENCE {}
	}
}

UEInformationResponse-r16-IEs ::=		SEQUENCE {
	logMeasReport-r16					LogMeasReport-r16				OPTIONAL,
	connEstFailReport-r16				ConnEstFailReport-r16				OPTIONAL,
	ra-ReportList-r16						RA-ReportList-r16				OPTIONAL,
	rlf-Report-r16						RLF-Report-r16					OPTIONAL,
	mobilityHistoryReport-r16			MobilityHistoryReport-r16				OPTIONAL,
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

LogMeasReport-r16 ::=				SEQUENCE {
	absoluteTimeStamp-r16				AbsoluteTimeInfo-r16,
	traceReference-r16					TraceReference-r16,
	traceRecordingSessionRef-r16		OCTET STRING (SIZE (2)),
	tce-Id-r16							OCTET STRING (SIZE (1)),
	logMeasInfoList-r16					LogMeasInfoList-r16,
	logMeasAvailable-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableBT-r16				ENUMERATED {true}				OPTIONAL,
	logMeasAvailableWLAN-r16			ENUMERATED {true}				OPTIONAL,
	...
}

LogMeasInfoList-r16 ::=		SEQUENCE (SIZE (1..maxLogMeasReport-r16)) OF LogMeasInfo-r16

LogMeasInfo-r16 ::=		SEQUENCE {
	locationInfo-r16					LocationInfo-r16			OPTIONAL,
	relativeTimeStamp-r16				INTEGER (0..7200),
	servCellIdentity-r16				CGI-Info-Logging-r16,
	measResultServingCell-r16			MeasResultServingCell-r16,
	measResultNeighCells-r16			SEQUENCE {
		measResultNeighCellListNR			MeasResultList2NR-r16		OPTIONAL,
		measResultNeighCellListEUTRA		MeasResultList2EUTRA-r16	OPTIONAL
	},
	anyCellSelectionDetected-r16		ENUMERATED {true}			OPTIONAL
}

ConnEstFailInfo-r16 ::=				SEQUENCE {
	measResultFailedCell-r16				MeasResultFailedCell-r16,
	locationInfo-r16						LocationInfo-r16					OPTIONAL,
	measResultNeighCells-r16			SEQUENCE {
		measResultNeighCellListNR			MeasResultList2NR-r16		OPTIONAL,
		measResultNeighCellListEUTRA		MeasResultList2EUTRA-r16	OPTIONAL	
	},

	perRAInfoList-r16					PerRAInfoList-r16					OPTIONAL,	
	timeSinceFailure-r16				TimeSinceFailure-r16,
	...
}

ConnEstFailReport-r16 ::=				SEQUENCE (SIZE (1..maxConnEstFailInfo-r16)) OF ConnEstFailInfo-r16

MeasResultServingCell-r16 ::=                        SEQUENCE {
	physCellId                              PhysCellId				OPTIONAL,
	resultsSSB-Cell                         MeasQuantityResults		OPTIONAL,
	resultsSSB		                        SEQUENCE{
			best-ssb-Index                          SSB-Index,
			best-ssb-Results                        MeasQuantityResults		OPTIONAL,
			numberOfGoodSSB					INTEGER (1..maxNrofSSBs)	OPTIONAL
}			OPTIONAL,
	...
}

MeasResultFailedCell-r16 ::=                        SEQUENCE {
	cgi-Info									CGI-Info-Logging-r16,
    physCellId-r16                              PhysCellId                                                                  OPTIONAL,
    measResult-r16                              SEQUENCE {
        cellResults-r16                             SEQUENCE{
            resultsSSB-Cell-r16                         MeasQuantityResults                                                 OPTIONAL

        },
        rsIndexResults-r16                          SEQUENCE{
            resultsSSB-Indexes-r16                      ResultsPerSSB-IndexList                                             OPTIONAL



        }                                                                                                               OPTIONAL
    }
}

RA-ReportList-r16 ::= SEQUENCE (SIZE (1..maxRAReport)) OF RA-Report-r16

RA-Report-r16	::=						SEQUENCE {
[bookmark: OLE_LINK70]	cellId-r16							CGI-Info-Logging-r16,	Comment by CATT: Missing TAC info
[Huawei] We have checked CGI-InfoNR, and it has the TAC info
[CATT] TAC info is missing here
	absoluteFrequencyPointA-r16			ARFCN-ValueNR,
   	locationAndBandwidth                INTEGER (0..37949),
   	subcarrierSpacing                   SubcarrierSpacing,
	msg1-FrequencyStart                 INTEGER (0..maxNrofPhysicalResourceBlocks-1),
   	msg1-SubcarrierSpacing              SubcarrierSpacing,
	raPurpose							ENUMERATED {accessRelated, beamFailureRecovery, reconfigurationWithSync, ulUnSynchronized,
													schedulingRequestFailure, noPUCCHResourceAvailable, sCellAdditionTAAdjestment,
													msg1-BasedRequestForOtheSI, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1},
	perRAInfoList-r16					PerRAInfoList-r16
}

PerRAInfoList-r16 ::= SEQUENCE (SIZE (1..200)) OF PerRAInfo-r16

PerRAInfo-r16	::=			CHOICE {
	perRASSBInfoList-r16					PerRASSBInfo-r16,
	perRACSI-RSInfoList-r16				PerRACSI-RSInfo-r16
}	

[bookmark: _Hlk23844195]PerRASSBInfo-r16 ::= SEQUENCE {
     ssb-Index-r16                           SSB-Index,
     numberOfPreamblesSentOnSSB-r16      INTEGER (1..200),
     perRAAttemptInfoList-r16			PerRAAttemptInfoList-r16
}

PerRACSI-RSInfo-r16 ::= SEQUENCE {
     csi-RS-Index-r16                        CSI-RS-Index,
     numberOfPreamblesSentOnCSI-RS-r16      INTEGER (1..200),
     perRAAttemptInfoList-r16			PerRAAttemptInfoList-r16
}

PerRAAttemptInfoList-r16 ::=		SEQUENCE (SIZE (1..200)) OF PerRAAttemptInfo-r16

PerRAAttemptInfo-r16 ::=				SEQUENCE {
	contentionDetected-r16			BOOLEAN,
	dlRSRPAboveThreshold-r16		BOOLEAN,
	...
}

[bookmark: _Hlk23316213]RLF-Report-r16 ::=					SEQUENCE{
	measResultLastServCell-r16				MeasResultRLFNR-r16,
	measResultNeighCells-r16				SEQUENCE {
		measResultListNR-r16				MeasResultList2NR-r16				OPTIONAL,
		measResultListEUTRA-r16				MeasResultList2EUTRA-r16			OPTIONAL
	}																			OPTIONAL,
	c-RNTI-r16						RNTI-Value,
	previousPCellId-r16					CGI-Info-Logging-r16				OPTIONAL,	Comment by Nokia: Only NCGI is needed, no need to re-use CGI-InfoNR
[Huawei] Ok to have a new IE “CGI-Info-Logging-r16”	Comment by Ericsson: We believe there are beneifts of including the TAC information as well just like the ANR related reporting. This might help in routing the RLF report via the core network.

However, we are open to discuss reducing this to only cellIdentity + PLMN ID by creating a new IE.
	failedPCellId-r16					CHOICE {
		cellGlobalId-r16					CGI-Info-Logging-r16,
		pci-arfcn-r16						SEQUENCE {
			physCellId-r16						PhysCellId,
			carrierFreq-r16						ARFCN-ValueNR
		}
	}																OPTIONAL,
	reestablishmentCellId-r16		CGI-Info-Logging-r16						OPTIONAL,
	timeConnFailure-r16			INTEGER (0..1023)					OPTIONAL,
	timeSinceFailure-r16			TimeSinceFailure-r16,
	connectionFailureType-r16		ENUMERATED {rlf, hof}			OPTIONAL,
	rlf-Cause-r16					ENUMERATED {
										t310-Expiry, randomAccessProblem,
										rlc-MaxNumRetx, beamFailureRecoveryFailure, spare4, spare3, spare2, spare1},
	locationInfo-r16				LocationInfo-r16					OPTIONAL,
	perRAInfoList-r16				PerRAInfoList-r16					OPTIONAL
}

MeasResultList2NR-r16 ::=				SEQUENCE(SIZE (1..maxFreq)) OF MeasResult2NR-r16
MeasResultList2EUTRA-r16 ::=				SEQUENCE(SIZE (1..maxFreq)) OF MeasResult2EUTRA-r16

MeasResult2NR-r16 ::=                        SEQUENCE {
ssbFrequency-r16						ARFCN-ValueNR						OPTIONAL,
refFreqCSI-RS-r16						ARFCN-ValueNR						OPTIONAL,
measResultList-r16                  MeasResultListNR
}

MeasResult2EUTRA-r16 ::=				SEQUENCE {
	carrierFreq-r16						ARFCN-ValueEUTRA,
	measResultList-r16					MeasResultListEUTRA
}

MeasResultRLFNR-r16 ::=                        SEQUENCE {
    measResult-r16                              SEQUENCE {
        cellResults-r16                             SEQUENCE{
            resultsSSB-Cell-r16                         MeasQuantityResults                                                 OPTIONAL,
            resultsCSI-RS-Cell-r16                      MeasQuantityResults                                                 OPTIONAL
        },
        rsIndexResults-r16                          SEQUENCE{
            resultsSSB-Indexes-r16                      ResultsPerSSB-IndexList                                             OPTIONAL,
		    ssbRLMConfigBitmap-r16                      BIT STRING (SIZE (64))													OPTIONAL,
            resultsCSI-RS-Indexes-r16                   ResultsPerCSI-RS-IndexList                                          OPTIONAL,
		    csi-rsRLMConfigBitmap-r16                   BIT STRING (SIZE (96))													OPTIONAL
        }                                                                                                               OPTIONAL
    }
}

TimeSinceFailure-r16 ::=				INTEGER (0..172800)

MobilityHistoryReport-r16 ::=	VisitedCellInfoList-r16

-- TAG-UEINFORMATIONRESPONSE-STOP
-- ASN1STOP

	UEInformationResponse field descriptions

	logMeasReport
This field is used to provide the measurement results stored by the UE associated to logged MDT. 

	ra-Report
This field is used to provide the list of RA reports that is stored by the UE for the past upto maxRAReport number of successful random access procedues.

	rlf-Report
This field is used to indicated the RLF report related contents.



	LogMeasReport field descriptions

	absoluteTimeStamp
Indicates the absolute time when the logged measurement configuration logging is provided, as indicated by E-UTRAN within absoluteTimeInfo.

	logMeasResultListBT
This field refers to the Bluetooth measurement results.

	logMeasResultListWLAN
This field refers to the WLAN measurement results.

	measResultServCell
This field refers to the log measurement results taken in the Serving cell.

	relativeTimeStamp
Indicates the time of logging measurement results, measured relative to the absoluteTimeStamp. Value in seconds.

	tce-Id
Parameter Trace Collection Entity Id: See TS 32.422 [x4].

	timeStamp
Includes time stamps for the waypoints that describe planned locations for the UE.

	traceRecordingSessionRef
Parameter Trace Recording Session Reference: See TS 32.422 [x4].



	ConnEstFailReport field descriptions

	measResultFailedCell
This field refers to the last measurement results taken in the cell, where connection establishment failure happened.

	measResultNeighCells
This field refers to the neighbour cell measurements when connection establishment failure happened.

	numberOfConnFailPerCell
This field is used to indicate the number of failed connection setup attempts per cell after radio link failure.

	numberOfPreamblesSent
This field is used to indicate the number of random access preambles that were transmitted.

	maxTxPowerReached
This field is used to indicate whether or not the maximum power level was used for the last transmitted preamble.

	timeSinceFailure
This field is used to indicate the time that elapsed since the connection (establishment) failure. Value in seconds. The maximum value 172800 means 172800s or longer.




	RA-Report field descriptions

	absoluteFrequencyPointA
This field indicates the absolute frequency position of the reference resource block (Common RB 0).

	cellID
This field indicates the CGI of the cell in which the associated random access procedure was performed.

	contentionDetected
This field is used to indicate that contention was detected for the transmitted preamble in the given random access attempt or not. 

	csi-RS-Index
This field is used to indicate the CSI-RS index corresponding to the random access attempt.

	dlRSRPAboveThreshold
This field is used to indicate whether the DL beam (SSB or CSI-RS) qualtiy associated to the random access attempt was above or below the threshold (rsrp-ThresholdSSB when NUL is used and rsrp-ThresholdSSB-SUL when SUL is used).

	locationAndBandwidth
Frequency domain location and bandwidth of the bandwidth part associated to the random-access resources used by the UE. 

	msg1-FrequencyStart 
Offset of lowest PRACH transmission occasion in frequency domain with respective to PRB 0 of the UL BWP. 

	msg1-SubcarrierSpacing 
Subcarrier spacing of PRACH resources.

	numberOfPreamblesSentOnCSI-RS
This field is used to indicate the total number of successive RA preambles that were transmitted on the corresponding CSI-RS.

	numberOfPreamblesSentOnSSB
This field is used to indicate the total number of successive RA preambles that were transmitted on the corresponding SSB/PBCH block.

	perRAAttemptInfoList
This field provides detailed information about a random access attempt.

	perRAInfoList
This field provides detailed information about each of the random access attempts in the chronological order of the random access attempts.

	perRACSI-RSInfoList 
This field provides detailed information about the successive random acess attempts associated to the same CSI-RS.

	perRASSBInfoList 
This field provides detailed information about the successive random access attempts associated to the same SS/PBCH block.

	raPurpose 
This field is used to indicate the RA scenario for which the RA report entry is triggered. The RA accesses associated to Initial access from RRC_IDLE, transition from RRC-INACTIVE and the MSG3 based SI request are indicated using the indicator ‘accessRelated’. 

	ssb-Index
This field is used to indicate the SS/PBCH index of the SS/PBCH block corresponding to the random access attempt.

	ssbRSRPQualityIndicator
This field is used to indicate the SS/PBCH RSRP of the SS/PBCH block corresponding to the random access attempt is above rsrp-ThresholdSSB or not.

	subcarrierSpacing 
Subcarrier spacing used in the BWP associated to the random-access resources used by the UE.



	RLF-Report field descriptions

	connectionFailureType
This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	csi-rsRLMConfigBitmap
This field is used to indicate the CSI-RS indexes that are also part of the RLM configurations.

	c-RNTI
This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	failedCellId
This field is used to indicate the cell in which connection establishment failed.

	failedPCellId
This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover. The UE sets the ARFCN according to the frequency band used for transmission/ reception when the failure occurred.

	measResultLastServCell
This field refers to the last measurement results taken in the PCell, where radio link failure or handover failure happened.

	measResultListEUTRA
This field refers to the last measurement results taken in the neighboring EUTRA Cells, when the radio link failure or handover failure happened.

	measResultListNR
This field refers to the last measurement results taken in the neighboring NR Cells, when the radio link failure or handover failure happened.

	measResultServCell
This field refers to the log measurement results taken in the Serving cell.

	previousPCellId
This field is used to indicate the source PCell of the last handover (source PCell when the last RRCReconfiguration message including reconfigurationWithSync was received).

	reestablishmentCellId
This field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	rlf-Cause
This field is used to indicate the cause of the last radio link failure that was detected. In case of handover failure information reporting (i.e., the connectionFailureType is set to 'hof'), the UE is allowed to set this field to any value.

	ssbRLMConfigBitmap
This field is used to indicate the SS/PBCH block indexes that are also part of the RLM configurations.

	timeConnFailure	Comment by Nokia: timeSinceHO? Nevertheless was the timer agreed for CEF?? We aren’t sure	Comment by Ericsson: This is only for RLF-report
This field is used to indicate the time elapsed since the last HO initialization until connection failure. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeSinceFailure
This field is used to indicate the time that elapsed since the connection (establishment) failure. Value in seconds. The maximum value 172800 means 172800s or longer.



[bookmark: _Toc20425915][bookmark: _Toc29321311]–	ULInformationTransfer
The ULInformationTransfer message is used for the uplink transfer of NAS or non-3GPP dedicated information.
Signalling radio bearer: SRB2 or SRB1 (only if SRB2 not established yet). If SRB2 is suspended, the UE does not send this message until SRB2 is resumed
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
ULInformationTransfer message
-- ASN1START
-- TAG-ULINFORMATIONTRANSFER-START

ULInformationTransfer ::=           SEQUENCE {
    criticalExtensions                  CHOICE {
        ulInformationTransfer               ULInformationTransfer-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

ULInformationTransfer-IEs ::=       SEQUENCE {
    dedicatedNAS-Message                DedicatedNAS-Message                OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}

-- TAG-ULINFORMATIONTRANSFER-STOP
-- ASN1STOP

[bookmark: _Toc29321312][bookmark: _Toc20425916]–	ULInformationTransferMRDC
The ULInformationTransferMRDC message is used for the uplink transfer of MR-DC dedicated information  (e.g. for transferring the NR or E-UTRA RRC MeasurementReport message or the FailureInformation message).
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
ULInformationTransferMRDC message
-- ASN1START
-- TAG-ULINFORMATIONTRANSFERMRDC-START

ULInformationTransferMRDC ::=               SEQUENCE {
    criticalExtensions                          CHOICE {
        c1                                          CHOICE {
            ulInformationTransferMRDC                   ULInformationTransferMRDC-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

ULInformationTransferMRDC-IEs::=           SEQUENCE {
    ul-DCCH-MessageNR                           OCTET STRING                    OPTIONAL,
    ul-DCCH-MessageEUTRA                        OCTET STRING                    OPTIONAL,
    lateNonCriticalExtension                    OCTET STRING                    OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                     OPTIONAL
}

-- TAG-ULINFORMATIONTRANSFERMRDC-STOP
-- ASN1STOP

	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR
Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport and FailureInformation messages.

	ul-DCCH-MessageEUTRA
Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the E-UTRA RRC MeasurementReport message.



<Next modification>

[bookmark: _Toc20425917][bookmark: _Toc29321313]6.3	RRC information elements
<Partially omitted>
[bookmark: _Toc29321325][bookmark: _Toc20425929]6.3.2	Radio resource control information elements
[bookmark: OLE_LINK16][bookmark: OLE_LINK17]<Partially omitted>

–	CommonLocationInfo
The IE CommonLocationInfo is used to transfer detailed location information available at the UE to correlate measurements and UE position information.
CommonLocationInfo information element
-- ASN1START
-- TAG-COMMONLOCATIONINFO-START

CommonLocationInfo-r16 ::=   SEQUENCE {
 	gnss-TOD-msec-r16				OCTET STRING		OPTIONAL,
	locationTimestamp-r16			OCTET STRING		OPTIONAL,
 	locationEstimate-r16				OCTET STRING		OPTIONAL,
 	locationError-r16				OCTET STRING		OPTIONAL,
 	locationSource-r16				OCTET STRING		OPTIONAL,
 	velocityEstimate-r16				OCTET STRING		OPTIONAL
}

-- TAG-COMMONLOCATIONINFO-STOP
-- ASN1STOP

	[bookmark: OLE_LINK36][bookmark: OLE_LINK43]CommonLocationInfo field descriptions

	LocationTimeStamp
Parameter type DisplacementTimeStamp defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.

	locationEstimate
Parameter type LocationCoordinate defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.

	locationError
Parameter LocationError defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.

	locationSource
Parameter LocationSource defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.

	velocityEstimate
Parameter type Velocity defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.



<Next modification>

[bookmark: _Hlk32224814]–	CGI-Info-Logging
The IE CGI-Info-Logging indicates the NR Cell Global Identifier (NCGI) for logging purposes (e.g. RLF report), the globally unique identity of a cell in NR.
CGI-Info-Logging information element
-- ASN1START
-- TAG-CGI-INFO-LOGGING-START

CGI-INFO-LOGGING-r16 ::=                   SEQUENCE {
    plmn-Identity                       	PLMN-Identity,
    cellIdentity                            CellIdentity
}
-- TAG-CGI-INFO-LOGGING-STOP
-- ASN1STOP

	CGI-Info-Logging field descriptions

	cellIdentity
Unambiguously identify a cell within a PLMN.	Comment by Ericsson: With the flexible g-NB ID length allocation possibility, just having the cellIdentity might not suffice for uniquely identifying a cell within a PLMN. Therefore, atleast the TAC should also be included in CGI-Info-Logging IE.

	plmn-Identity
Identifies a Public Land Mobile Network. Further information regarding how to set the IE is specified in TS 23.003 [21].





<Next modification>

–	LocationInfo
The IE LocationInfo is used to transfer detailed location information and sensor available at the UE.
LocationInfo information element
-- ASN1START
-- TAG-LOCATIONINFO-START

[bookmark: OLE_LINK71]LocationInfo-r16 ::=	SEQUENCE {
	commonLocationInfo-r16			CommonLocationInfo-r16			OPTIONAL,		-- Need R
	bt-LocationInfo-r16				LogMeasResultListBT-r16			OPTIONAL,		-- Need R
	wlan-LocationInfo-r16			LogMeasResultListWLAN-r16		OPTIONAL,		-- Need R
	sensor-LocationInfo-r16			Sensor-LocationInfo-r16			OPTIONAL,		-- Need R
	...
}

-- TAG-LOCATIONINFO-STOP
-- ASN1STOP

<Next modification>

[bookmark: _Toc29321407][bookmark: _Toc20426011]–	MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency, and inter-RAT mobility.
MeasResults information element
-- ASN1START
-- TAG-MEASRESULTS-START

MeasResults ::=                         SEQUENCE {
    measId                                  MeasId,
    measResultServingMOList                 MeasResultServMOList,
    measResultNeighCells                    CHOICE {
        measResultListNR                        MeasResultListNR,
        ...,
        measResultListEUTRA                     MeasResultListEUTRA
    }                                                                                                                   OPTIONAL,
    ...,
    [[
    measResultServFreqListEUTRA-SCG         MeasResultServFreqListEUTRA-SCG                                             OPTIONAL,
    measResultServFreqListNR-SCG            MeasResultServFreqListNR-SCG                                                OPTIONAL,
    measResultSFTD-EUTRA                    MeasResultSFTD-EUTRA                                                        OPTIONAL,
    measResultSFTD-NR                       MeasResultCellSFTD-NR                                                       OPTIONAL
     ]],
    [[
    measResultCellListSFTD-NR                       MeasResultCellListSFTD-NR                                                                       OPTIONAL
    ]],
	[[ 
	 	locationInfo-r16						LocationInfo-r16								OPTIONAL,
		ul-PDCP-DelayRatioResultList-r16		UL-PDCP-DelayRatioResultList-r16				OPTIONAL,
		ul-PDCP-DelayValueResultList-r16		UL-PDCP-DelayValueResultList-r16				OPTIONAL
	]]
}

MeasResultServMOList ::=                SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServMO

MeasResultServMO ::=                    SEQUENCE {
    servCellId                              ServCellIndex,
    measResultServingCell                   MeasResultNR,
    measResultBestNeighCell                 MeasResultNR                                                                OPTIONAL,
    ...
}

MeasResultListNR ::=                    SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultNR

MeasResultNR ::=                        SEQUENCE {
    physCellId                              PhysCellId                                                                  OPTIONAL,
    measResult                              SEQUENCE {
        cellResults                             SEQUENCE{
            resultsSSB-Cell                         MeasQuantityResults                                                 OPTIONAL,
            resultsCSI-RS-Cell                      MeasQuantityResults                                                 OPTIONAL
        },
        rsIndexResults                          SEQUENCE{
            resultsSSB-Indexes                      ResultsPerSSB-IndexList                                             OPTIONAL,
            resultsCSI-RS-Indexes                   ResultsPerCSI-RS-IndexList                                          OPTIONAL
        }                                                                                                               OPTIONAL
    },
    ...,
    [[
    cgi-Info                                CGI-InfoNR                                                                    OPTIONAL
    ]]
}

MeasResultListEUTRA ::=                 SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA

MeasResultEUTRA ::=                     SEQUENCE {
    eutra-PhysCellId                        PhysCellId,
    measResult                              MeasQuantityResultsEUTRA,

    cgi-Info                                CGI-InfoEUTRA                                                               OPTIONAL,
    ...
}

MultiBandInfoListEUTRA ::=              SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicatorEUTRA

MeasQuantityResults ::=                 SEQUENCE {
    rsrp                                    RSRP-Range                                                                  OPTIONAL,
    rsrq                                    RSRQ-Range                                                                  OPTIONAL,
    sinr                                    SINR-Range                                                                  OPTIONAL
}


MeasQuantityResultsEUTRA ::=            SEQUENCE {
    rsrp                                    RSRP-RangeEUTRA                                                             OPTIONAL,
    rsrq                                    RSRQ-RangeEUTRA                                                             OPTIONAL,
    sinr                                    SINR-RangeEUTRA                                                             OPTIONAL
}


ResultsPerSSB-IndexList::=              SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerSSB-Index

ResultsPerSSB-Index ::=                 SEQUENCE {
    ssb-Index                               SSB-Index,
    ssb-Results                             MeasQuantityResults                                                         OPTIONAL
}

ResultsPerCSI-RS-IndexList::=           SEQUENCE (SIZE (1..maxNrofIndexesToReport2)) OF ResultsPerCSI-RS-Index

ResultsPerCSI-RS-Index ::=              SEQUENCE {
    csi-RS-Index                            CSI-RS-Index,
    csi-RS-Results                          MeasQuantityResults                                                         OPTIONAL
}
MeasResultServFreqListEUTRA-SCG ::= SEQUENCE (SIZE (1..maxNrofServingCellsEUTRA)) OF MeasResult2EUTRA

MeasResultServFreqListNR-SCG ::= SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResult2NR

UL-PDCP-DelayRatioResultList-r16 ::=		SEQUENCE (SIZE (1..maxDRB)) OF UL-PDCP-DelayRatioResult-r16

UL-PDCP-DelayRatioResult-r16 ::=			SEQUENCE {
	drb-Id-r16							DRB-Identity,
	excessDelay-r16						INTEGER (0..31),
	...
}

UL-PDCP-DelayValueResultList-r16 ::=		SEQUENCE (SIZE (1..maxDRB)) OF UL-PDCP-DelayValueResult-r16

UL-PDCP-DelayValueResult-r16 ::=			SEQUENCE {
	drb-Id-r16							DRB-Identity,
	averageDelay-r16					INTEGER (0..10000),
	...
}

-- TAG-MEASRESULTS-STOP
-- ASN1STOP

	MeasResultEUTRA field descriptions

	eutra-PhysCellId
Identifies the physical cell identity of the E-UTRA cell for which the reporting is being performed. The UE reports a value in the range 0..503, other values are reserved.



	MeasResultNR field descriptions

	cellResults
Cell level measurement results.

	physCellId
The physical cell identity of the NR cell for which the reporting is being performed.

	resultsSSB-Cell
Cell level measurement results based on SS/PBCH related measurements.

	resultsSSB-Indexes
Beam level measurement results based on SS/PBCH related measurements.

	resultsCSI-RS-Cell
Cell level measurement results based on CSI-RS related measurements.

	resultsCSI-RS-Indexes
Beam level measurement results based on CSI-RS related measurements.

	rsIndexResults
Beam level measurement results.



	MeasResults field descriptions

	averageDelay
Indicates average delay for the packets during the reporting period, as specified in TS 38.314 [x5]. Values 1 corresponds to 0.1 milliseconds, value 2 corresponds to 0.2 milliseconds, and so on.

	drb-Id
Indicates DRB value for which uplink PDCP delay ratio or value is provided, according to TS 38.314 [x5].

	excessDelay
Indicates excess queueing delay ratio in UL, according to excess delay ratio measurement report mapping table, as defined in TS 38.314 [x5], Table 4.2.1.1.1-1.

	locationInfo
Positioning related information and measurements.

	measId
Identifies the measurement identity for which the reporting is being performed.

	measResultCellListSFTD-NR
SFTD measurement results between the PCell and the NR neighbour cell(s) in NR standalone.

	measResultEUTRA
Measured results of an E-UTRA cell.

	measResultListEUTRA
List of measured results for the maximum number of reported best cells for an E-UTRA measurement identity.

	measResultListNR
List of measured results for the maximum number of reported best cells for an NR measurement identity.

	measResultNR
Measured results of an NR cell.

	measResultServFreqListEUTRA-SCG
Measured results of the E-UTRA SCG serving frequencies: the measurement result of PSCell and each SCell, if any, and of the best neighbouring cell on each E-UTRA SCG serving frequency.

	measResultServFreqListNR-SCG
Measured results of the NR SCG serving frequencies: the measurement result of PSCell and each SCell, if any, and of the best neighbouring cell on each NR SCG serving frequency.

	measResultServingMOList
Measured results of measured cells with reference signals indicated in the serving cell measurement objects including measurement results of SpCell, configured SCell(s) and best neighbouring cell within measured cells with reference signals indicated in on each serving cell measurement object.

	measResultSFTD-EUTRA
SFTD measurement results between the PCell and the E-UTRA PScell in NE-DC.

	measResultSFTD-NR
SFTD measurement results between the PCell and the NR PScell in NR-DC.



[bookmark: _Toc29321408][bookmark: _Toc20426012]–	MeasResult2EUTRA
The IE MeasResult2EUTRA contains measurements on E-UTRA frequencies.
MeasResult2EUTRA information element
-- ASN1START
-- TAG-MEASRESULT2EUTRA-START

MeasResult2EUTRA ::=       SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    measResultServingCell               MeasResultEUTRA                 OPTIONAL,
    measResultBestNeighCell             MeasResultEUTRA                 OPTIONAL,
    ...
}

-- TAG-MEASRESULT2EUTRA-STOP
-- ASN1STOP

[bookmark: _Toc29321409][bookmark: _Toc20426013]–	MeasResult2NR
The IE MeasResult2NR contains measurements on NR frequencies.
MeasResult2NR information element
-- ASN1START
-- TAG-MEASRESULT2NR-START

MeasResult2NR ::=                   SEQUENCE {
    ssbFrequency                        ARFCN-ValueNR                           OPTIONAL,
    refFreqCSI-RS                       ARFCN-ValueNR                           OPTIONAL,
    measResultServingCell               MeasResultNR                            OPTIONAL,
    measResultNeighCellListNR           MeasResultListNR                        OPTIONAL,
    ...
}

-- TAG-MEASRESULT2NR-STOP
-- ASN1STOP

[bookmark: _Toc20426014][bookmark: _Toc29321410]–	MeasResultSCG-Failure
The IE MeasResultSCG-Failure is used to provide information regarding failures detected by the UE in EN-DC.
MeasResultSCG-Failure information element
-- ASN1START
-- TAG-MEASRESULTSCG-FAILURE-START

MeasResultSCG-Failure ::=           SEQUENCE {
    measResultPerMOList                 MeasResultList2NR,
    ...,
	[[
	locationInfo-r16					LocationInfo-r16				OPTIONAL	Comment by docomo: Brackets [[ ]] are needed.
[Huawei] Ok to correct it.
	]]
}

MeasResultList2NR ::=               SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR

-- TAG-MEASRESULTSCG-FAILURE-STOP
-- ASN1STOP

[bookmark: OLE_LINK18]<Next modification>

[bookmark: _Toc20426044][bookmark: _Toc29321440]–	PLMN-Identity
The IE PLMN-Identity identifies a Public Land Mobile Network. Further information regarding how to set the IE is specified in TS 23.003 [21].
PLMN-Identity information element
-- ASN1START
-- TAG-PLMN-IDENTITY-START

PLMN-Identity ::=                   SEQUENCE {
    mcc                                 MCC                 OPTIONAL,                   -- Cond MCC
    mnc                                 MNC
}

MCC ::=                             SEQUENCE (SIZE (3)) OF MCC-MNC-Digit

MNC ::=                             SEQUENCE (SIZE (2..3)) OF MCC-MNC-Digit

MCC-MNC-Digit ::=                   INTEGER (0..9)


-- TAG-PLMN-IDENTITY-STOP
-- ASN1STOP

	PLMN-Identity field descriptions

	mcc
The first element contains the first MCC digit, the second element the second MCC digit and so on. If the field is absent, it takes the same value as the mcc of the immediately preceding IE PLMN-Identity. See TS 23.003 [21].

	mnc
The first element contains the first MNC digit, the second element the second MNC digit and so on. See TS 23.003 [21].



	Conditional Presence
	Explanation

	MCC
	This field is mandatory present when PLMN-Identity is not used in a list or if it is the first entry of PLMN-Identity in a list. Otherwise it is optionally present, Need S.



[bookmark: _Toc20426045][bookmark: _Toc29321441]–	PLMN-IdentityInfoList
The IE PLMN-IdentityInfoList includes a list of PLMN identity information.
PLMN-IdentityInfoList information element
-- ASN1START
-- TAG-PLMN-IDENTITYINFOLIST-START

PLMN-IdentityInfoList ::=               SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=                   SEQUENCE {
    plmn-IdentityList                       SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity,
    trackingAreaCode                        TrackingAreaCode                                            OPTIONAL,       -- Need R
    ranac                                   RAN-AreaCode                                                OPTIONAL,       -- Need R
    cellIdentity                            CellIdentity,
    cellReservedForOperatorUse              ENUMERATED {reserved, notReserved},
    ...
}
-- TAG-PLMN-IDENTITYINFOLIST-STOP
-- ASN1STOP

	PLMN-IdentityInfo field descriptions

	cellReservedForOperatorUse
Indicates whether the cell is reserved for operator use (per PLMN), as defined in TS 38.304 [20].

	trackingAreaCode
Indicates Tracking Area Code to which the cell indicated by cellIdentity field belongs. The absence of the field indicates that the cell only supports PSCell/SCell functionality (per PLMN).



[bookmark: _Toc5272586]–	PLMN-IdentityList3
Includes a list of PLMN identities.
PLMN-IdentityList3 information element
-- ASN1START
-- TAG-PLMNIDENTITYLIST3-START

PLMN-IdentityList3-r16 ::=				SEQUENCE (SIZE (1..16)) OF PLMN-Identity

-- TAG-PLMNIDENTITYLIST3-STOP
-- ASN1STOP

<Next modification>

[bookmark: _Toc20426079][bookmark: _Toc29321475]–	ReportConfigNR
The IE ReportConfigNR specifies criteria for triggering of an NR measurement reporting event. Measurement reporting events are based on cell measurement results, which can either be derived based on SS/PBCH block or CSI-RS. These events are labelled AN with N equal to 1, 2 and so on.
Event A1:	Serving becomes better than absolute threshold;
Event A2:	Serving becomes worse than absolute threshold;
Event A3:	Neighbour becomes amount of offset better than PCell/PSCell;
Event A4:	Neighbour becomes better than absolute threshold;
Event A5:	PCell/PSCell becomes worse than absolute threshold1 AND Neighbour/SCell becomes better than another absolute threshold2;
Event A6:	Neighbour becomes amount of offset better than SCell.
ReportConfigNR information element
-- ASN1START
-- TAG-REPORTCONFIGNR-START

ReportConfigNR ::=                          SEQUENCE {
    reportType                                  CHOICE {
        periodical                                  PeriodicalReportConfig,
        eventTriggered                              EventTriggerConfig,
        ...,
        reportCGI                                   ReportCGI,
        reportSFTD                                  ReportSFTD-NR
    }
}

ReportCGI ::=                     SEQUENCE {
    cellForWhichToReportCGI          PhysCellId,
        ...
}

ReportSFTD-NR ::=                 SEQUENCE {
    reportSFTD-Meas                  BOOLEAN,
    reportRSRP                       BOOLEAN,
    ...,
    [[
    reportSFTD-NeighMeas             ENUMERATED {true}                                OPTIONAL,   -- Need R
    drx-SFTD-NeighMeas               ENUMERATED {true}                                OPTIONAL,   -- Need R
    cellsForWhichToReportSFTD        SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellId   OPTIONAL    -- Need R
    ]]
}

EventTriggerConfig::=                       SEQUENCE {
    eventId                                     CHOICE {
        eventA1                                     SEQUENCE {
            a1-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA2                                     SEQUENCE {
            a2-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger
        },
        eventA3                                     SEQUENCE {
            a3-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        eventA4                                     SEQUENCE {
            a4-Threshold                                MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        eventA5                                     SEQUENCE {
            a5-Threshold1                               MeasTriggerQuantity,
            a5-Threshold2                               MeasTriggerQuantity,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        eventA6                                     SEQUENCE {
            a6-Offset                                   MeasTriggerQuantityOffset,
            reportOnLeave                               BOOLEAN,
            hysteresis                                  Hysteresis,
            timeToTrigger                               TimeToTrigger,
            useWhiteCellList                            BOOLEAN
        },
        ...
    },

    rsType                                      NR-RS-Type,

    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),

    reportQuantityRS-Indexes                     MeasReportQuantity                                            OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    reportAddNeighMeas                          ENUMERATED {setup}                                             OPTIONAL,   -- Need R
    ...,
	[[
		includeCommonLocationInfo-r16			ENUMERATED {true}												   OPTIONAL,	-- Need R
		includeBT-Meas-r16						BT-NameListConfig-r16 												OPTIONAL,	-- Need R
		includeWLAN-Meas-r16					WLAN-NameListConfig-r16												OPTIONAL,	-- Need R
		includeSensor-Meas-r16					Sensor-NameListConfig-r16											OPTIONAL		-- Need R
	]]
}

PeriodicalReportConfig ::=                  SEQUENCE {
    rsType                                      NR-RS-Type,

    reportInterval                              ReportInterval,
    reportAmount                                ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

    reportQuantityCell                          MeasReportQuantity,
    maxReportCells                              INTEGER (1..maxCellReport),

    reportQuantityRS-Indexes                    MeasReportQuantity                                             OPTIONAL,   -- Need R
    maxNrofRS-IndexesToReport                   INTEGER (1..maxNrofIndexesToReport)                            OPTIONAL,   -- Need R
    includeBeamMeasurements                     BOOLEAN,
    useWhiteCellList                            BOOLEAN,
    ...,
	[[
		includeCommonLocationInfo-r16			ENUMERATED {true}												   OPTIONAL,	-- Need R
		includeBT-Meas-r16						BT-NameListConfig-r16 												OPTIONAL,	-- Need R
		includeWLAN-Meas-r16					WLAN-NameListConfig-r16												OPTIONAL,	-- Need R
		includeSensor-Meas-r16					Sensor-NameListConfig-r16											OPTIONAL,	-- Need R
		ul-DelayRatioConfig-r16					SetupRelease { UL-DelayRatioConfig-r16 }							OPTIONAL,	-- Need R
		ul-DelayValueConfig-r16					SetupRelease { UL-DelayValueConfig-r16 }							OPTIONAL		-- Need R
	]]
}

NR-RS-Type ::=                              ENUMERATED {ssb, csi-rs}

MeasTriggerQuantity ::=                     CHOICE {
    rsrp                                        RSRP-Range,
    rsrq                                        RSRQ-Range,
    sinr                                        SINR-Range
}

MeasTriggerQuantityOffset ::=               CHOICE {
    rsrp                                        INTEGER (-30..30),
    rsrq                                        INTEGER (-30..30),
    sinr                                        INTEGER (-30..30)
}


MeasReportQuantity ::=                      SEQUENCE {
    rsrp                                        BOOLEAN,
    rsrq                                        BOOLEAN,
    sinr                                        BOOLEAN
}


-- TAG-REPORTCONFIGNR-STOP
-- ASN1STOP

	ReportConfigNR field descriptions

	reportType
Type of the configured measurement report. In EN-DC, network does not configure report of type reportCGI using SRB3.



	EventTriggerConfig field descriptions

	a3-Offset/a6-Offset
Offset value(s) to be used in NR measurement report triggering condition for event a3/a6. The actual value is field value * 0.5 dB.

	aN-ThresholdM
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M. The network configures aN-Threshold1 only for events A1, A2, A4, A5 and a5-Threshold2 only for event A5. In the same eventA5, the network configures the same quantity for the MeasTriggerQuantity of the a5-Threshold1 and for the MeasTriggerQuantity of the a5-Threshold2.

	eventId
Choice of NR event triggered reporting criteria.

	maxNrofRS-IndexesToReport
Max number of RS indexes to include in the measurement report for A1-A6 events.

	maxReportCells
Max number of non-serving cells to include in the measurement report.

	reportAddNeighMeas
Indicates that the UE shall include the best neighbour cells per serving frequency.

	reportAmount
Number of measurement reports applicable for eventTriggered as well as for periodical report types.

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantityCell
The cell measurement quantities to be included in the measurement report.

	reportQuantityRS-Indexes
Indicates which measurement information per RS index the UE shall include in the measurement report.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	ul-DelayRatioConfig
If the field is present, the UE shall perform the PDCP queueing excess delay measurement per DRB as specified in TS 38.314 [x5] and the UE shall ignore the fields reportQuantityCell and maxReportCells. The applicable values for the corresponding reportInterval are (one of the) [FFS on values]. The reportInterval indicates the periodicity for performing and reporting of UL PDCP Delay per DRB measurement as specified in TS 38.314 [x5].

	ul-DelayValueConfig
If the field is present, the UE shall perform the actual PDCP queueing delay measurement per DRB as specified in TS 38.314 [x5] and the UE shall ignore the fields reportQuantityCell and maxReportCells. The applicable values for the corresponding reportInterval are (one of the) [FFS on values]. The reportInterval indicates the periodicity for performing and reporting of UL PDCP Delay per DRB measurement as specified in TS 38.314 [x5].

	useWhiteCellList
Indicates whether only the cells included in the white-list of the associated measObject are applicable as specified in 5.5.4.1.



	PeriodicalReportConfig field descriptions

	maxNrofRS-IndexesToReport
Max number of RS indexes to include in the measurement report.

	maxReportCells
Max number of non-serving cells to include in the measurement report.

	reportAmount
Number of measurement reports applicable for eventTriggered as well as for periodical report types

	reportQuantityCell
The cell measurement quantities to be included in the measurement report.

	reportQuantityRS-Indexes
Indicates which measurement information per RS index the UE shall include in the measurement report.

	useWhiteCellList
Indicates whether only the cells included in the white-list of the associated measObject are applicable as specified in 5.5.4.1.



	ReportSFTD-NR field descriptions

	cellForWhichToReportSFTD
Indicates the target NR neighbour cells for SFTD measurement between PCell and NR neighbour cells.

	drx-SFTD-NeighMeas
Indicates that the UE shall use available idle periods (i.e. DRX off periods) for the SFTD measurement in NR standalone. The network only includes drx-SFTD-NeighMeas field when reprtSFTD-NeighMeas is set to true.

	reportSFTD-Meas
Indicates whether UE is required to perform SFTD measurement between PCell and NR PSCell in NR-DC.

	reportSFTD-NeighMeas
Indicates whether UE is required to perform SFTD measurement between PCell and NR neighbour cells in NR standalone. The network does not include this field if reportSFTD-Meas is set to true.

	reportRSRP
Indicates whether UE is required to include RSRP result of NR PSCell in SFTD measurement result, derived based on SSB. If it is set to true, the network should ensure that ssb-ConfigMobility is included in the measurement object for NR PSCell.



<Next modification>

[bookmark: _Toc20426102][bookmark: _Toc29321498]–	SecurityAlgorithmConfig
The IE SecurityAlgorithmConfig is used to configure AS integrity protection algorithm and AS ciphering algorithm for SRBs and DRBs.
SecurityAlgorithmConfig information element
-- ASN1START
-- TAG-SECURITYALGORITHMCONFIG-START

[bookmark: _Hlk2863315]SecurityAlgorithmConfig ::=         SEQUENCE {
    cipheringAlgorithm                  CipheringAlgorithm,
    integrityProtAlgorithm              IntegrityProtAlgorithm          OPTIONAL,   -- Need R
    ...
}

IntegrityProtAlgorithm ::=          ENUMERATED {
                                        nia0, nia1, nia2, nia3, spare4, spare3,
                                        spare2, spare1, ...}

CipheringAlgorithm ::=              ENUMERATED {
                                        nea0, nea1, nea2, nea3, spare4, spare3,
                                        spare2, spare1, ...}

-- TAG-SECURITYALGORITHMCONFIG-STOP
-- ASN1STOP
[bookmark: _Hlk2862473]
	SecurityAlgorithmConfig field descriptions

	cipheringAlgorithm
Indicates the ciphering algorithm to be used for SRBs and DRBs, as specified in TS 33.501 [11]. The algorithms nea0-nea3 are identical to the LTE algorithms eea0-3. The algorithms configured for all bearers using master key shall be the same, and the algorithms configured for all bearers using secondary key, if any, shall be the same. If UE is connected to E-UTRA/EPC, this field indicates the ciphering algorithm to be used for RBs configured with NR PDCP, as specified in TS 33.501 [11].

	integrityProtAlgorithm
Indicates the integrity protection algorithm to be used for SRBs and DRBs, as specified in TS 33.501 [11]. The algorithms nia0-nia3 are identical to the E-UTRA algorithms eia0-3. The algorithms configured for all bearers using master key shall be the same and the algorithms configured for all bearers using secondary key, if any, shall be the same. The network does not configure nia0 except for unauthenticated emergency sessions for unauthenticated UEs in LSM (limited service mode).
If UE is connected to E-UTRA/EPC, this field indicates the integrity protection algorithm to be used for SRBs configured with NR PDCP, as specified in TS 33.501 [11]. The network does not configure nia0 for SRB3.



–	Sensor-LocationInfo
The IE Sensor-LocationInfo is used by the UE to provide sensor information.
Sensor-LocationInfo information element
-- ASN1START
-- TAG-SENSORLOCATIONINFO-START

Sensor-LocationInfo-r16 ::= SEQUENCE {
	sensor-MeasurementInformation-r16	OCTET STRING	OPTIONAL,
	sensor-MotionInformation-r16		OCTET STRING	OPTIONAL,
	...
}

-- TAG-SENSORLOCATIONINFO-STOP
-- ASN1STOP

	Sensor-LocationInfo field descriptions

	sensor-MeasurementInformation
This field provides barometric pressure measurements as Sensor-MeasurementInformation defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.

	sensor-MotionInformation
This field provides motion sensor measurements as Sensor-MotionInformation defined in TS 36.355 [x1]. The first/leftmost bit of the first octet contains the most significant bit.



	
	

	
	

	
	



[bookmark: _Toc29321499][bookmark: _Toc20426103]–	ServCellIndex
The IE ServCellIndex concerns a short identity, used to identify a serving cell (i.e. the PCell, the PSCell or an SCell). Value 0 applies for the PCell, while the SCellIndex that has previously been assigned applies for SCells.
ServCellIndex information element
-- ASN1START
-- TAG-SERVCELLINDEX-START

ServCellIndex ::=                   INTEGER (0..maxNrofServingCells-1)

-- TAG-SERVCELLINDEX-STOP
-- ASN1STOP
[bookmark: _Toc20426137][bookmark: _Toc29321534][bookmark: _Hlk514922673]
<Next modification>

–	UE-TimersAndConstants
The IE UE-TimersAndConstants contains timers and constants used by the UE in RRC_CONNECTED, RRC_INACTIVE and RRC_IDLE.
UE-TimersAndConstants information element
-- ASN1START
-- TAG-UE-TIMERSANDCONSTANTS-START

UE-TimersAndConstants ::=           SEQUENCE {
    t300                                ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000},
    t301                                ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000},
    t310                                ENUMERATED {ms0, ms50, ms100, ms200, ms500, ms1000, ms2000},
    n310                                ENUMERATED {n1, n2, n3, n4, n6, n8, n10, n20},
    t311                                ENUMERATED {ms1000, ms3000, ms5000, ms10000, ms15000, ms20000, ms30000},
    n311                                ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10},
    t319                                ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000},
    ...
}

-- TAG-UE-TIMERSANDCONSTANTS-STOP
-- ASN1STOP

–	UL-DelayRatioConfig
The IE UL-DelayRatioConfig IE specifies the configuration of the UL PDCP Packet excess delay per DRB measurement specified in TS 38.314 [x5].
UL-DelayRatioConfig information element
-- ASN1START
-- TAG-ULDELAYRATIOCONFIG-START

UL-DelayRatioConfig-r16 ::=					SEQUENCE {


	ulDelayRatioConfig-r16	SEQUENCE (SIZE (1..maxDRB)) OF DelayRatioConfig-r16

}

DelayRatioConfig-r16 ::=      SEQUENCE {
	drbID-r16							DRB-Identity,
	delayThreshold-r16					ENUMERATED {
										ms0, ms30, ms40, ms50, ms60, ms70, ms80,
										ms90,ms100, ms150, ms300, ms500, ms750,
										spare3, spare2, spare1}
}
-- TAG-ULDELAYRATIOCONFIG-STOP
-- ASN1STOP

	UL-DelayRatioConfig field descriptions

	delayThreshold
Indicates the delay threshold value used by UE to provide results of UL PDCP Packet excess delay per DRB measurement as specified in TS 38.314 [x5]. Value in milliseconds. 



–	UL-DelayValueConfig
[bookmark: _Hlk26885691]The IE UL-DelayValueConfig IE specifies the configuration of the UL PDCP Packet Delay value per DRB measurement specified in TS 38.314 [x5].
UL-DelayValueConfig information element
-- ASN1START
-- TAG-ULDELAYVALUECONFIG-START

UL-DelayValueConfig-r16 ::=					SEQUENCE {


   delay-DRBlist	                      SEQUENCE (SIZE(1..maxDRB)) OF DRB-Identity

}

-- TAG-ULDELAYVALUECONFIG-STOP
-- ASN1STOP

	UL-DelayValueConfig field descriptions

	Delay-DRBlist
Indicates the DRB IDs used by UE to provide results of UL PDCP Packet Delay value per DRB measurement as specified in TS 38.314 [x5].



[bookmark: _Toc29321535][bookmark: _Toc20426138]–	UplinkConfigCommon
The IE UplinkConfigCommon provides common uplink parameters of a cell.
UplinkConfigCommon information element
-- ASN1START
-- TAG-UPLINKCONFIGCOMMON-START

UplinkConfigCommon ::=              SEQUENCE {
    frequencyInfoUL                     FrequencyInfoUL                                 OPTIONAL,   -- Cond InterFreqHOAndServCellAdd
    initialUplinkBWP                    BWP-UplinkCommon                                OPTIONAL,   -- Cond ServCellAdd
    dummy                               TimeAlignmentTimer
}

-- TAG-UPLINKCONFIGCOMMON-STOP
-- ASN1STOP

	UplinkConfigCommon field descriptions

	frequencyInfoUL
Absolute uplink frequency configuration and subcarrier specific virtual carriers.

	initialUplinkBWP
The initial uplink BWP configuration for a SpCell (PCell of MCG or SCG) and SCell (see TS 38.213 [13], clause 12).



	Conditional Presence
	Explanation

	InterFreqHOAndServCellAdd
	This field is mandatory present for inter-frequency handover and upon serving cell (PSCell/SCell) addition. Otherwise, the field is optionally present, Need M.

	ServCellAdd
	This field is mandatory present upon serving cell addition (for PSCell and SCell) and upon handover from E-UTRA to NR. It is optionally present, Need M otherwise.



<Next modification>

[bookmark: _Toc20426198][bookmark: _Toc29321595]6.3.4	Other information elements
<Partially omitted>

[bookmark: _Toc5272660]–	AbsoluteTimeInfo
The IE AbsoluteTimeInfo indicates an absolute time in a format YY-MM-DD HH:MM:SS and using BCD encoding. The first/ leftmost bit of the bit string contains the most significant bit of the most significant digit of the year and so on.
AbsoluteTimeInfo information element
-- ASN1START
-- TAG-ABSOLUTETIMEINFO-START

AbsoluteTimeInfo-r16 ::=				BIT STRING (SIZE (48))

-- TAG-ABSOLUTETIMEINFO-STOP
-- ASN1STOP

[bookmark: _Toc5272662]–	AreaConfiguration
The AreaConfiguration indicates area for which UE is requested to perform measurement logging. If not configured, measurement logging is not restricted to specific cells or tracking areas but applies as long as the RPLMN is contained in plmn-IdentityList stored in VarLogMeasReport.
AreaConfiguration information element
-- ASN1START
-- TAG-AREACONFIGURATION-START

AreaConfiguration-r16 ::=	SEQUENCE {
	areaConfigForServing-r16		AreaConfigForServing-r16,
	areaConfigForNeighbour-r16	AreaConfigForNeighbour-r16			OPTIONAL
}

AreaConfigForServing-r16 ::=	CHOICE {
	cellGlobalIdList-r16			CellGlobalIdList-r16,
	trackingAreaCodeList-r16		TrackingAreaCodeList-r16,
	trackingAreaIdentityList-r16    TrackingAreaIdentityList-r16
}

AreaConfigForNeighbour-r16 ::= SEQUENCE {	Comment by docomo: Why there is no Physical cell identity (PCI) restriction for it? Like validityArea in early measurement in LTE or NR, PCI is untilized to restrict the measurement area.
	dl-CarrierFreq					ARFCN-ValueNR,	Comment by : 
	frequencyBandList				MultiFrequencyBandListNR,
	cellList							SEQUENCE (SIZE (1..maxNrofFFS)) OF  PhysCellId		OPTIONAL	Comment by Huawei_RAN2-108_4: This change is made according to RRC merge email discussion.
}

CellGlobalIdList-r16 ::=				SEQUENCE (SIZE (1..32)) OF CellIdentity

TrackingAreaCodeList-r16 ::=			SEQUENCE (SIZE (1..8)) OF TrackingAreaCode

TrackingAreaIdentityList-r16 ::=	    SEQUENCE (SIZE (1..8)) OF TrackingAreaIdentity-r16

TrackingAreaIdentity-r16 ::=	SEQUENCE {
    plmn-Identity-r16			PLMN-Identity,
	trackingAreaCode-r16        TrackingAreaCode
}

-- TAG-AREACONFIGURATION-STOP
-- ASN1STOP

	AreaConfiguration field descriptions

	AreaConfigForNeighbour
If configured, it indicates the frequency for which UE is requested to perform measurement logging for neighbour cells. UE should perform measurement logging for the frequency in SIB4 of the current serving cell whose DL-carrierfrequency and at least one FrequencyBandIndicator are included in the AreaConfigForNeighbour. If not configured, the UE should perform measurement logging for all the neighbour cells.



[bookmark: _Toc5272606]–	BT-NameList
The IE BT-NameList is used to indicate the names of the Bluetooth beacon which the UE is configured to measure.
BT-NameList information element
-- ASN1START
-- TAG-BTNAMELIST-START

BT-NameListConfig-r16 ::=		CHOICE{
	release						NULL,
	setup						BT-NameList-r16
}

BT-NameList-r16 ::=			SEQUENCE (SIZE (1..maxBT-Name-r16)) OF BT-Name-r16

BT-Name-r16 ::=		OCTET STRING (SIZE (1..248))

-- TAG-BTNAMELIST-STOP
-- ASN1STOP

	BT-NameList field descriptions

	bt-Name
If configured, the UE only performs Bluetooth measurements according to the names identified. For each name, it refers to LOCAL NAME defined in Bluetooth specification [x3].



[bookmark: _Toc5272670]–	LoggingDuration
The LoggingDuration indicates the duration for which UE is requested to perform measurement logging. Value min10 corresponds to 10 minutes, value min20 corresponds to 20 minutes and so on.
LoggingDuration information element
-- ASN1START
-- TAG-LOGGINGDURATION-START

LoggingDuration-r16 ::=			ENUMERATED {
									min10, min20, min40, min60, min90, min120, spare2, spare1}

-- TAG-LOGGINGDURATION-STOP
-- ASN1STOP

[bookmark: _Toc5272671]–	LoggingInterval
The LoggingInterval indicates the periodicity for logging measurement results. Value ms1280 corresponds to 1.28s, value ms2560 corresponds to 2.56s and so on.
LoggingInterval information element
-- ASN1START
-- TAG-LOGGINGINTERVAL-START

LoggingInterval-r16 ::=			ENUMERATED {
									ms1280, ms2560, ms5120, ms10240, ms20480,
									ms30720, ms40960, ms61440}
-- TAG-LOGGINGINTERVAL-STOP
-- ASN1STOP

[bookmark: _Toc525856939]–	LogMeasResultListBT
The IE LogMeasResultListBT covers measured results for Bluetooth.
LogMeasResultListBT information element
-- ASN1START
-- TAG-LOGMEASRESULTLISTBT-START

LogMeasResultListBT-r16 ::=		SEQUENCE (SIZE (1..maxBT-IdReport-r16)) OF LogMeasResultBT-r16

LogMeasResultBT-r16 ::= SEQUENCE {
	bt-Addr-r16						BIT STRING (SIZE (48)),
	rssi-BT-r16						INTEGER (-128..127)			OPTIONAL,
	...
}

-- TAG-LOGMEASRESULTLISTBT-STOP
-- ASN1STOP

	LogMeasResultListBT field descriptions

	bt-Addr
This field indicates the Bluetooth public address of the Bluetooth beacon as defined in TS 36.355 [x1].

	rssi-BT
This field provides the beacon received signal strength indicator (RSSI) in dBm as defined in TS 36.355 [x1].



[bookmark: _Toc525856940]–	LogMeasResultListWLAN
The IE LogMeasResultListWLAN covers measured results for WLAN.
LogMeasResultListWLAN information element
-- ASN1START
-- TAG-LOGMEASRESULTLISTWLAN-START

LogMeasResultListWLAN-r16 ::=		SEQUENCE (SIZE (1..maxWLAN-Id-Report-r16)) OF LogMeasResultWLAN-r16

LogMeasResultWLAN-r16 ::=	SEQUENCE {
	wlan-Identifiers-r16			WLAN-Identifiers-r16,
	rssiWLAN-r16					WLAN-RSSI-Range-r16				OPTIONAL,
	rtt-WLAN-r16					WLAN-RTT-r16 					OPTIONAL,
	...
}

WLAN-Identifiers-r16 ::=			SEQUENCE {
	ssid-r16						OCTET STRING (SIZE (1..32))		OPTIONAL,	-- Need OR
	bssid-r16						OCTET STRING (SIZE (6))			OPTIONAL,	-- Need OR
	hessid-r16						OCTET STRING (SIZE (6))			OPTIONAL,	-- Need OR
	...
}

WLAN-RSSI-Range-r16 ::=						INTEGER(0..141)

WLAN-RTT-r16 ::= SEQUENCE {
	rttValue-r16					INTEGER (0..16777215),
	rttUnits-r16					ENUMERATED { 	microseconds,
									hundredsofnanoseconds,
									tensofnanoseconds,
									nanoseconds,
									tenthsofnanoseconds,
									... },
	rttAccuracy-r16				INTEGER (0..255)							OPTIONAL,
	...
}

-- ASN1STOP
-- TAG-LOGMEASRESULTLISTWLAN-STOP

	LogMeasResultListWLAN field descriptions

	Bssid
Basic Service Set Identifier (BSSID) defined in IEEE 802.11-2012 [x2].

	Hessid
Homogenous Extended Service Set Identifier (HESSID) defined in IEEE 802.11-2012 [x2].

	rssiWLAN
Measured WLAN RSSI result in dBm.

	Rtt-WLAN
This field provides the measured round trip time between the target device and WLAN AP and optionally the accuracy expressed as the standard deviation of the delay. Units for each of these are 1000ns, 100ns, 10ns, 1ns, and 0.1ns as defined in TS 36.355 [x1].

	rttValue
This field specifies the Round Trip Time (RTT) measurement between the target device and WLAN AP in units given by the field rttUnits as defined in TS 36.355 [x1].

	rttUnits
This field specifies the Units for the fields rttValue and rttAccuracy. The available Units are 1000ns, 100ns, 10ns, 1ns, and 0.1ns as defined in TS 36.355 [x1].

	rttAccuracy
This field provides the estimated accuracy of the provided rttValue expressed as the standard deviation in units given by the field rttUnits as defined in TS 36.355 [x1].

	Ssid
Service Set Identifier (SSID) defined in IEEE 802.11-2012 [x2].

	Wlan-Identifiers
Indicates the WLAN parameters used for identification of the WLAN for which the measurement results are applicable.

	WLAN-RSSI-Range
The IE WLAN-RSSI-Range specifies the value range used in WLAN RSSI measurements and thresholds. Integer value for WLAN RSSI measurements is according to mapping table in TS 36.133 [40]. Value 0 corresponds to –infinity, value 1 to -100dBm, value 2 to -99dBm, and so on (i.e. in steps of 1dBm) until value 140, which corresponds to 39dBm, while value 141 corresponds to +infinity.



<Next modification>

[bookmark: _Toc29321604][bookmark: _Toc20426207]–	OtherConfig
The IE OtherConfig contains configuration related to miscellaneous other configurations.
OtherConfig information element
-- ASN1START
-- TAG-OTHERCONFIG-START

OtherConfig ::=                 SEQUENCE {
    delayBudgetReportingConfig  CHOICE{
        release                 NULL,
        setup                   SEQUENCE{
            delayBudgetReportingProhibitTimer   ENUMERATED {s0, s0dot4, s0dot8, s1dot6, s3, s6, s12, s30}
        }
    }                                                                                                     OPTIONAL        -- Need M
}

OtherConfig-v1540 ::=           SEQUENCE {
    overheatingAssistanceConfig     SetupRelease {OverheatingAssistanceConfig}                            OPTIONAL, -- Need M
    ...,
	[[	btNameList-r16		    		BT-NameListConfig-r16														OPTIONAL,	--	Need N
		wlanNameList-r16				WLAN-NameListConfig-r16													OPTIONAL,	--	Need N
		sensorNameList-r16				Sensor-NameListConfig-r16													OPTIONAL,	--	Need N
		obtainLocationConfig-r16		ObtainLocationConfig-r16													OPTIONAL		-- Need N
	]]
}

OverheatingAssistanceConfig ::= SEQUENCE {
    overheatingIndicationProhibitTimer    ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30,
                                          s60, s90, s120, s300, s600, spare3, spare2, spare1}
}

ObtainLocationConfig-r16 ::= SEQUENCE {
	obtainLocation-r16				ENUMERATED {setup}														OPTIONAL		-- Need N
}

-- TAG-OTHERCONFIG-STOP
-- ASN1STOP

	OtherConfig field descriptions

	delayBudgetReportingProhibitTimer
Prohibit timer for delay budget reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot4 means prohibit timer is set to 0.4 seconds, and so on.

	overheatingAssistanceConfig
Configuration for the UE to report assistance information to inform the gNB about UE detected internal overheating.

	overheatingIndicationProhibitTimer
Prohibit timer for overheating assistance information reporting. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	obtainLocation
Requests the UE to attempt to have detailed location information available using GNSS. NR configures the field only if includeLocationInfo is configured for one or more measurements.

	sensorNameList
Configuration for the UE to report measurements from specific sensors.



[bookmark: _Toc29321605][bookmark: _Toc20426208]–	RRC-TransactionIdentifier
The IE RRC-TransactionIdentifier is used, together with the message type, for the identification of an RRC procedure (transaction).
RRC-TransactionIdentifier information element
-- ASN1START
-- TAG-RRC-TRANSACTIONIDENTIFIER-START

RRC-TransactionIdentifier ::=       INTEGER (0..3)

-- TAG-RRC-TRANSACTIONIDENTIFIER-STOP
-- ASN1STOP

–	Sensor-NameListConfig
The IE Sensor-NameListConfig is used to indicate the names of the sensors which the UE is configured to measure.
Sensor-NameListConfig information element
-- ASN1START
-- TAG-SENSORNAMELISTCONFIG-START

Sensor-NameListConfig-r16 ::=		CHOICE{
	release						NULL,
	setup						Sensor-NameList-r16
}

Sensor-NameList-r16 ::=			SEQUENCE { 
	measUncomBarPre-r16			BOOLEAN					OPTIONAL,		--	Need R
	measUeSpeed										BOOLEAN					OPTIONAL,		--	Need R
	measUeOrientation								BOOLEAN					OPTIONAL		--	Need R
}

-- TAG-SENSORNAMELISTCONFIG-STOP
-- ASN1STOP

	

	


	


	




	Sensor-NameListConfig field descriptions

	measUncomBarPre
If configured, the UE reports the uncompensated Barometeric pressure measurement as defined in uncompensatedBarometricPressure-r16.

	measUeSpeed
If configured, the UE reports the UE speed measurement as defined in (FFS).

	measUeOrientation
If configured, the UE reports the UE orientation information as defined in (FFS).



[bookmark: _Toc5272686]–	TraceReference
The TraceReference contains parameter Trace Reference as defined in TS 32.422 [x4].
TraceReference information element
-- ASN1START
-- TAG-TRACEREFERENCE-START

TraceReference-r16 ::=			SEQUENCE {
	plmn-Identity-r16				PLMN-Identity,
	traceId-r16						OCTET STRING (SIZE (3))
}

-- TAG-TRACEREFERENCE-STOP
-- ASN1STOP

[bookmark: _Toc20487492]–	VisitedCellInfoList
The IE VisitedCellInfoList includes the mobility history information of maximum of 16 most recently visited cells or time spent outside NR. The most recently visited cell is stored first in the list. The list includes cells visited in RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED states for NR and RRC_IDLE and RRC_CONNECTED for E-UTRA.
VisitedCellInfoList information element
-- ASN1START
-- TAG-VISITEDCELLINFOLIST-START

VisitedCellInfoList-r16 ::=	SEQUENCE (SIZE (1..maxCellHistory-r16)) OF VisitedCellInfo-r16

VisitedCellInfo-r16 ::=				SEQUENCE {
	visitedCellId-r16				CHOICE {
		nr-CellId-r16					CHOICE {
				cgi-Info						CGI-InfoNR,
				pci-arfcn-r16							SEQUENCE {
					physCellId-r16							PhysCellId,
					carrierFreq-r16							ARFCN-ValueNR
				}
		},
		eutra-CellId-r16					CHOICE {
				cellGlobalId-r16						CGI-InfoEUTRA,
				pci-arfcn-r16							SEQUENCE {
					physCellId-r16							PhysCellId,
					carrierFreq-r16							ARFCN-ValueEUTRA
				}
		}
	}										OPTIONAL,
	timeSpent-r16						INTEGER (0..4095),
	...
}

-- TAG-VISITEDCELLINFOLIST-STOP
-- ASN1STOP

	VisitedCellInfoList field descriptions

	timeSpent
This field indicates the duration of stay in the cell or outside NR approximated to the closest second. If the duration of stay exceeds 4095s, the UE shall set it to 4095s.

	visitedCellId
This field indicates the visited cell id including NR and E-UTRA cells.




[bookmark: _Toc5272654]–	WLAN-NameList
The IE WLAN-NameList is used to indicate the names of the WLAN AP for which the UE is configured to measure.
WLAN-NameList information element
-- ASN1START
-- TAG-WLANNAMELIST-START

WLAN-NameListConfig-r16 ::=		CHOICE{
	release						NULL,
	setup						WLAN-NameList-r16
}

WLAN-NameList-r16 ::=			SEQUENCE (SIZE (1..maxWLAN-Name-r16)) OF WLAN-Name-r16

WLAN-Name-r16 ::=		OCTET STRING (SIZE (1..32))

-- ASN1STOP
-- TAG-WLANNAMELIST-STOP

	WLAN-NameList field descriptions

	WLAN-Name
If configured, the UE only performs WLAN measurements according to the names identified. For each name, it refers to Service Set Identifier (SSID) defined in IEEE 802.11-2012 [x2].



[bookmark: OLE_LINK19]<Next modification>

[bookmark: _Toc29321606][bookmark: _Toc20426209]6.4	RRC multiplicity and type constraint values
[bookmark: _Toc20426210][bookmark: _Toc29321607]–	Multiplicity and type constraint definitions
-- ASN1START
-- TAG-MULTIPLICITY-AND-TYPE-CONSTRAINT-DEFINITIONS-START

maxBandComb                             INTEGER ::= 65536   -- Maximum number of DL band combinations
maxBT-IdReport-r16                      INTEGER ::= 32      -- Maximum number of Bluetooth IDs to report
maxBT-Name-r16                          INTEGER ::= 4       -- Maximum number of Bluetooth name
maxCellBlack                            INTEGER ::= 16      -- Maximum number of NR blacklisted cell ranges in SIB3, SIB4
maxCellHistory-r16                      INTEGER ::= 16       -- Maximum number of visited cells reported
maxCellInter                            INTEGER ::= 16      -- Maximum number of inter-Freq cells listed in SIB4
maxCellIntra                            INTEGER ::= 16      -- Maximum number of intra-Freq cells listed in SIB3
maxCellMeasEUTRA                        INTEGER ::= 32      -- Maximum number of cells in E-UTRAN
maxConnEstFailInfo-r16                  INTEGER ::= 8       -- Maximum number of connection establishment failure information
maxEARFCN                               INTEGER ::= 262143  -- Maximum value of E-UTRA carrier frequency
maxEUTRA-CellBlack                      INTEGER ::= 16      -- Maximum number of E-UTRA blacklisted physical cell identity ranges
                                                            -- in SIB5
maxEUTRA-NS-Pmax                        INTEGER ::= 8       -- Maximum number of NS and P-Max values per band
[bookmark: OLE_LINK21][bookmark: OLE_LINK22]maxLogMeasReport-r16						INTEGER ::= 999     -- Maximum number of entries for logged measurements is FFS
maxMultiBands                           INTEGER ::= 8       -- Maximum number of additional frequency bands that a cell belongs to
maxNARFCN                               INTEGER ::= 3279165 -- Maximum value of NR carrier frequency
maxNR-NS-Pmax                           INTEGER ::= 8       -- Maximum number of NS and P-Max values per band
maxNrofServingCells                     INTEGER ::= 32      -- Max number of serving cells (SpCells + SCells)
maxNrofServingCells-1                   INTEGER ::= 31      -- Max number of serving cells (SpCell + SCells) per cell group
maxNrofAggregatedCellsPerCellGroup      INTEGER ::= 16
maxNrofSCells                           INTEGER ::= 31      -- Max number of secondary serving cells per cell group
maxNrofCellMeas                         INTEGER ::= 32      -- Maximum number of entries in each of the cell lists in a measurement
                                                            -- object
maxNrofSS-BlocksToAverage               INTEGER ::= 16      -- Max number for the (max) number of SS blocks to average to determine cell
                                                            -- measurement
maxNrofCSI-RS-ResourcesToAverage        INTEGER ::= 16      -- Max number for the (max) number of CSI-RS to average to determine cell
                                                            -- measurement
maxNrofDL-Allocations                   INTEGER ::= 16      -- Maximum number of PDSCH time domain resource allocations
maxNrofSR-ConfigPerCellGroup            INTEGER ::= 8       -- Maximum number of SR configurations per cell group
maxLCG-ID                               INTEGER ::= 7       -- Maximum value of LCG ID
maxLC-ID                                INTEGER ::= 32      -- Maximum value of Logical Channel ID
maxNrofTAGs                             INTEGER ::= 4       -- Maximum number of Timing Advance Groups
maxNrofTAGs-1                           INTEGER ::= 3       -- Maximum number of Timing Advance Groups minus 1
maxNrofBWPs                             INTEGER ::= 4       -- Maximum number of BWPs per serving cell
maxNrofCombIDC                          INTEGER ::= 128     -- Maximum number of reported MR-DC combinations for IDC
maxNrofSymbols-1                        INTEGER ::= 13      -- Maximum index identifying a symbol within a slot (14 symbols, indexed
                                                            -- from 0..13)
maxNrofSlots                            INTEGER ::= 320     -- Maximum number of slots in a 10 ms period
maxNrofSlots-1                          INTEGER ::= 319     -- Maximum number of slots in a 10 ms period minus 1
[bookmark: _Hlk514758591]maxNrofPhysicalResourceBlocks           INTEGER ::= 275     -- Maximum number of PRBs
maxNrofPhysicalResourceBlocks-1         INTEGER ::= 274     -- Maximum number of PRBs minus 1
maxNrofPhysicalResourceBlocksPlus1      INTEGER ::= 276     -- Maximum number of PRBs plus 1
maxNrofControlResourceSets-1            INTEGER ::= 11      -- Max number of CoReSets configurable on a serving cell minus 1
maxCoReSetDuration                      INTEGER ::= 3       -- Max number of OFDM symbols in a control resource set
maxNrofSearchSpaces-1                   INTEGER ::= 39      -- Max number of Search Spaces minus 1
maxSFI-DCI-PayloadSize                  INTEGER ::= 128     -- Max number payload of a DCI scrambled with SFI-RNTI
maxSFI-DCI-PayloadSize-1                INTEGER ::= 127     -- Max number payload of a DCI scrambled with SFI-RNTI minus 1
maxINT-DCI-PayloadSize                  INTEGER ::= 126     -- Max number payload of a DCI scrambled with INT-RNTI
maxINT-DCI-PayloadSize-1                INTEGER ::= 125     -- Max number payload of a DCI scrambled with INT-RNTI minus 1
maxNrofRateMatchPatterns                INTEGER ::= 4       -- Max number of rate matching patterns that may be configured
maxNrofRateMatchPatterns-1              INTEGER ::= 3       -- Max number of rate matching patterns that may be configured minus 1
maxNrofRateMatchPatternsPerGroup        INTEGER ::= 8       -- Max number of rate matching patterns that may be configured in one group
maxNrofCSI-ReportConfigurations         INTEGER ::= 48      -- Maximum number of report configurations
maxNrofCSI-ReportConfigurations-1       INTEGER ::= 47      -- Maximum number of report configurations minus 1
maxNrofCSI-ResourceConfigurations       INTEGER ::= 112     -- Maximum number of resource configurations
maxNrofCSI-ResourceConfigurations-1     INTEGER ::= 111     -- Maximum number of resource configurations minus 1
maxNrofAP-CSI-RS-ResourcesPerSet        INTEGER ::= 16
maxNrOfCSI-AperiodicTriggers            INTEGER ::= 128     -- Maximum number of triggers for aperiodic CSI reporting
maxNrofReportConfigPerAperiodicTrigger  INTEGER ::= 16      -- Maximum number of report configurations per trigger state for aperiodic
                                                            -- reporting
maxNrofNZP-CSI-RS-Resources             INTEGER ::= 192     -- Maximum number of Non-Zero-Power (NZP) CSI-RS resources
maxNrofNZP-CSI-RS-Resources-1           INTEGER ::= 191     -- Maximum number of Non-Zero-Power (NZP) CSI-RS resources minus 1
maxNrofNZP-CSI-RS-ResourcesPerSet       INTEGER ::= 64      -- Maximum number of NZP CSI-RS resources per resource set
maxNrofNZP-CSI-RS-ResourceSets          INTEGER ::= 64      -- Maximum number of NZP CSI-RS resources per cell
maxNrofNZP-CSI-RS-ResourceSets-1        INTEGER ::= 63      -- Maximum number of NZP CSI-RS resources per cell minus 1
maxNrofNZP-CSI-RS-ResourceSetsPerConfig INTEGER ::= 16      -- Maximum number of resource sets per resource configuration
maxNrofNZP-CSI-RS-ResourcesPerConfig    INTEGER ::= 128     -- Maximum number of resources per resource configuration
maxNrofZP-CSI-RS-Resources              INTEGER ::= 32      -- Maximum number of Zero-Power (ZP) CSI-RS resources
maxNrofZP-CSI-RS-Resources-1            INTEGER ::= 31      -- Maximum number of Zero-Power (ZP) CSI-RS resources minus 1
maxNrofZP-CSI-RS-ResourceSets-1         INTEGER ::= 15
maxNrofZP-CSI-RS-ResourcesPerSet        INTEGER ::= 16
maxNrofZP-CSI-RS-ResourceSets           INTEGER ::= 16
maxNrofCSI-IM-Resources                 INTEGER ::= 32      -- Maximum number of CSI-IM resources. See CSI-IM-ResourceMax in 38.214.
maxNrofCSI-IM-Resources-1               INTEGER ::= 31      -- Maximum number of CSI-IM resources minus 1. See CSI-IM-ResourceMax
                                                            -- in 38.214.
maxNrofCSI-IM-ResourcesPerSet           INTEGER ::= 8       -- Maximum number of CSI-IM resources per set. See CSI-IM-ResourcePerSetMax
                                                            -- in 38.214
maxNrofCSI-IM-ResourceSets              INTEGER ::= 64      -- Maximum number of NZP CSI-IM resources per cell
maxNrofCSI-IM-ResourceSets-1            INTEGER ::= 63      -- Maximum number of NZP CSI-IM resources per cell minus 1
maxNrofCSI-IM-ResourceSetsPerConfig     INTEGER ::= 16      -- Maximum number of CSI IM resource sets per resource configuration
maxNrofCSI-SSB-ResourcePerSet           INTEGER ::= 64      -- Maximum number of SSB resources in a resource set
maxNrofCSI-SSB-ResourceSets             INTEGER ::= 64      -- Maximum number of CSI SSB resource sets per cell
maxNrofCSI-SSB-ResourceSets-1           INTEGER ::= 63      -- Maximum number of CSI SSB resource sets per cell minus 1
maxNrofCSI-SSB-ResourceSetsPerConfig    INTEGER ::= 1       -- Maximum number of CSI SSB resource sets per resource configuration
maxNrofFailureDetectionResources        INTEGER ::= 10      -- Maximum number of failure detection resources
maxNrofFailureDetectionResources-1      INTEGER ::= 9       -- Maximum number of failure detection resources minus 1
maxNrofObjectId                         INTEGER ::= 64      -- Maximum number of measurement objects
maxNrofPageRec                          INTEGER ::= 32      -- Maximum number of page records
maxNrofPCI-Ranges                       INTEGER ::= 8       -- Maximum number of PCI ranges
maxPLMN                                 INTEGER ::= 12      -- Maximum number of PLMNs broadcast and reported by UE at establisghment
maxNrofCSI-RS-ResourcesRRM              INTEGER ::= 96      -- Maximum number of CSI-RS resources for an RRM measurement object
maxNrofCSI-RS-ResourcesRRM-1            INTEGER ::= 95      -- Maximum number of CSI-RS resources for an RRM measurement object minus 1
maxNrofMeasId                           INTEGER ::= 64      -- Maximum number of configured measurements
maxNrofQuantityConfig                   INTEGER ::= 2       -- Maximum number of quantity configurations
[bookmark: _Hlk535949595]maxNrofCSI-RS-CellsRRM                  INTEGER ::= 96      -- Maximum number of cells with CSI-RS resources for an RRM measurement
                                                            -- object
maxNrofSRS-ResourceSets                 INTEGER ::= 16      -- Maximum number of SRS resource sets in a BWP.
maxNrofSRS-ResourceSets-1               INTEGER ::= 15      -- Maximum number of SRS resource sets in a BWP minus 1.
maxNrofSRS-Resources                    INTEGER ::= 64      -- Maximum number of SRS resources.
maxNrofSRS-Resources-1                  INTEGER ::= 63      -- Maximum number of SRS resources in an SRS resource set minus 1.
maxNrofSRS-ResourcesPerSet              INTEGER ::= 16      -- Maximum number of SRS resources in an SRS resource set
maxNrofSRS-TriggerStates-1              INTEGER ::= 3       -- Maximum number of SRS trigger states minus 1, i.e., the largest code
                                                            -- point.
maxNrofSRS-TriggerStates-2              INTEGER ::= 2       -- Maximum number of SRS trigger states minus 2.
maxRAT-CapabilityContainers             INTEGER ::= 8       -- Maximum number of interworking RAT containers (incl NR and MRDC)
maxSimultaneousBands                    INTEGER ::= 32      -- Maximum number of simultaneously aggregated bands
maxNrofSlotFormatCombinationsPerSet     INTEGER ::= 512     -- Maximum number of Slot Format Combinations in a SF-Set.
maxNrofSlotFormatCombinationsPerSet-1   INTEGER ::= 511     -- Maximum number of Slot Format Combinations in a SF-Set minus 1.
maxNrofPUCCH-Resources                  INTEGER ::= 128
maxNrofPUCCH-Resources-1                INTEGER ::= 127
maxNrofPUCCH-ResourceSets               INTEGER ::= 4       -- Maximum number of PUCCH Resource Sets
maxNrofPUCCH-ResourceSets-1             INTEGER ::= 3       -- Maximum number of PUCCH Resource Sets minus 1.
maxNrofPUCCH-ResourcesPerSet            INTEGER ::= 32      -- Maximum number of PUCCH Resources per PUCCH-ResourceSet
maxNrofPUCCH-P0-PerSet                  INTEGER ::= 8       -- Maximum number of P0-pucch present in a p0-pucch set
maxNrofPUCCH-PathlossReferenceRSs       INTEGER ::= 4       -- Maximum number of RSs used as pathloss reference for PUCCH power control.
maxNrofPUCCH-PathlossReferenceRSs-1     INTEGER ::= 3       -- Maximum number of RSs used as pathloss reference for PUCCH power
                                                            -- control minus 1.
maxNrofP0-PUSCH-AlphaSets               INTEGER ::= 30      -- Maximum number of P0-pusch-alpha-sets (see 38,213, clause 7.1)
maxNrofP0-PUSCH-AlphaSets-1             INTEGER ::= 29      -- Maximum number of P0-pusch-alpha-sets minus 1 (see 38,213, clause 7.1)
maxNrofPUSCH-PathlossReferenceRSs       INTEGER ::= 4       -- Maximum number of RSs used as pathloss reference for PUSCH power control.
maxNrofPUSCH-PathlossReferenceRSs-1     INTEGER ::= 3       -- Maximum number of RSs used as pathloss reference for PUSCH power
                                                            -- control minus 1.
maxNrofNAICS-Entries                    INTEGER ::= 8       -- Maximum number of supported NAICS capability set
maxBands                                INTEGER ::= 1024    -- Maximum number of supported bands in UE capability.
maxBandsMRDC                            INTEGER ::= 1280
maxBandsEUTRA                           INTEGER ::= 256
maxCellReport                           INTEGER ::= 8
maxDRB                                  INTEGER ::= 29      -- Maximum number of DRBs (that can be added in DRB-ToAddModLIst).
maxFreq                                 INTEGER ::= 8       -- Max number of frequencies.
maxFreqIDC-MRDC                         INTEGER ::= 32      -- Maximum number of candidate NR frequencies for MR-DC IDC indication
maxNrofCandidateBeams                   INTEGER ::= 16      -- Max number of PRACH-ResourceDedicatedBFR that in BFR config.
maxNrofPCIsPerSMTC                      INTEGER ::= 64      -- Maximun number of PCIs per SMTC.
[bookmark: _Hlk514841633]maxNrofQFIs                             INTEGER ::= 64
maxNrOfSemiPersistentPUSCH-Triggers     INTEGER ::= 64      -- Maximum number of triggers for semi persistent reporting on PUSCH
maxNrofSR-Resources                     INTEGER ::= 8       -- Maximum number of SR resources per BWP in a cell.
maxNrofSlotFormatsPerCombination        INTEGER ::= 256
maxNrofSpatialRelationInfos             INTEGER ::= 8
maxNrofIndexesToReport                  INTEGER ::= 32
maxNrofIndexesToReport2                 INTEGER ::= 64
maxNrofSSBs                             INTEGER ::= 64      -- Maximum number of SSB resources in a resource set.
maxNrofSSBs-1                           INTEGER ::= 63      -- Maximum number of SSB resources in a resource set minus 1.
maxNrofS-NSSAI                          INTEGER ::= 8       -- Maximum number of S-NSSAI.
maxNrofTCI-StatesPDCCH                  INTEGER ::= 64
maxNrofTCI-States                       INTEGER ::= 128     -- Maximum number of TCI states.
maxNrofTCI-States-1                     INTEGER ::= 127     -- Maximum number of TCI states minus 1.
maxNrofUL-Allocations                   INTEGER ::= 16      -- Maximum number of PUSCH time domain resource allocations.
maxQFI                                  INTEGER ::= 63
maxRA-CSIRS-Resources                   INTEGER ::= 96
maxRA-OccasionsPerCSIRS                 INTEGER ::= 64      -- Maximum number of RA occasions for one CSI-RS
maxRA-Occasions-1                       INTEGER ::= 511     -- Maximum number of RA occasions in the system
maxRA-SSB-Resources                     INTEGER ::= 64
maxSCSs                                 INTEGER ::= 5
maxSecondaryCellGroups                  INTEGER ::= 3
maxNrofServingCellsEUTRA                INTEGER ::= 32
maxMBSFN-Allocations                    INTEGER ::= 8
maxNrofMultiBands                       INTEGER ::= 8
maxCellSFTD                             INTEGER ::= 3       -- Maximum number of cells for SFTD reporting
maxReportConfigId                       INTEGER ::= 64
maxNrofCodebooks                        INTEGER ::= 16      -- Maximum number of codebooks suppoted by the UE
maxNrofCSI-RS-Resources                 INTEGER ::= 7       -- Maximum number of codebook resources supported by the UE
maxNrofSRI-PUSCH-Mappings               INTEGER ::= 16
maxNrofSRI-PUSCH-Mappings-1             INTEGER ::= 15
[bookmark: _Hlk776458]maxSIB                                  INTEGER::= 32       -- Maximum number of SIBs
maxSI-Message                           INTEGER::= 32       -- Maximum number of SI messages
maxPO-perPF                             INTEGER ::= 4       -- Maximum number of paging occasion per paging frame
maxAccessCat-1                          INTEGER ::= 63      -- Maximum number of Access Categories minus 1
maxBarringInfoSet                       INTEGER ::= 8       -- Maximum number of Access Categories
maxCellEUTRA                            INTEGER ::= 8       -- Maximum number of E-UTRA cells in SIB list
maxEUTRA-Carrier                        INTEGER ::= 8       -- Maximum number of E-UTRA carriers in SIB list
maxPLMNIdentities                       INTEGER ::= 8       -- Maximum number of PLMN identites in RAN area configurations
maxDownlinkFeatureSets                  INTEGER ::= 1024    -- (for NR DL) Total number of FeatureSets (size of the pool)
maxUplinkFeatureSets                    INTEGER ::= 1024    -- (for NR UL) Total number of FeatureSets (size of the pool)
maxEUTRA-DL-FeatureSets                 INTEGER ::= 256     -- (for E-UTRA) Total number of FeatureSets (size of the pool)
maxEUTRA-UL-FeatureSets                 INTEGER ::= 256     -- (for E-UTRA) Total number of FeatureSets (size of the pool)
maxFeatureSetsPerBand                   INTEGER ::= 128     -- (for NR) The number of feature sets associated with one band.
maxPerCC-FeatureSets                    INTEGER ::= 1024    -- (for NR) Total number of CC-specific FeatureSets (size of the pool)
maxFeatureSetCombinations               INTEGER ::= 1024    -- (for MR-DC/NR)Total number of Feature set combinations (size of the
                                                            -- pool)
maxInterRAT-RSTD-Freq                   INTEGER ::= 3
[bookmark: OLE_LINK24]maxWLAN-Id-Report-r16                   INTEGER ::= 32      -- Maximum numer of WLAN IDs to report
maxWLAN-Name-r16                        INTEGER ::= 4       -- Maximum number of WLAN name
maxRAReport							INTEGER ::= 8       -- Maximum number of RA procedures information to be included in the RA report

-- TAG-MULTIPLICITY-AND-TYPE-CONSTRAINT-DEFINITIONS-STOP
-- ASN1STOP

[bookmark: _Toc20426211][bookmark: _Toc29321608]–	End of NR-RRC-Definitions
-- ASN1START

END

-- ASN1STOP

<Next modification>

[bookmark: _Toc20426213][bookmark: _Toc29321610]7	Variables and constants
[bookmark: _Toc20426214][bookmark: _Toc29321611]7.1	Timers
[bookmark: _Toc20426215][bookmark: _Toc29321612]7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
	Upon transmission of RRCSetupRequest.
	Upon reception of RRCSetup or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.3.7. 

	T301
	Upon transmission of RRCReestabilshmentRequest
	Upon reception of RRCReestablishment or RRCSetup message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Upon reception of RRCReject while performing RRC connection establishment or resume, upon reception of RRCRelease with waitTime.
	Upon entering RRC_CONNECTED or RRC_IDLE, upon cell re-selection and upon reception of RRCReject message.
	Inform upper layers about barring alleviation as specified in 5.3.14.4

	T304
	Upon reception of RRCReconfiguration message including reconfigurationWithSync
	Upon successful completion of random access on the corresponding SpCell
For T304 of SCG, upon SCG release
	For T304 of MCG, in case of the handover from NR or intra-NR handover, initiate the RRC re-establishment procedure; In case of handover to NR, perform the actions defined in the specifications applicable for the source RAT.

For T304 of SCG, inform network about the reconfiguration with sync failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T310

	Upon detecting physical layer problems for the SpCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, upon receiving RRCReconfiguration with reconfigurationWithSync for that cell group, and upon initiating the connection re-establishment procedure.
Upon SCG release, if the T310 is kept in SCG.

	If the T310 is kept in MCG: If AS security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure.
If the T310 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T311

	Upon initiating the RRC connection re-establishment procedure
	Upon selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T319
	Upon transmission of RRCResumeRequest or RRCResumeRequest1.
	Upon reception of RRCResume, RRCSetup, RRCRelease, RRCRelease with suspendConfig or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.13.5.

	T320
	Upon reception of t320 or upon cell (re)selection to NR from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, upon reception of RRCRelease, when PLMN selection is performed on request by NAS, when the UE enters RRC_IDLE from RRC_INACTIVE, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cgi-info, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.
	Initiate the measurement reporting procedure, stop performing the related measurements.

	T322
	Upon receving measConfig including reportConfigNR with the purpose set to reportSFTD and drx-SFTD-NeighMeas is set to true.
	Upon acquiring the SFTD measurement results, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportSFTD.
	Initiate the measurement reporting procedure, stop performing the related measurements.

	T325
	Upon reception of RRCRelease message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or NR signalled by RRCRelease.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.7.x2.4

	T342
	Upon transmitting UEAssistanceInformation message with DelayBudgetReport.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving delayBudgetReportingConfig set to release.
	No action.

	T345
	Upon transmitting UEAssistanceInformation message with overheatingAssistance
	Upon initiating the connection re-establishment procedure and upon initiating the connection resumption procedure
	No action.

	T380
	Upon reception of t380 in RRCRelease.
	Upon reception of RRCResume, RRCSetup or RRCRelease.

	Perform the actions as specified in 5.3.13.

	T390
	When access attempt is barred at access barring check for an Access Category. The UE maintains one instance of this timer per Access Category.
	Upon cell (re)selection, upon entering RRC_CONNECTED, upon reception of RRCReconfiguration including reconfigurationWithSync, upon change of PCell while in RRC_CONNECTED, upon reception of MobilityFromNRCommand, or upon reception of RRCRelease.
	Perform the actions as specified in 5.3.14.4.



<Next modification>

[bookmark: _Toc29321616][bookmark: _Toc20426219]7.4	UE variables
NOTE:	To facilitate the specification of the UE behavioural requirements, UE variables are represented using ASN.1. Unless explicitly specified otherwise, it is however up to UE implementation how to store the variables. The optionality of the IEs in ASN.1 is used only to indicate that the values may not always be available.
[bookmark: _Toc29321617][bookmark: _Toc20426220]–	NR-UE-Variables
This ASN.1 segment is the start of the NR UE variable definitions.
-- ASN1START
-- NR-UE-VARIABLES-START

NR-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
    CellIdentity,
    EUTRA-PhysCellId,
    MeasId,
    MeasIdToAddModList,
    MeasObjectToAddModList,
    PhysCellId,
    RNTI-Value,
    ReportConfigToAddModList,
    RSRP-Range,
    QuantityConfig,
    maxNrofCellMeas,
    maxNrofMeasId,
	ConnEstFailReport-r16,
	LoggingDuration-r16,
	LoggingInterval-r16,
	LogMeasInfo-r16,
	RA-Report-r16,
	RLF-Report-r16,
	TraceReference-r16,
	WLAN-Identifiers-r16,
	WLAN-NameList-r16,
	BT-NameList-r16
FROM NR-RRC-Definitions;

-- NR-UE-VARIABLES-STOP
-- ASN1STOP

[bookmark: _Toc29321618][bookmark: _Toc20426221]–	VarPendingRNA-Update
The UE variable VarPendingRNA-Update indicates whether there is a pending RNA update procedure or not. The setting of this BOOLEAN variable to true means that there is a pending RNA Update procedure.
VarPendingRNA-Update UE variable
-- ASN1START
-- TAG-VARPENDINGRNA-UPDATE-START

VarPendingRNA-Update ::=                    SEQUENCE {
    pendingRNA-Update                   BOOLEAN                             OPTIONAL
}

-- TAG-VARPENDINGRNA-UPDATE-STOP
-- ASN1STOP

[bookmark: _Toc29321619][bookmark: _Toc20426222]–	VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.
VarMeasConfig UE variable
-- ASN1START
-- TAG-VARMEASCONFIG-START

VarMeasConfig ::=                   SEQUENCE {
    -- Measurement identities
    measIdList                          MeasIdToAddModList                  OPTIONAL,
    -- Measurement objects
    measObjectList                      MeasObjectToAddModList              OPTIONAL,
    -- Reporting configurations
    reportConfigList                    ReportConfigToAddModList            OPTIONAL,
    -- Other parameters
    quantityConfig                      QuantityConfig                      OPTIONAL,

    s-MeasureConfig                         CHOICE {
        ssb-RSRP                                RSRP-Range,
        csi-RSRP                                RSRP-Range
    }                                                                       OPTIONAL

}

-- TAG-VARMEASCONFIG-STOP
-- ASN1STOP

[bookmark: _Toc29321620][bookmark: _Toc20426223]–	VarMeasReportList
The UE variable VarMeasReportList includes information about the measurements for which the triggering conditions have been met.
VarMeasReportList UE variable
-- ASN1START
-- TAG-VARMEASREPORTLIST-START

VarMeasReportList ::=               SEQUENCE (SIZE (1..maxNrofMeasId)) OF VarMeasReport

VarMeasReport ::=                   SEQUENCE {
    -- List of measurement that have been triggered
    measId                              MeasId,
    cellsTriggeredList                  CellsTriggeredList              OPTIONAL,
    numberOfReportsSent                 INTEGER
}

CellsTriggeredList ::=              SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CHOICE {
    physCellId                          PhysCellId,
    physCellIdEUTRA                     EUTRA-PhysCellId
    }


-- TAG-VARMEASREPORTLIST-STOP
-- ASN1STOP

[bookmark: _Toc29321621][bookmark: _Toc20426224]–	VarResumeMAC-Input
The UE variable VarResumeMAC-Input specifies the input used to generate the resumeMAC-I during RRC Connection Resume procedure.
VarResumeMAC-Input variable
-- ASN1START
-- TAG-VARRESUMEMAC-INPUT-START

VarResumeMAC-Input  ::=     SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellIdentity                      CellIdentity,
    source-c-RNTI                           RNTI-Value

}

-- TAG-VARRESUMEMAC-INPUT-STOP
-- ASN1STOP

	VarResumeMAC-Input field descriptions

	targetCellIdentity
An input variable used to calculate the resumeMAC-I. Set to the cellIdentity of the first PLMN-Identity included in the PLMN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to resume.

	source-c-RNTI
Set to C-RNTI that the UE had in the PCell it was connected to prior to suspension of the RRC connection.

	sourcePhysCellId
Set to the physical cell identity of the PCell the UE was connected to prior to suspension of the RRC connection.



[bookmark: _Toc20426225][bookmark: _Toc29321622]–	VarShortMAC-Input
The UE variable VarShortMAC-Input specifies the input used to generate the shortMAC-I during RRC Connection Reestablishment procedure.
VarShortMAC-Input variable
-- ASN1START
-- TAG-VARSHORTMAC-INPUT-START

VarShortMAC-Input   ::=                 SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellIdentity                      CellIdentity,
    source-c-RNTI                           RNTI-Value
}

-- TAG-VARSHORTMAC-INPUT-STOP
-- ASN1STOP

	VarShortMAC-Input field descriptions

	targetCellIdentity
An input variable used to calculate the shortMAC-I. Set to the cellIdentity of the first PLMN-Identity in the PLMN-IdentityInfoList broadcasted in SIB1 of the target cell i.e. the cell the UE is trying to reestablish the connection.

	source-c-RNTI
Set to C-RNTI that the UE had in the PCell it was connected to prior to the reestablishment.

	sourcePhysCellId
Set to the physical cell identity of the PCell the UE was connected to prior to the reestablishment.



[bookmark: _Toc20487656]–	VarConnEstFailReport
The UE variable VarConnEstFailReport includes the connection establishment failure information.
[to be updated after the signalling part is stable]

[bookmark: _Toc20487657]–	VarLogMeasConfig
The UE variable VarLogMeasConfig includes the configuration of the logging of measurements to be performed by the UE while in RRC_IDLE, RRC_INACTIVE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements. The UE performs logging of measurements only while in RRC_IDLE and RRC_INACTIVE.
[to be updated after the signalling part is stable]

[bookmark: _Toc20487658]–	VarLogMeasReport
The UE variable VarLogMeasReport includes the logged measurements information.
[to be updated after the signalling part is stable]

[bookmark: _Toc20487663]–	VarMobilityHistoryReport
The UE variable VarMobilityHistoryReport includes the mobility history information.
-- ASN1START
VarMobilityHistoryReport-r16 ::=	VisitedCellInfoList-r16

-- ASN1STOP

[bookmark: _Toc20432074]–	VarRA-Report
The UE variable VarRA-Report includes the random-access related information.
VarRA-Report UE variable
-- ASN1START
-- TAG-VARRA-REPORT-START

VarRA-Report-r16 ::=				SEQUENCE {
	ra-ReportList-r16							RA-ReportList-r16,
	plmn-IdentityList-r16						PLMN-IdentityList-r16
}

PLMN-IdentityList-r16                       SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity

-- TAG-VARRA-REPORT-STOP
-- ASN1STOP
–	VarRLF-Report
The UE variable VarRLF-Report includes the radio link failure information or handover failure information.
VarRLF-Report UE variable
-- ASN1START
-- TAG-VARRLF-REPORT-START

VarRLF-Report-r16 ::=				SEQUENCE {
	rlf-Report-r16							RLF-Report-r16,
	plmn-IdentityList-r16						PLMN-IdentityList-r16
}



-- TAG-VARRLF-REPORT-STOP
-- ASN1STOP


[bookmark: _Toc29321623][bookmark: _Toc20426226]–	End of NR-UE-Variables
-- ASN1START

END

-- ASN1STOP
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