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	Reason for change:
	Introduction of releasing CFRA resources for 2-step RA type

	
	

	Summary of change:
	Network can provide dedicated PRACH and PUSCH resources so that UE can perform CFRA procedure for 2-step RA type. The UE should release these CFRA resources for 2-step RA type similarly to Rel-15 behaviours on release of CFRA resources for 4-step RA type when the the following events happens:
· Upon completion of the Random Access procedure;
· When MAC reset is requested by upper layer;
· When T304 of MCG expires.


	
	

	Consequences if not approved:
	UE behaviours on release of CFRA resources for 2-step RA type are missing when T304 of MCG expires.
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[bookmark: _Toc20425722]5.3.5.8.3	T304 expiry (Reconfiguration with sync Failure)
The UE shall:
1>	if T304 of the MCG expires:
2>	release dedicated preambles provided in rach-ConfigDedicated if configured;
2>	release dedicated PUSCH resources provided in rach-ConfigDedicated if configured;
2>	revert back to the UE configuration used in the source PCell;
2>	initiate the connection re-establishment procedure as specified in subclause 5.3.7.
NOTE 1:	In the context above, "the UE configuration" includes state variables and parameters of each radio bearer.
1>	else if T304 of a secondary cell group expires:
2>	release dedicated preambles provided in rach-ConfigDedicated, if configured;
2>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration with sync failure, upon which the RRC reconfiguration procedure ends;
1>	else if T304 expires when RRCReconfiguration is received via other RAT (HO to NR failure):
2>	reset MAC;
2>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
End of changes
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