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Introduction
[bookmark: _Ref178064866]Even though RAN2 agreed the following way forward in the last meeting, there is still an ambiguous point. This contribution discusses this ambiguity of pre-BSR with multiple parents. 
	For the new BSR
- differentiate in BSR available data (as today) and expected data. 
- Associating a LCH with pre-emptive BSR is left to implementation, unless issues are identified requiring normative solutions.
- FFS if SR and BSR generated by a MAC entity need or can only be reported to the parent node where the peer of that MAC entity resides.
- On Triggering of pre-emptive BSR, can capture some text similar to the current agreements, in stage-3/2.
- Exact timing etc is up to implementation. 



[bookmark: _Toc462951621][bookmark: _Toc462951630][bookmark: _Toc465023135][bookmark: _Toc465023136][bookmark: _Toc465346829]Discussion



The issue is about where to report pre-BSR if the IAB node is connected with multiple parent IAB nodes. As shown in above figure, when the IAB node 2 receives a pre-BSR from the IAB node 1, the question is whether the IAB node 2 should send the pre-BSR to either IAB node 3 or 4, or both IAB node 3 and 4. There could be three options:
· Option 1. One IAB node, e.g., MCG;
· Option 2. Both IAB nodes;
· Option 3. Up to implementation.

In option 1, it may be impossible to determine only one IAB node to report a pre-BSR because data from each LCG in the pre-BSR can be transmitted to either IAB node 3 or 4. Option 1 may also degrades benefits by the pre-BSR. On the other hand, option 2 requests much more UL grants than the IAB node actually needs, i.e., two times, and there could be UL resource waste. However, considering a BSR for split bearer, this excessive UL resource request by option 2 is not a problem and it is clear approach for this. Lastly, some companies may propose to resolve this issue by network implementation. We think that even though it is up to implementation where to report a pre-BSR, anyway a pre-BSR would be reported to both IAB node 3 and 4 because data from each LCG in the pre-BSR can be transmitted to either IAB node 3 or 4. 
Proposal. When the IAB node is connected to multiple parent IAB nodes, the pre-BSR is reported to multiple parent IAB nodes.

[bookmark: _Toc450908196][bookmark: _In-sequence_SDU_delivery]Conclusion
In this contribution, we discussed ambiguity of pre-BSR with multiple parents and present a proposal:
Proposal. When the IAB node is connected to multiple parent IAB nodes, the pre-BSR is reported to multiple parent IAB nodes.
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