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	Reason for change:
	UP-EDT and CP-EDT capabilities are applicable only to FDD mode in NB-IoT, but are applicable to both FDD and TDD in eMTC. However, the current wording limits eMTC to FDD only.


	
	

	Summary of change:
	Update the shared capabilities so that the FDD restriction applies only to NB-IoT. 

Impact analysis
Impacted functionality:
Support of UP-EDT and CP-EDT, in eMTC TDD.
Inter-operability: 
If the network is implemented according to the CR and the UE is not or vice versa, there is no interoperability issue as the EDT feature would not be used.


	
	

	Consequences if not approved:
	Some of the capabilities are unnecessarily restricted to FDD only for eMTC and therefore are not supported for TDD.
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[bookmark: _Toc20689188]4.3.8.7	earlyData-UP-r15
[bookmark: _GoBack] This field defines whether the UE supports EDT for User Plane CIoT EPS optimizations for FDD, as defined in TS 24.301 [28]. This feature is only applicable if the UE supports ce-ModeA-r13, or for FDD if the UE supports any ue-Category-NB.

	NEXT CHANGE


[bookmark: _Toc20689465][bookmark: _Hlk512507520]6.8.4	EDT for Control Plane CIoT EPS Optimization
It is optional for UE to support EDT for Control Plane CIoT EPS optimizations for FDD, as defined in TS 24.301 [28]. This feature is only applicable if the UE supports ce-ModeA-r13, or for FDD if the UE supports any ue-Category-NB. 

