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1. Overall Description:

RAN2 would like to thank SA5 for the LS on CAG definition, and would like to provide the following answers:

a) How many CAG-identifiers need to be supported by an NG-RAN node supporting CAG? Is it possible for such an NG-RAN node to support more than one CAG list at the same time?

RAN2: Up to 12 CAG-identifiers can be supported by a physical cell. In RAN sharing scenarios, the total number of networks (PLMN + CAG + SNPN) supported by a physical cell shall not exceed 12. It is not defined in RAN2 how many physical cells can be supported by an NG-RAN node.
A physical cell broadcasts the same CAG list for all UEs. Whether different physical cells of the same NG-RAN node will broadcast different CAG lists can be left to implementation, and will not be reflected in RAN2 spec.
b) Can an NG-RAN node own CAG cell(s) and normal PLMN cell(s) at the same time?

RAN2: Yes. NG-RAN supports network sharing between PLMN cell(s), CAG cell(s) and SNPN cell(s).
2. Actions:

To SA5:
RAN2 respectfully requests SA5 to take the above information into account.
3. Date of Next RAN2 Meetings:

TSG-RAN2 Meeting #109bis
20 - 24 Apr 2020
Sapporo, Japan
TSG-RAN2 Meeting #110
25 - 29 May 2020
Athens, Greece
