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	Reason for change:
	SA4 sent LS to RAN2 in R2-1911499/S4-191031. In the LS, SA4 explained about E_FLUS work item as well as description of uplink streaming bitrate assistance using RAN signalling. 

Currently defined maximum value for Recommended bit rate MAC CE is 8000 kbits/s for both LTE and NR which is insufficient for E_FLUS where the targeted bitrates are as high as 300 Mbps and beyond. SA4 requested RAN2 to extend the data rate range that can be signalled using the existing Recommended bit rate MAC CE, for both LTE and NR. 

RAN2#108 agreed “to extend the bitrate range of Recommended bitrate MAC CE for both NR and LTE in Rel-16”. RAN2 replied to SA4 with an LS indicating this agreement (R2-1916516). SA4 has already agreed on CR for TS 26.238 in S4-191280.

	
	

	Summary of change:
	Introduce UE capability for indicating support of the bit rate multiplier.

	
	

	Consequences if not approved:
	Recommended bit rate MAC CE cannot signal the bit rate range as specified in SA4 specifications. 
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4.3.32	MMTEL parameters
[bookmark: _Toc29241585]4.3.32.1	delayBudgetReporting-r14
This field defines whether the UE supports delay budget reporting as specified in TS 36.331 [5].
[bookmark: _Toc29241586]4.3.32.2	pusch-Enhancements-r14
This field defines whether the UE supports the PUSCH enhancement mode as specified in TS 36.211 [17] and TS 36.213 [22].
[bookmark: _Toc29241587]4.3.32.3	recommendedBitRate-r14
This field defines whether the UE supports the bit rate recommendation message from the eNB to the UE as specified in TS 36.321 [4], clause 6.1.3.13.
4.3.32.4	recommendedBitRateQuery-r14
This field defines whether the UE supports the bit rate recommendation query message from the UE to the eNB as specified in TS 36.321 [4], clause 6.1.3.13. This field is only applicable if the UE supports recommendedBitRate-r14.
4.3.32.x	recommendedBitRateMultiplier-r16
This field defines whether the UE supports the bit rate multiplier for recommended bit rate MAC CE as specified in TS 36.321 [4], clause 6.1.3.13. This field is only applicable if the UE supports recommendedBitRate-r14.

