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1. Overall Description:
RAN2 has discussed the two following topics relating to the random-access procedure in unlicensed spectrum:

a) CAPC selection for transmission of MsgA Payload:

Based on RAN1 agreement, separate LBTs can be used for preamble and the PUSCH payload of MsgA in 2-step RA. When separate LBTs are performed, the UE needs to select the CAPC for each transmission. RAN2 has agreed to the following:

CAPC selection for transmission of the PUSCH payload of MsgA follows the same mechanism defined for UL CG transmissions.

b) Capturing the relationship between PDSCH and a the LSBs of the SFN signalled in DCI:

RAN2 agreed a downlink assignment is valid for successful RAR reception if the two LSB bits of the SFN indicated in DCI format 1_0 scrambled by RA-RNTI or msgB-RNTI correspond to the PRACH occasion used to transmit the Random Access Preamble. RAN2 agreed that TS 38.213 should capture such validation, i.e. to determine whether a downlink assignment is valid for successful RAR reception.



2. Actions: 

To RAN1 group. 

ACTION: RAN2 asks RAN1 to kindly take the above agreement into account and capture the above described validation of the SFN LSBs in TS 38.213.


3. Date of Next TSG WG RAN2 Meetings: 

RAN-WG2 Meeting #109bis	Sapporo, Japan		20-24 Apr, 2020
RAN-WG2 Meeting #110		Athens, Greece		25-29 May, 2020
RAN-WG2 Meeting #111		Toulouse, France	24-28 Aug, 2020

